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any real number a: 

' to zero, the absolute 
than zero the absolute 



Absolute 

if a is greater I 
value of a is a. 
value of a is -a. 

Actinium A radioactive natural element with 
atomic number 89. 

Aluminum A silver, light metal. The natural 
element with atomic number 13. 
Americium A natural element with atomic 
number 95. 

amu See Atomic Mass Unit 
antiderivative a function g, such that g'(x) is 
equal to f(x), is the antiderivative of f(x). 
Antimony A silver-white britde metal with 
atomic number 51. 

Argon An inert, colorless, odorless gas with 
atomic number 18. 

Arsenic A silvery- white, brittle, very poisonous 
element with atomic number 33. 
Astatine The unstable element with atomic 
number 85. 

Astronomical Unit A unit of length equal to 
the mean radius of the earth's orbit. 
Atomic Number A number representing the 
relative position of a chemical in the periodic 
table. 

Atomic Mass Unit 1/12 the mass of the 
Carbon C 12 atom. 

Atomic Weight A number representing the 
weight of one atom of an element, relative to 
some standard. 

- B -- 

Barium A silver-white metal with atomic 
number 56. 

base e logarithm The base e log of a number 

is the power e would be raised to, if it were to 

equal the given number. This is referred as the 

natural logarithm of a number. 

base ten logarithm The base 10 log of a 

number is the power ten would be raised to, if it 

were to equal the given number. 

base two logarithm The base 2 log of a 

number is the power two would be raised to, if it 

were to equal the given number. 

Berkelium The radioactive chemical element 

with atomic number 97. 

Beryllium The hard, rare, metallic element with 
atomic number 4. 

Best Fit The least square curve with the 
correlation coefficient (absolute value). 



Bismuth A grayish- white, hard metallic element 
with atomic number 83. 
Boron A non-metallic chemical element with 
atomic number 5. 

Bromine The chemical element with atomic 
number 35. 

BTU/h A measurement of work. British 
Thermal Units per hour. 

- - C 

Cadmium A blue- white metallic element with 

atomic number 48. 

cal/s See calories/second. 

Calcium A soft, silver- white metallic element 

with atomic number 20. 

Californium A radioactive chemical element 

with atomic number 98. 

calories/second A measurement of work. 

Carbon A non-metallic element found in all 

organic compounds. Atomic number is 6. 

Celsius A temperature measurement system 

based on the freezing point of water being equal 

to zero degrees and the boiling point of water is 

100 degrees. 

Cerium A gray metallic element with atomic 
number 58. 

Cesium A bluish-gray metallic element with 
atomic number 55. 

Chlorine A greenish-yellow poisonous gaseous 
chemical element with atomic number 17. 
Chromium A white, very hard, crystalline metal 
with atomic number 24. 
cm2 See square meter 
cm3 See cubic meter 

Cobalt A hard steel-gray ductile metal with 
atomic number 27. 

coefficient matrix The matrix consisting of 



up a system of linear equations, whose 
simultaneous solution is to be found, 
complex conjugate A complex number 
formed from another complex number by 
changing the sign of it's imaginary part. (i.e. a + 
ib and a - ib). Complex roots of polynomials 
will always occur in complex conjugate pairs, 
complex number A number consisting of a 
real part plus an imaginary part, where the 
imaginary part represents some number 
multiplied by the square root of a minus one. 
Copper A reddish-brown, 
atomic number 29. 
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correlation coefficient A number returned by 

a least square regression, indicating the extent to 

which the generated curve, actually falls on the 

data. A correlation c efficient of -1 or 1, 

indicates perfect correlation. 

cosecant A trig function equal to the 

hypotenuse divided by the opposite side. 

cosine A trig function equal to the adjacent side 

divided by the hypotenuse. 

cotangent A trig function equal to the opposite 

side divided by the adjacent side. 

cube The result of multiplying a number by itself 

three times. ( i.e. 2*2*2 ). 

cube root The cube root of a number is the 

number that when cubed is equal to the number. 

Two is the cube root of eight ( i.e. 2*2*2 = 8). 

cubic feet A measurement of volume used in 

the FPS measurement system. 

cubic inch A measurement of volume used in 

the FPS measurement system. 

cubic meter A measurement of volume used in 

the MKS measurement system. 

Curium A chemical element with atomic number 

96. 

- D -- 

Differentiation The procedure used to find a 
function, whose value when solved for at a 
specific point, is equal to the slope of the original 
function at that point. 

Dynamic Segments A program object code 
segment that may be loaded or unloaded from 
memory, by the memory manager. 
Dysprosium A magnetic rare earth element with 
atomic number 66. 

-- E — 

Einsteinium A radioactive element with atomic 
number 99. 

electric horsepower a measure of work in an 
electrical system. 

Erbium A metallic rare earth element with 
atomic number 68. 

Europium A rare earth element with atomic 
weight 63. 

Exponential Curve Fit A least square fit to 
an exponential type curve, 
exponential function The function used to 
take the base of the natural logarithms e to a 

power. 

exponentiation The mathematical process of 
taking a number to a power. 



.. F -- 

f-p/h See foot pounds/hour 
Fahrenheit 

feet2 A measure of area used in the FPS system 
of units. 

feet3 A volume unit used in the FPS system of 
units. 

Fermi urn A radioactive element with atomic 
number 100. 

Fluorine A corrosive greenish-yellow element 
with atomic number 9. 
foot pounds/hour A measure of work. 
Francium A metallic element of the alkali group 
with atomic number 87. 

-- G 

Gadolinium A rare earth element with atomic 
number 64. 

Gallium A soft, bluish -white metallic element 
with atomic number 31. 

gallon A volume measure unit used in the FPS 
system of units. 

Germanium A grayish- white metallic element 
with atomic number 32. 
Gold A heavy yellow metallic element with 
atomic number 79. 

Graphing x-y Data The process where 
pictures of functions are produced by plotting 
points on a Cartesian Coordinate System. 
GSCOL A small disk file that GSNumerics 
uses to keep user screen and graph color settings. 

-- H -- 

Hafnium A metallic element with atomic 
number 72. 

Helium A light, inert, colorless gas element 
with atomic number 2. 
Holmium A metallic element with atomic 
number 67. 

hp(e) See electrical horsepower. 
hp(m) See mechanical horsepower. 
Hydrogen A colorless, odorless, gaseous 
element with atomic number L 

.. I 

Identity Matrix A square matrix, whose 

diagonal elements all equal one and whose off 

diagonal elements all equal zero. 

in -fix A notation system where the operator is 

applied between two operands. 

inch2 a measure of area in the FPS system of 

units. 
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inch3 a measure of volume in the FPS system of 
units. 

Indium A soft, silver-white metallic element 
with atomic number 49. 
Iodine A member of the halogen family with 
atomic number 53. 

Iridium A white, heavy, brittle metallic element 
with atomic number 77. 
Iron A white metallic chemical element with 
atomic number 26. 
iteration The process of solving a ] 
doing it over and over, each time coming a 1 
closer to the actual solution. 

- K - 

Kelvin A temperature scale measured in degrees 
centigrade from absolute zero, -273.15 degrees 
centigrade. 

kilogram A measurement of mass in the MKS 
system of units. 

kilometers A measurement of length in the 
MKS system of units A unit system based on 
meters (length), kilograms (mass) and seconds 
(time). 

Krypton An inert gaseous element with atomic 
number 36. 

L -- 

Lanthanum A silver metallic rare earth element 
with atomic number 57. 

Lawrencium A radioactive element with atomic 
number 103. 

Lead A heavy, soft, bluish-gray metallic element 

with atomic number 82. 

Least Square A method of regression, 

minimizing the least square errors. 

light year A unit of length used in astronomical 

measurements equalling the distance light will 

travel in one year. 

Linear Curve A curve whose loci plot a 
straight line. 

Linear regression A process of fitting 
mathematical curves to x-y data, with the 
objective of finding a mathematical function that 
will model the data points. 
Lithium A silver- white, light metallic element 
with atomic number 3. 

In The natural logarithm based on the number e. 
Log Curve Fit A least square fit to an log type 
curve. 

log The logarithm based on the number 10. 
Uwo The logarithm based on the number 2. 
Lutetium A metallic, rare earth element with 
atomic number 71. 



» M - 

m2 A measure of area in the MKS system of 
units. 

m3 A measure of volume in the MKS system of 
units. 

Magnesium A light, silver-white metallic 
element with atomic number 12. 
Manganese A grayish-white metallic element 
with atomic number 25. 

mechanical horsepower A measure of work 
done in a mechanical system. 
Mendelevium A radioactive element with 
atomic number 101. 

Mercury A heavy, silver-white metallic element 

with atomic number 80. 

mile2 A measure of area in the FPS system of 

units. 

Modulo division A division process where the 
integer remainder is returned. 
Molybdenum A brittle, silver-white metallic 
element with atomic number 42. 

-- N - 

NAN See Not A Number. 

NAN(OOl) Returned when an illegal argument 

has been passed to a hyperbolic trig function. 

For instance, ACOSH(O) returns NAN(OOl). 

NAN(002) Returned when an illegal 

subtraction has been attempted. For example, 

INF - INF returns -NAN(001). 

NAN(004) Returned when an illegal division is 

attempted. For instance, divided by returns 
NAN(Q04). 

NAN(008)" Returned when an illegal 
multiplication has been attempted. For instance, 
0.0 * INF returns NAN(008). 
NAN (034) Returned when an illegal argument 
has been passed to log function. For instance, 
log(-5) returns NAN(036). 
NAN(036) Returned when an illegal argument 
has been passed to a hyperbolic trig function. 
For instance, ACOSH(O) returns NAN(OOl). 
NAN (037) Returned when an illegal argument 
has been passed to an exponential function. For 
example, the square root of -4.0 returns 
NAN(037). 

NAN (037) Returned when an illegal argument 
has been passed to an exponential function. For 
instance, the square root of -4.0 returns 
NAN(037). 
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NAN(061) Returned when an argument that is 
less than zero is passed to the Factorial Function. 
For instance, the Factorial of -4.0 returns 
NAN(061). 

NAN(062) Returned when a non-integer 
argument is passed to the Factorial Function. 
For instance, the Factorial of 4.56 returns 
NAN(062). 

NAN (063) Returned when an argument that is 
greater than le+12 is passed to DHMS, 
HMSD, HADD OR HSUB. For instance, 
DHMS(1.34e+14) returns NAN(063). 
natural logarithm The natural logarithm based 
on the number e. 

Neodymium A metallic rare earth element with 
atomic number 60. 

Neon A colorless, odorless, inert gaseous 
element with atomic number 10. 
Neptunium The element with atomic number 

93. 

Nickel A hard, silver-white metallic element 
with atomic number 28. 
Niobium A metallic element with atomic 
number 41. 

Nitrogen A orderless, colorless gaseous 
element with atomic number 7. 
Nobel i urn A radioactive element with atomic 
number 102. 

Not A Number The code returned by the 
program when an illegal math operation has been 
performed. Stands for Not A Number. A code 
is returned with the NAN code, indicating the 
type of math error involved. I.E. NAN(001). 

O -- 

Osmium A bluish-white metallic element with 
atomic number 76. 

Oxygen A colorless, odorless, gaseous element 
with atomic number 8. 

p .. 

Palladium A silver-white, metallic element with 
atomic number 46. 

parsec A unit of length measurement used in 
astronomical calculations. It is approximately 
equal to 3.26 light years, 
parser A program that breaks down, or tears 
apart user input functions, and solves them 
according to the rules of mathematics. 
Phosphorus A nonmetallic element with atomic 
number 15. 

Platinum A silver-grey metallic element with 
atomic number 78. 



Plutonium A radioactive element with atomic 
number 94. 

polar form A method of expressing a complex 
number is terms of a magnitude and an angle. 
Polonium A radioactive element with atomic 
number 84. 

polynomial A function based on integer powers 
of x, with real coefficients, 
post- fix entry see Reverse Polish Notation. 
Potassium A soft, silver-white metallic element 
with atomic number 19. 

Power Curve Fit A least square fit to an power 
type curve. 

Praseodymium A metallic, rare earth element 
with atomic number 59. 

Promethium A metallic, rare earth element with 
atomic number 61. 

Protactinium The radioactive element with 
atomic number 91. 

- R -- 

Radium A radioactive, metallic element with 
atomic number 88. 

Radon A radioactive, gaseous element with 
atomic number 86. 

Random function A function provided with 
the program to provide pseudo random numbers 
for the user. 

rectangular form A method of expressing a 
complex number where it is written in two parts, 
a real part and an imaginary part. 
Regression A procedure to find a mathematical 
function that fits a set of x-y data points. 
Reverse Polish Notation The method of 
problem entry used in GS Numerics. The 
operands are first entered, and then the operator 
is entered. Also called RPN or post-fix entry. 
Rhenium A metallic element with atomic 
number 75. 

Rhodium A hard, gray-white element with 
atomic number 45. 

Romberg method A high order method of 
numerical integration, normally yielding better 
results than the lower order approximations, 
root of a function The points where a 
function is exactly equal to zero is a root of the 
function. 

Rubidium A soft, silver- white element with 
atomic number 37. 

Ruthenium A hard, brittle, silver-gray metallic 
element with atomic number 44. 
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Samarium A metallic, rare earth element with 
atomic number 62. 

SANE The Snuidard Apple Numerics 
Environment. A very accurate, high level set of 
math tools available for use with the Apple IIGS. 
Scandium A rare, metallic element with atomic 
number 21. 

secant The trig function represented by the 
hypotenuse divided by the adjacent side. 
Selenium An element of the i 
atomic number 34. 
Silicon A non- metallic element with atomic 
number 14. 

Silver A white, precious, metallic element with 
atomic number 47. 

Simpson method A semi-sophisticated method 
of calculating the area under the curve of a 
function. 

sine A trig function equal to the opposite side 

divided by the hypotenuse. 

slope An measure of how the value of a function 

is changing at a certain point. 

Sodium A silver-white, metallic element with 

atomic number 11. 

square The process of multiplying a number by 
itself. 

square centimeters A measurement of area 
used in the metric system, 
square matrix A matrix that has the same 
number of rows that it does columns, 
square meter A measurement of area used in 
the metric system. 

square mile A measurement of area used in the 
English system. 

square root The square root of a number is that 
number that is equal to the first number, when it 
is multiplied by itself, (i.e. 2*2 = 4). Two is 
the square root of four. 

Strontium A pale-yellow, metallic element with 
atomic number 38. 

Sulfur A pale-yellow non-metallic element with 
atomic number 1 6. 

symmetric matrix A matrix whose off 
diagonal terms Ay = Aj j. 

-- T -- 

tangent The trig function represented by 
dividing the opposite side by the adjacent side. 
Tantalum A rare, steel-blue element with atomic 
number 73. 

Technetium A metallic element with atomic 
number 43. 



Tellurium A rare, non-metallic element with 
atomic number 52. 

Terbium A metallic, rare earth element with 
atomic number 65. 

Thallium A rare, bluish-white metallic element 

with atomic number 81. 

Thorium A rare, grayish, radioactive element 

with atomic number 90. 

Thulium A metallic, rare earth element with 

atomic number 69. 

Tin A soft, silver-white metallic element with 
atomic number 50. 

Titanium A dark-gray, lustrous metallic element 

with atomic number 22. 

Trapezoid method An elementary method of 

integration, where the area is broken into 

trapezoids, and they are summed. 

Tungsten A metallic element with atomic 

number 74. 

- U -- 

Unnihexium A transuranic element with atomic 
number 106. 

Unnil pentium A transuranic element with 
atomic number 105. 

Unnilquadium A transuranic element with 
atomic number 104. 

Unnilseptium A transuranic element with 
atomic number 107. 

Uranium A hard, heavy, radioactive, metallic 
element with atomic number 92. 



Vanadium A rare, silver-white, metallic element 
with atomic number 23. 

-- X - 

Xenon A heavy, colorless, inert gaseous 
" ; number 54, 



-- Y -- 

Ytterbium A rare, metallic element with atomic 
number 70. 

Yttrium A rare, metallic element with atomic 
number 39. 

- - 7j -- 

Zinc A bluish-white, metallic element with 
atomic weight 30. 
Zirconium A gray 
number 40. 
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A45 

a. reg 67 
A.U 45 

About GSNumerics 7 

Absolute value 34 

Add Hours-Minutes-Seconds 35 

amu 45 

Angle Conversion Functions 31 
antiderivative 94, 96 
Apple Menu 15 
AREA CONVERSIONS 12 
Area under a Function Curve 1 20 
Area under a Polynomial Curve 94 
Astronomical Unit 45 
Atomic Mass Units 45 
Atomic Number 45 

-- B -- 

Atomic Weight 45 

b. reg 67 

base 2 logarithm 38 
Best Fit 161 
BLUE Level 82 
BTU/h 45 

- C -- 

c. reg 67 
CADD70 
cal/s 45 

Calculator Mode Buttons 29 
Calculator Screen Colors 81 
calories/second 45 

corv 70 

Ceiling of x 33 
Cel 45 
Celsius 45 
Choose Printer 15 
Clear Stack 23 

Clearing The Stack Registers 23 
cm2 45 
cm3 45 
CMUL 70 

coefficient matrix 141 

COMPLEX SECTION 11 

Complex Number Arithmetic 71 

Complex Number Memory Operations 74 

Complex Number Operations 69 

Complex Number Stack 67 

Complex Numbers 51 

complex conjugate 85 

complex number 62 

constant matrix 141 



Control Panel 2,15 
Conversion Section 44 
Copy I, 15, 112 
correlation coefficient 155, 156 
cosecant function 41 
cosecant, inverse function 41 
cosine function 39 
cosine, inverse function 40 
cotangent function 41 
cotangent, inverse function 42 
CSUB 70 
cube 37 
cube root 37 
cubic feet 45 
cubic inch 45 
cubic meter 45 
Cutl, 15, 112 

D - 

d.reg 67 

Decimal to Hours-Minutes- Seconds 34 

definition of a polynomial 85 

Determinant 126, 146 

Differentiate Polynomial dialog 99 

Differentiation 91 

Direct Function Entry 52 

Direct Function Entry Hierarchy 56 

Division of Polynomials by Monomials 103 

dx 171 

dy 171 

Dynamic Segments 3 

- E - 

electric horsepower 45 
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Enter Complex System 17 

Enter Function 16 
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Enter Polynomial Coefficients dialog 86 

Enter Real System 117 

Enter x-y File 19 

Entering Complex Linear System Data 146 

Entering Complex Numbers 65 

Entering Functions 1 12 

Entering Polynomials 86 

Entering Real Linear Systems Data 143 

Entering x-y Data 158 

Exponential Curve Fit 1 55 

exponential function 37 

Exponentiation 53 

— — P — — 

f-p/h 45 

Factorial of x 34 
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- G 
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.. I „ 
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GETTING STARTED 



Welcome to GSNumerics. Spring Branch Software, Inc. is hopeful that you will gain many benefits 
from the program and enjoy using it. We suggest you read this chapter carefully, before trying to use the 
program. It will give you some helpful hints on how to get the maximum benefit from GSNumerics. 

This chapter gives instructions for running the GSNumerics program on 3.5 inch disk and hard disk 
Apple Ilgs™ systems. GSNumerics is designed to run under GSOS version 5 with Express Load. 
The program will run under GSOS 5.0, but should be run under GSOS 5.0.2, for best results. If you 
don't have GSOS 5.0.2, contact your Apple Dealer, who will provide you with a copy. 

What Ynu Should Know 

To operate the program, the user should be familiar with the operation of the Apple Ilgs™ computer. 
Before starting you should understand the following concepts: 

1 . Using the mouse to point, drag, click and double-click. 

2. How to start and quit applications from the desktop. 

3. How to initialize and copy disks. 

4. How to pull down menus and choose menu commands 

5. How to use scroll bars, radio buttons, check mark buttons and regular buttons. 

6. How to use the cut (6-X), copy (6-C) and paste (6-V) commands. 

7. How to use the Standard File dialogs for saving and recalling disk files. 

These concepts are explained in the manuals that came with your Apple Ilgs™ and GSOS System 
Disk. 

Hardware Required 

You will need an Apple Ugs™ computer with at least one meg of ram memory and at least one 800k disk 
drive to run GSNumerics. 

GSNumerics may not run on a system with one meg of ram, if any of the following conditions exist: 

1. The user has allocated a large RAM disk. 

2. Desk Accessories that use a significant portion of the ram memory are installed. 

3. The user has allocated a large ram memory for disk cache operations. 
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If you have trouble running the program, make sure you have removed Desk Accessories and de-allocated 
any cache or ram disk memory. You do not need to remove the Control Panel Desk Accessory, 

Backup Your fiSNumerics Disk 

Never work directiy with the original GSNumerics disk shipped with the program. If you are not 
working from a hard disk, make a properly labeled backup copy for day to day use. If the backup copy 
becomes damaged, you can make another from the original. Make sure the original is stored in a safe 
place. 

Prorating With One 3.5 Inch Drive 

Insert the GSOS System disk into the drive and boot the computer. After the computer is booted and the 
desktop appears, insert the GSNumerics backup disk and double click on the GSNumerics icon. 
After a short period of time you will get the following message: 

"Please insert the disk: SYSTEM. DISK" 

Remove the GSNumerics backup disk and insert the GSOS System disk, and press the return button. 
The program will then load the required system tools. After the tools are loaded, you will see the 
following message: 

"Please insert the disk: GSNUMERICS" 

Insert the GSNumerics backup disk and click on the I OK I button. You are now ready to use the 
program. If you have limited memory, it will be necessary for you to leave the GSNumerics backup 
diskette in the drive while operating the program. See the section on Dynamic Segments, in this 
chapter, for an explanation of this feature. 

Operating With Ty/o 3.5 Inch PriYtis 

Insert the GSOS System disk into the boot drive and the GSNumerics backup disk in the other drive. 
Boot the computer and then start the GSNumerics program by double clicking on the GSNumerics 

icon. 

If you have limited memory, it will be necessary for you to leave the GSNumerics backup diskette in the 
drive while operating the program. See the section on Dynamic Segments, in this chapter, for an 
explanation of this feature. 
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Ham UM Installation and Operation 

To install GSNumerics on a hard disk, create a folder "GSNumerics" on the hard disk. After creating 
the folder, copy the entire contents of the original GSNumerics disk into the "GSNumerics" folder on 
the hard disk. To run the program, open the "GSNumerics" folder and double click on the 
GSNumerics icon. 

Hvnamic Segments 

GSNumerics is a large program and has been created with "dynamic" segments to allow it to be run with 
only one meg of ram memory. The segments are called dynamic, because the individual program 
segments are loaded into ram memory, only when the program needs them. After the program no longer 
needs a particular program segment, the Memory Manager may remove the segment from memory, to 
allow memory space for another required program segment. This ability to bring into memory only those 
program parts required and to unload them from memory when they are not needed, is called dynamic 
segmentation. 

When you run GSNumerics on systems with minimum memory, you will notice the segments being 
read in from the disk, as you select new program options. The time required to load the segments is not 
objectionable from a user standpoint. In fact, it allows you to run the program without investing in 
additional ram memory. Since the program must have access to the disk, in order to load segments when 
needed, you may need to leave the GSNumerics backup disk in the drive . If you remove the disk and 
the program needs to load a segment from it, it will ask you to insert the GSNumerics disk. 

If your system contains 1.25 meg ram or more, the program will attempt to bring in all segments during 
the initial program load. If sufficient memory is available to load the entire program, the dynamic segment 
disk reads are not needed and you can remove the GSNumerics backup disk. 

Printer Operation 

To conserve memory on systems having less that 1.25 meg of memory, the program uses a slightly 
different printing technique on 1.0 meg systems, than it does on systems having 1.25 meg of memory or 
greater. If you have limited memory, you will still be able to print the screens and graphs in in either color 
or black and white. With limited memory you will not be able to select other printing options. The Print 
Style and Print Job dialogs will not appear when selecting a screen print, on systems with only 1.0 meg 
of ram memory. 
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Demonstration Files 

The disk containing the GSNumerics program also contains other files. Eight of these files can be used 
to demonstrate and help the user understand the program. A ninth file is used by the program to set the 
user screen colors. The demo files on the disk are: 



1. Session. demo 

2. Polyl.demo 

3. Poly2.demo 

4. xydata.demo 

5. matrix. demo 

6. linsysl.demo 

7. linsys2.demo 

8. function. demo 



Demonstrates a complete session file save. 

A sixth order polynomial, with real roots, for polynomial operations. 
A fourth order polynomial, with real and complex roots, for polynomial 
operations. 

x-y data file for regression demonstration. 
A matrix session file for matrix operations. 
5x5 system of real equations for linear systems. 
3x3 complex system of equations for linear systems. 
A file of sample user defined functions. 



Svstem Speed 

GSNumerics does some highly complex mathematical calculations. These calculations are done using 
the Standard Apple Numerics Environment (SANE). To insure accurate results, extended 80 bit 
storage is used for all GSNumerics floating point variables. This insures the results of lengthy 
calculations will have minimum errors caused by machine rounding and truncation. The trade-off in using 
the highly accurate extended variables is some loss of speed. We believe the slower speed is more than 
compensated for by the very accurate answers produced by the program. These calculations can take some 
time when computing the solutions to matrices, roots of polynomials, solving systems of equations or 
graphing functions. 

You may find the investment in an accelerator board to be beneficial. The program has been extensively 
tested using the Applied Engineering Transwarp GS™ accelerator. The Transwarp GS™ will 
dramatically shorten the time involved in many calculations done by the program. We believe Transwarp 
GS™ is a good companion to GSNumerics. 



Product Support 

Spring Branch Software, Inc. is committed to providing service to you, our valued customer. It is our 
intention to help you get the greatest benefits possible from the program. You may contact us for support, 
if you have questions about using GSNumerics. It will be very helpful if you will be prepared prior to 
contacting us for product support. Before you call, make sure the you have done the following: 
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L Read the manual and understand how to use the program. 

2. Have the phone near the computer, with the program running. 

3. Know the GSOS version, GSNumerics version and hardware configuration. 

4. If you think you have found a bug, detail the steps to produce the bug. 

Your comments and suggestions will be appreciated. Product improvements can and will result from 
customer suggestions. You may address your comments to: 

Spring Branch Software, Inc. 
Route #2, Box 268A 
Manchester, IA 52057 
1-319-927-6537 

Thank you for purchasing GSNumerics. 
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Figure 2.1 Scientific Calculator Screen 




screen is divided into nineteen rows. 

'. The remaining seventeen rows can be divided into three sections, we 1 
Function section and the Conversion-Elements section 




, the buttons that < 
number registers and other buttons, that will be explained later. 



The Function section has forty-eight buttons for performing different types of math functions. 
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The Conversion-Elements section contains six title bars, thirty-seven conversion buttons and one 
mode button, when in the Conversion mode. The title bars label six different sections used to convert 
between different unit systems. This section will contain one title bar, one hundred and seven chemical 
symbol buttons and a mode button, when in the Element mode. The user may return either the value of 
the Atomic Weight of a chemical element or the Atomic Number, when in the Element mode. The user 
may quickly switch back and forth between the Conversion mode and the Element mode. 



Register-Memory Section 

The Register- Memory section can be more easily understood 
areas. An exploded schematic view of the 
Figure shows the nine areas and the items each area contains. The 
bold, block letters. 
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is shown in Figure 2.2. This 
name is written under each area in 
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Figure 2.2 Register/Memory Section 



FUNCTIONS 



The FUNCTIONS area contains seven buttons for performing basic mathematical operations. 
These buttons are used to exchange the x-reg and y-reg registers |XCHG<r-y)l , change the 
sign of the x-reg |CH9GN(x)| take the reciprocal of the x-reg I V* L divide the x-reg into the 
y-reg |DIV(y7x)L multiply the x register by the y-reg I MULfar*?)] , subtract the x-reg from the 
y.reg I SUH(y-x)X and to add the x-reg and y-reg |ADD(y*x)| , Double-clicking on the top 
three buttons, will cause complex number operations to take place. These complex number 
operations will explained later in this manual. The seven function buttons are brown on a color 
monitor and dark gray on a monochrome monitor. 



INPUT REGISTER 



The INPUT REGISTER is where all numbers and formulas are entered when solving problems. 
The answers to a calculation, shown in the format selected by the user, are shown here after a 
calculation is completed. Numbers are entered with the number keys, followed by pressing 
Return. We will always refer to this as the input-reg. The number in the input register will 
always be the same number that is in the x-reg, immediately after a calculation is initiated. The 
input-reg and x-reg numbers will be different when a new number is being input into the 
calculator. 



STACK REGISTER 

The STACK REGISTER has four registers for displaying a number input into the calculator or 
returning the result of calculations. These four registers are the x-reg, y-reg, z-reg and 
w-reg. A fifth register will contain the last x value. This is the number that was in the x-reg 
prior to entering a new number into the input-reg or doing a calculation. There are eight buttons 
in this section that are used to move numbers around in the stack or to recall any stack register to 
the x-reg. These buttons are used to: roll the stack up [UP I roll the stack down |D*H recall the 
last x to the x-reg f^*~L recall the w-reg to the x-reg f**l recall the z-reg to the x-reg f^T 
recall the y-reg to the x-reg [¥] , recall the x-reg to the x-reg 1~*T and to recall the last stack to 
the stack x-y-z-w registers fS"| . When doing complex operations, double-clicking will initiate 
complex operations on the l^Pj and |D^I buttons. The buttons in this section are blue on a color 
monitor. 



FORMAT 

The FORMAT area contains four brown buttons used to set the format of numbers written to the 
screen. The format can be set to fixed I YBL\ or it can be set to scientific I SQ | . The number of 
digits after the decimal place can be set by incrementing or by decrementing I -11 The 
number in the decimal place register will change to indicate the number of digits that are shown 
after the decimal place. This will only change the input-reg on the Scientific Calculator 
screen. It also changes the format of program dialog boxes that are explained in later chapters. 
Some numbers are too large to be expressed in fixed format. The program will automatically 
convert those numbers to scientific format, before displaying them. 
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The COMPLEX MEMORY area contains three buttons and two registers. Th< 
to store the real part and the imag-reg is used to store the imaginary pan 

the x-y-z-w registers into the complex stack and iRCLCl recalls numbers to the x-y-z-w 
registers. Numbers are always entered into the program in rectangular format. The complex 
stack buttons are brown on a color monitor. 



OPERATIONS 



The MEMORY OPERATIONS area contains blue buttons that control the storage and recall of 
numbers. Three of the buttons are used to clear memory, twenty- six buttons represent the 
memory storage locations "a" through "z", four are to control memory math and two buttons 
initiate the storage or recall operations. The function of these buttons is to select memory 
locations "a" to "z" 5J-[|J clear all memory locations |CLRA| . clear stack memory lCLRSl 
clear memory "a"-"z" [CLRM| , memory add [+], memory subtract Q> memory multiply f*T 

r recall |RCLM| and memory storage I STOM |. 



ANGLE 



area contains six buttons used to convert angles in the x-reg between the three 
types of angular measurement degrees, radians and grads. Buttons used for converting degrees 
to radians and grads are I PR* I and |DG*| . The buttons used to convert radians are |RD*| and 
3 and 



buttons convert from 
buttons are brown on a color monitor. 



to radians and degrees. The angle 



MODE 



The MODE area contains six buttons used to control the operating mode of the calculator. Three 
buttons I DM I , |RM| and I GD * L control the trig mode (interpretation of angles input to the 
trigonometry functions). The three methods of angle input are degrees, radians and grads. Three 
of the buttons control whether the calculator is in Scientific Calculator mode I CALL 

mode 



or the Ten 



Calculator mode PAD 



CONSTANTS 



The CONSTANTS area contains three buttons used to recall three commonly used constants to 
the x-reg, for use in calculations. The three constants are: pi I Pi*| , two pi I TPi*| and the base 
of the natural logarithms (e) 



The constant buttons are brown on a color monitor. 
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Function Section 
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SECTION. 

the calculator. These buttons can 
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Figure 2.3 Calculator Functions Section 



LOG AND EXPONENTIAL 



The LOG AND EXPONENTIAL area contains fourteen buttons. Log calculations are available 
for the natural logarithms |LN(x)*|, |LNS<»)*| . lEEXPfaH and |EEXPS60*| , for the decimal 
base ten ILOGWI and |ALOG<x)*| or the hase two |LTWCXx)»| and lALTWOCri*] , Other 
base calculations can be done using the LQGyQQ | and yEXTWl functions. Buttons are 
provided for squaring I SQRQQ* 1, square roots |9QRT6t)*| . cubing |L'UBB(x>*] , or taking the 
cube root of a number [CBKTQd*] . This section is brown on a color monitor. 



COMPLEX 



The COMPLEX area contains six buttons for performing complex number mathematics. They are 

and ;CDIV| The complex buttons 



E3S3IES3IESI3 



are brown on a color monitor. 



GENERAL 



The GENERAL area contains ten buttons: | CElUx>*|. | RAND* 


. |INTOO*|. IFRACO^I. 




|FACTCk>*L 1 DHMS* i, | HMSD* UHADrX+)*l and HSTJB(->*|. The eeneral 


buttons are blue. 
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TRIGONOMETRY 



The TRIGONOMETRY area contains eighteen buttons used in computing tri gonometry 
calculations involving angles. The six basic trig functions sine |SM(x)*| , cosine loosed* I . 
tangent |TAW(x>*L cosecant |C3Cfa>*l , secant |SBCCz)*| and cotangent lOOTfac)*! are available. 
The inver se trig fun ctions sine-' I ASINC*)*!. cosine' 1 lACCSfrH , tangent" 1 |ATAN(x>* | , 
cosecanr 1 !&CSOt»)*l secant 1 [ASECfa>*l and cotangent -1 



_ are provided. Included 
are the hyperbolic trig functions |SINH(x)*|, COSH(*>*| and |TAMH<x)*l, along with their 
inverse functions sinhr- |ASfflHCx)*L cosh 1 |ACOSH(x)*| and the tanh" 1 |ATANH(x>*[, This 
area is brown 




Conversion-Elements Section 

This section is a really two sections, depending on whether the user has selected the conversion or the 
elements mode. The mode of this section can be switched quickly and easily by the user, by merely 
keying the mouse in the conversion mode box in the bottom right corner of the section. There are five 
different types of conversions available. They are Area Conversions, Length Conversions, Mass 
Conversions, Power Conversions, Volume Conversions and Temperature Conversions. 



We will start with the conversion section that is shown schematically in Figure 2.4. This section allows 
the user to convert numbers between different units of measurement. The conversion 
on the value in the x-res. 
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allow the user to convert rapidly between acres I aCTe l , square inches 
^ I , square meters I ™2| , square feet I I , and square miles. 
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The LENGTH conversions allow the user to convert rapidly between angstroms 
inches liiy 



1 



meters 



J, astronomical units | A.U. | kilometers 1^™-! miles I feet 



|fi»*L light years l^y^^l and parsecs j parse | . The length conversion area is orange on a color 



momtor 



MASS 



ounces 



The MASS conversions allow the user to convert between atomic mass units 

], grams Israel , pounds [pwaJj kilograms |kgram| and slugs ls3ug| . The mass 



conversion area is blue on a color monitor 



POWER 



The POWER conversions allow the user to convert between B.T.U./h | BTUAl1 , electric 
horsepower |"bp(g)L calories per second I cal/s| .mechanical horsepower frgfra)! foot-pounds 
per hour l.f-pfr L and watts l-waftl . The power conversion area is orange on a color monitor 



The VOLUME conversions 




power conversion area is blue on a color monitor 



TEMPERATURE 



The TEMPERATURE conversions allow the user to convert between Celsius I Cell , Kelvin 
|Kehr| , Fahrenheit Fahr| ,and Rankin Rank I . The conversion screen can be changed to the 



Elements mode with I ELEMENTS! . The power conversion area is orange on a color monitor 



When the user is in the Elements mode a chart of the natural chemical elements is drawn on the screen as 
shown in Figure 2.5. This screen is used to return either the atomic weight or atomic number of a 
chemical element to the x-reg. 
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Figure 2.5 Chemical Elements 



ELEMENTS 



The ELEMENTS screen has ore button for each of the chemical elements. Releasing the mouse 
on an element button will place the Atomic Weight in Atomic Mass Units into the x-reg. Double- 
clicking on an button will return the Atomic Number to the x-reg. |COh viskSIONS | returns to 
the conversion mode. The elements buttons are arranged in alphabetical order by name 
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Menus And Menu Items 

The Apple Menu shown in Figure 2.6. This menu is used to control screen color, reset the Random 
Number, draw the GSNumerics copyright notice and to draw the System Control Panel. 



6 




About GSNumerics „.<3R 


Draws the GSNumerics copyright dialog on the screen. 




Draws dialog allowing user to set calculator screen colors. 


Set Graph Colors ...60 




Seed Random... 




Control Panel 


Draws system control panel (GSOS 5.0 and later only) 


The second menu is the FILES MENU shown in Figure 2.8. This menu contains the cut, copy 
paste items, Session file recall and Save and Print items. If your system contains less than 1.25 me 
ram, this menu will be slightly different, but you will still be able to print the screen. 


FILES 




Cut ... <3H 


Cut selection and put in scrap. 


Copy ... <3C 


Copy selection and put in scrap 


Paste ... 6U 


Insert scrap contents at selection point 


Load Session ... 


Initiates loading a previous Session disk file into the program. 


Saue Session ... 


Initiates saving the current Session to a disk file. 


Page Setup ... 


Draws print page setup dialog (1 .25 meg ram and above). 


Print Screen ... 


Prints screen (systems with 1 meg ram only). 


Quit ... (3Q 


Quits GSNumerics and returns to GSOS desktop. 



Figure 2.8 FILES menu 
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The FUNCTION MENU shown in Figure 2.9 is used for non-polynomial function operations. You 
may enter a new current function, compute the solution for a given x, compute the slope at a given point, 
find the real roots of a function and compute the area under the function curve, using these menu items. 



FUNCTION 


Area ... 


Draws Function Area dialog. 


Roots ... 


Draws Function Roots dialog. 


Slope ... 


Draws Function Slope dialog. 


Solue ... 


Draws Solve Function dialog. 


Enter Function ... 6F 


Draws Enter Function dialog. Used to enter current function. 



Figure 2.9 FUNCTION menu 



The GRAPH MENU shown in Figure 2.10 is used to draw graphs of non -polynomial functions, 
polynomial functions, regression prediction graphs and x-y data graphs. The x-y data graphs may be 
drawn with a regression curve superimposed over the data. Three items, First Graph, Last Graph and 
Quit Graph, are disabled until a graph is actually drawn on the screen. The Print items, on the FILES 
menu are used to print graphs to the printer. Parts of non-polynomial function, polynomial arid regression 
prediction graphs may be magnified. 



GRAPH 


Function ... dsl 


Draws Graph Function dialog for drawing function graph. 
Disabled if no current function present. 


Polynomial ... 


Draws Graph Polynomial dialog for drawing polynomial graph. 
Disabled if no current polynomial present. 


Regression ... 6K 


Draws Graph Regression dialog for drawing regression graph. 
Disabled if at least one regression curve has not been computed. 


K-y Data ... 6J 


Draws graph of x-y data with regression curves superimposed. 
Disabled if no x-y data has been entered by user. 


Function B 


Changes the graph active function, when two graphs are overlaid 
in the graphics mode. Disabled if only one function selected. 


Stack... 


Brings up stack dialog to allow user to do stack operations with 
the result of a graph calculation. Disabled until a graph calculation 
has been initiated. 


Area 


Computes area in graph mode. Disabled unless two points are 
selected. 
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Root 


Computes root in graph mode. Disabled unless two points are 
selected. 


Slope 


Computes slope in graph mode. Disabled unless one point is 
selected. 


First Graph ... <5N 


Redraws graph using initial values for x domain. Disabled unless 
a graph is drawn. 


Last Graph ... 60 


Redraws graph using previous x value for graph domain. 
Disabled unless a graph is drawn. 


Quit Graph ... c5llJ 


Quits graph and returns user to Scientific Calculator screen. 



Figure 2.10 GRAPH menu 

The LINEAR SYSTEM MENU, shown in Figure 2.11 is used to solve systems of linear equations. 
The systems may be either real or complex and may be as large as 10 x 10. Several of the items are 
disabled until the user has dimensioned the system with the Reset item and entered system data. System 
files and solutions may be saved to and recalled from disk.files 



LINEAR SYSTEM 


Solue ... &E 


Draws Solve Linear System dialog. Disabled unless a real or 
complex system has been entered by the user. 


Enter Real System... 


Draws Enter Real System dialog. Disabled unless the system has 
been dimensioned with the Reset menu item. 


Enter CompIeK System 


Draws Enter Complex System dialog. Disabled unless the system 
has been dimensioned with the Reset menu item. 


Reset ... 6M 


Draw Reset System dialog. Used to set Linear System dimension. 


Load System File ... 


Draws Standard File dialog for recalling Linear System file. 


Saue System File ... 


Draws Standard File dialog for saving Linear System file to disk. 
Disabled unless user has input a real or complex system. 



Figure 2.1 1 LINEAR SYSTEM menu 



Figure 2.12 shows the MATRIX MENU used for matrix operations. The user can add, subtract, 
transpose, multiply matrices by a scalar, enter matrix data, compute matrix determinants, multiply and 
invert matrices, using the Operations item. Matrix files and solutions may be saved and recalled from disk 
files. The matrix files may either be individual matrix files or Session files, that include all matrix files. 
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MATRIX 


Operations ... 


Draws Matrix Operations dialog used for matrix calculations. 
Select this item to enter matrix data, do matrix file manipulation or 
10 Jo matrix operations. 


Load MatriH File ... 


Draws Standard File dialog for recalling Matrix file from disk. 
This dialog allows the user to recall Matrix Session files, or 
individual matrix files from disk files. 


Saue Matrix File ... 


Draws Standard File dialog for saving Matrix file to disk. 
Disabled unless user has input a matrix. This dialog allows the 
user to save Matrix Session files, or individual matrix files to disk 
files. 



Figure 2.12 MATRIX menu 



The POLYNOMIAL MENU show in Figure 2.13 is used for all polynomial operations. The Roots 
item will be disabled until a current polynomial is entered. Polynomial files and solutions may be saved to 
and recalled from disk files. 



Polynomial operations use special solution algorithms that are specifically designed for polynomials. They 
are very fast and accurate. Solution time and accuracy of the polynomial solutions will not be as good if 
polynomials are solved using the FUNCTION MENU items. 



POLYNOMIAL 




Area ... 


Draws Polynomial Area dialog. 


Differentiate ... 


Draws Differentiate Polynomial dialog. 


Binomiaf Diuision ... 


Draws Binomial Division dialog. 


Integrate ... 


Draws Integrate Polynomial dialog. 


Binomial 
Multiplication ... 


Draws Binomial Multiplication dialog. 


Roots ... 


Draws Compute Polynomial Roots dialog. Disabled unless a 
current polynomial has been entered. 


Slope ... 


Draws Polynomial Slope dialog. 


Solue ... 


Dtaws Solve Polynomial dialog. 
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Enter Polynomial ... 


Draws Enter Polynomial dialog. Used to enter current 


Load Polynomial Hie ... 


Draws Standard File dialog for recalling Polynomial file from 
disk. 


Saue Polynomial File ... 





; 2.13 POLYNOMIAL menu 



Figure 2.14 is the REGRESSION MENU. This menu is used to select operations to enter x-y data, 
sort x-y data compute Linear, Log, Power and Exponential regressions on the x-y data and to save or 
recall x-y data files and their regression solutions to and from disk files. 



REGRESSION 


Solue ... 6L 


Draws Regression dialog. 


Enter H-y file ... (3D 


Draws Enter x-y Data dialog. 


Sort H-y File 


Sorts x-y Data, in ascending order on x. 


Load H-y File ... 


Draws Standard Fde dialog for recalling x-y Data file from disk. 


Saue H-y File ... 


Draws Standard File dialog for saving x-y Data file to disk. 
Disabled unless user has input x-y Data. 



Figure 2.14 REGRESSION menu 
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THE SCIENTIFIC CALCULATOR 



This chapter will teach you how to enter numbers into the calculator and how to use the calculator to solve 
problems. We will start by explaining how to move the mouse around the screen and using it to control 
the calculator buttons. 

Selecting and Activating Calculator Buttons 

Start by holding the mouse button down and move the cursor (arrow) around on the screen. As the cursor 
moves around the screen notice the buttons change from their normal color to a black background with 
colored letters. When the cursor is over a button and the mouse key is down the button is "selected". 
This is always indicated by the inverted (black) background. If the mouse button is released on a 
"selected" button, the button is "activated", and the operation controlled by the button is initiated. This 
is exactly the same as pressing a button on your hand calculator, but with GS Numerics you will use the 
mouse and mouse button to select an operation. To see this more clearly enter the number 123 (use the 
number keys on the keyboard or the key pad) and press [return] . If you have just started the calculator, 
you will see the following in the input-reg: 1.230000e+2. This is the number 123 written in scientific 
format, with six digits shown after the decimal point. The calculator always starts with this selection for 
written format. Now move the cursor over I FDC| and key the mouse button. You have selected the fixed 
output format by this action. The number in the input-reg will now be written as 123.000000. Notice that 
the decimal-reg is 6, indicating six numbers are to be shown after the decimal point. Now move the 
mouse to the l~l| button and key the button four times. Each time you key on the 1-1 1 button you 
decrement the decimal -register by one. Watch the number in the input-reg change each time you key 
the 1 11 button. After keying it four times, the calculator display format will be fixed with two digits 
shown after the decimal point, and the input-reg will display 123.00. 

When requesting the user to enter a number into the input-reg, we will use the following convention: 
123.345 (return! 

This will tell you to enter the number 123.345 into the input-reg, using the number pad or number keys 
on the keyboard, and to press return. Return can be initiated in three ways: 1. Pressing the return key, 2, 
Pressing the enter key or 3. keying the mouse with the cursor in the input-reg label area; It is up to to 
decide which method you will use. The three ways of entering the number are equivalent. 

When you are requested to select and activate a button, the instruction will be shown as follows: 
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This would tell you to key up the mouse on the [HX| button on the calculator keyboard. For example, the 
following would tell you to enter the number 123.456 and change the calculator to fixed format mode: 



123.456 [return) [ml 

A Few Simple Problems 

Prior to explaining the calculator registers and RPN entry in detail, let's work some simple problems, so 
you can actually see some problems being worked with the Scientific Calculator. We will start by 
adding two numbers. Before starting the problem, make sure the format mode is fixed and the display is 
set to two places after the decimal point. For the present, don't pay any attention to the numbers in the x- 
reg, y-reg, z-reg, w-reg, or lx-reg. We will explain these later in the chapter. 



12.0 [return) 



13.6 (return) I ADIXy+x)] 

answer: 25.60 displayed in input-reg 

5.6 [return) 

4.15 |7.fuT^ VMUU^ 

answer: 23.24 displayed in input-reg 

14.56 [return) 

28.6 [ return) [SPB^l 

answer: -14.04 displayed in input-reg 



55.0 (return) 

11 [return] I DIV(v/x)| 

answer: 5.00 displayed in input-reg 

See how simple it is to work problems using the Scientific Calculator. 

The Stack Registers fx-reg, y-reg, z-reg and w-reg) 

The stack registers play a very important part in the operation of the Scientific Calculator, and it is 
important for you to understand their operation. The stack, in conjunction with RPN entry, will allow 
you to solve any problem, without ever recording an intermediate operation. We will explain RPN entry 
in the next section. All actions, entering a number or activating a keyboard function, will have one of four 
actions on the stack registers. 
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The three actions are 1. Push Stack, 2. Pull Stack , 3. Operate on x-reg value or 4. No stack action. 
These actions are outlined in Figure 3.1. 



Push Stack 

When a new number is entered into the input-reg, or a constant or memory recall is 
initiated, the stack is "pushed". The z-reg value is placed into the w-reg, the y-reg 
value is placed into the z-reg, the x-reg value is placed into the y-reg, the input-reg 
value is placed into the x-reg. The value that was in the w-reg, prior to the stack push 

is lost. 

Pull Stack 

When a function of two variables is initiated, the stack registers are "pulled". The result 
of the function is placed in the x-reg, the z-reg value is placed in the y-reg, the w-reg 
value is place in the z-reg and the w-reg is unchanged. A function of two variables is 
any function that uses both the value in the x-reg and the value in the y-reg in 

computing it's result. 

Operate on x-reg 

When a function of one variable is executed, the result of the function is placed in the x- 
reg. The other stack registers are not changed. Conversions are functions of one 

variable, and only change the x-reg. 

No stack action 

Output formatting changes or mode changes will not change any of the stack registers. 

Memory storage operations will not change the stack registers. 

Figure 3.1 Stack Operations 

We will now work some simple problems and observe the action of the stack as the problems are solved. 
Before starting, make sure the format is Fixed, with two digits after the decimal point and activate the 
CLRS | button. This is the Clear Stack button and it will clear all of the stack registers and the 
input-reg to zero. 

We will first add two numbers (9.5 +8.5). then we will add two other numbers (3.5 + 5.5) and finally, we 
will divide the result of (9.5 +8.5) by the result of (3.5 +5.5). This simple problem will show you how 
the stack will help you in complicated calculations. Notice how the stack action keeps the operands in the 
proper position for the calculation. 

(9.5 + 8.5) 
(3.5 + 5.5) 
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9.5 
8.5 



[return] x-reg = 9.5000000e+0 (push) 

[ return } x-reg = 8.50OO0O0e+O y-reg = 9.500O000e+O (push) 
|ADIXytx)l This is a function of two variables (the stack will be pulled) 
answer in input-reg = 18.00 and x-reg - 1.8000000e+0. y-reg = 0.0000000e+0 (pull) 
3.5 (return] x-reg = 3.5000000e+0 y-reg = 1.8000000e+0 (push) 

5.5 [return] x-reg = 5.5000000e+0 y-reg = 3.5000O00e+0 z-reg - 1.8000000e+0 (push) 



answer in input-reg=9.00 x-reg = 9.0000000e+0 y-reg=1.8000000e+0 z-reg=0. 



e+0 (pull) 



Notice that the results in the x-reg and y-reg are exactly in position to perform the division operation 
using the |DIV(y/x)| button. To complete the solution, all you have to do is: 



This is a function of two variables (the stack will be pulled) 
answer in input-reg=2.00 x-reg = 2.0000000e+0 
y-reg=0.0000000e+0 z-reg=0.0000000e+0 (pull) 



This simple example shows how the stack registers help you in solving complicated problems. If you 
always work the parts of a problem in the inner-most parenthesis first, and work outward, you will never 
have to write down or save any intermediate results. Also notice that the stack registers always display 
their values in scientific notation with seven digits displayed after the decimal point, and that after a 
calculation, the x-reg will always display the same value that is in the input-reg. 

In the previous problem we only dealt with functions of two variables. As outlined in Figure 3.1 the two 
variable functions always pull the stack when executed. We will now work a problem that includes a 
function of two variables, two constant recalls and two functions of one variable. This problem will show 
you how a constant recall and a function of one variable operate on the stack. Referring to Figure 3. 1 you 
will see that the functions of one variable will not push or pull the stack, and will only change the value of 
the x-reg . The constant recalls will always push the stack. 



To demonstrate the effect on the stack of a single variable function, a two variable function and a constant 
recall, consider the following problem: 



2*Pi + V e 2 -.85 
Log(98) 



Formula 3.1 
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In this example, there are two single value functions; Log(98) and the square root operation Ve 2 -.8S 
and two constant recalls: 2Pi and e (base of the natural logarithms). The addition of 2*Pi + Ve2-.85 
and the subtraction e 2 -.85 are, of course, functions of two variables. We will work the problem, by 
solving the numerator first and by solving the term inside the square root first in the numerator. 



.85 



[return] 
SPBCyx>l x 



this is a constant i 
.3890561e+0 (no action) - function of oj 
;.5000000e-l y-reg = 73890561e+0 




unction of two 



[ADD(y**>| x-ri 



[return] 



J 



answer in input-reg=4.44 x-reg = 4. 




LQCXx)*! x-reg= 1.991 226 le+Oy- 



you to 





■ a number, then press the "+" key , 
the result. This is called the "in-fix" 



In contrast to this, we have performed addition by entering the first 
ADD(y+x)| button. This method is calle< 
y. RPN is better suited for complex mathematical 



RPN) or 
than "in-fix" entry 
ite results or having to 
Ive the problems from 
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It will also make things a little easier if you solve the numerator terms of fractions before solving the 
denominator. RPN is applied to functions of one variable and functions of two variables, as shown in 
Figure 3.2 



ONE VARIABLE FUNCTIONS 

Functions of one variable always operate on the value in the x-reg. The 
value is entered, pushing the stack, then the function is initiated. The 
stack is not pushed or pulled. The result is returned in the x-reg. The 
answer is also written to the input-reg, in the format selected by the 

user. 

TWO VARIABLE FUNCTIONS 
Functions of two variables always operate on the value in the x-reg and 
the value in the y-reg. The values are entered, pushing the stack each 
time, then the function is executed. The stack is pulled when the function 
is executed, with the result returned in the x-reg. The answer is also 

written to the input-reg, in the format selected by the user. 

Figure 3.2 RPN Stack Operation 



While RPN entry may seem a little different when you first use it, you will find it much easier to use after 
you work a few problems and get use to it. When you are comfortable with it you will probably never 
want to go back to a calculator using "in-fix" entry! 

Just so you understand how to work a problem efficiently using RPN, consider the following problem: 



1 - (2.3 * V 3.5-PI) 



iin(23.7)" + (e * cos(43.9)7 + Vtan(45 " 6) Pr ° blem 3 * 3 



3.5 



2.3 



First, solve the numerator, working from the inside to the outside; 

DM | Put calculator into degrees mode. Trigonometric inputs are in degrees 

x-reg=3.5000000e+0 

x-reg=3.1415927e+0 y-reg=3.5OOOOO0e+O (push) 



(return) 



Pi 31 



SOBC^*)| y-reg=3.5840735e-l (pull) 



SQRT(x>*| x-reg=5.9867132e-l (no action - single variable function ) 



[return] x-reg=2.3000(X)0e+0 y-reg=5.9867132e-l (push) 
|MULQr*y)| x-reg=1.3769440e+0 (pull) 

[return] x-reg=1.0000000e+0 y-reg=1.3769440e+0 (push) 
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I XCHG<x-y)| x-reg=1.3769440e+O y-reg=1.0000000e+0 (exchange x-reg and y-reg) 
|SUB(^x)[ x-reg=-3.7694403e-l (pull) 



This completes the solution of the numerator. Now solve the denominator and watch how the numerator 
value stays on the stack and is ready for computation, when you need it 



43.9 (return) x-reg=4.3900000e+l y-reg=-3.7694403e-l (push) 

|COS(x>*l x-reg=7.2055111e-l y-reg=-3.7694403e-l 
|KK*| x-reg=2.7182818e+0 y-reg=7.2055111e-l z-reg=-3.7694403e-l 

(push) 

MULU*y)| x-reg=1.9586610e+0 y-reg=-3.7694403e-l 



23.7 [return] x-reg=2.3700000e+l y-reg=1.9586610e+0 z-reg=-3.7694403e-l 

(push) 

jSIN(x>*| x-reg=4.0194778e-l y-reg=l. 95866 10e+0 z-reg=-3.7694403e-l 
|ADIXyn)| x -reg=2.3606088e+0 y-reg=-3.7694403e-l (pull) 



This completes the solution of the denominator. Now finish computation of the first term: 

x-reg=-1.5968086e-l (pull) 



Now we can compute the second term. 

45.6 (return) x-reg=4.5600000e+l y-reg=-1.5968086e-l (push) 



TAN(x)*| x-reg=1.0211664e+0 y-reg=-1.5968086e-l 



CBRTfrd*] x-reg=1.0070063e+0 y-r«g= 1. 5968086c- 1 



Now we will add the first and second terms, completing the solution: 

[ADIXy«0| x-reg=8.4732540e-l (pull) 
answer in input-reg=0.85 

Again, you can see how simple it is to solve complicated equations using GSNumeries. From this point 
on, we will discontinue indicating stack pulls and pushes, since you now understand the concept. 

Initial Settings 

When you first start the GSNumeries program, the following initializations are set as shown in Figure 
3.3. 
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L 


The input-reg format mode is set to scientific 
format, with six digits shown after the decimal 
point. 


2. 


The trig mode mode is set to "radians". With this 
setting all angles to the trig functions must be input 
in radians and the output of all inverse trig 
functions (i.e. ASIN, ATAN, etc) will be in 
radian measurement 



Figure 3.3 Program Initial Settings 



You may set the format mode to suit your taste. If you are going to work problems using the trig 
functions and are not going to input angles in radian measurement, you should change the trig mode as 
explained later in this chapter. As an alternative, you can use the angle conversion buttons to convert to 
radians prior to initiating a trig calculation. These buttons are also explained later in the chapter. 

The Last Stack Button - Undoing Mistakes 

We aren't perfect beings and will sometimes make a mistake. You might enter a wrong number or activate 
the wrong button. This could cause you a lot of extra work, if you were in the middle of solving a long 
and complex problem. If you did not have some method of undoing the mistake you would have to start 
from the beginning and work the problem over. Not a very happy thought! The program provides the *~S~| 
button to get you out of these predicaments. This button is called the Last Stack button. When you 
perform any operation with GSNumerics, the program saves the stack values in a hidden last stack, 
prior to doing the operation. If you make a mistake, just key on \s] and the stack will be restored to the 
values prior to the mistake. 



Suppose you were ready to compute the final addition in Problem 3.3, where you were adding the first 
and second terms. At that point the registers conditions were: 

x-reg=1.0070063e+0 y-reg=-1.5968086e-l 
Now we will add the first and second terms, completing the solution: 

|DIVfarfr)l x-reg=-1.5856987e-l (pull) OOPS!! We hit the wrong button!! 
answer in input-reg=-0.16 
We can easily correct the mistake by: 

[s] x-reg=1.0O70O63e+0 y-reg=-1.5968G86e-l (recall Last Stack) 

x-reg=8.4732540e-l (pull) 

answer in input-reg=0.85 (This is the correct answer) 
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You may recall the Last Stack at any time to undo mistakes in number inputs or mistakes caused by 
hitting the wrong button. The Last Stack is always saved for you, automatically, when you initiate any 
action in the Scientific Calculator. There two [s] buttons on the calculator screen. The Last Stack 
is the [§] button above the stack and to the left of the stack label "STACK". The other [|] button is 
used in memory operations and will be explained in a later chapter. 

Stack Control Buttons 

In addition to the [s] button there are seven other buttons to control stack variables. These buttons and 
their operations are; 

This button rolls the stack up, with the x-reg value placed in the y-reg, the y-reg value 
placed in the z-reg, the z-reg value placed in the w-reg and the w-reg value is put into 
the x-reg. 

This button rolls the stack down, with the x-reg value placed in the w-reg, the w-reg 
value placed in the z-reg, the z-reg value placed in the y-reg and the y-reg value placed 
in the x-reg. 

This button pushes the x-reg value into the x-reg and pushes the stack, with the x-reg 
value placed in the y-reg, the y-reg value placed in the z-reg, and the z-reg value is 
placed in the w-reg. The w-reg value is lost. 

This button pushes the y-reg value into the x-reg and pushes the stack, with the x-reg 
value being placed in the y-reg, the y-reg value placed in the z-reg and the z-reg value 
is placed in the w-reg. The w-reg value is lost. 

This button pushes the z-reg value into the x-reg and pushes the stack, with the x-reg 
value being placed in the y-reg, the y-reg value placed in the z-reg and the z-reg value 
is placed in the w-reg. The w-reg value is lost. 

This button pushes the w-reg value into the x-reg and pushes the stack, with the x-reg 
value being placed in the y-reg, the y-reg value placed in the z-reg and the z-reg value 
is placed in the w-reg. The w-reg value is lost. 

This is the Last x button. When an operation is performed by the calculator, the current 
value of the x-reg is saved in the Last x register prior to the operation being done. The 
user may push the Last x to the x-reg with this button. 

Calculator Mode Buttons 

There are ten mode buttons on the calculator screen. Three of the mode buttons control the type of input 
and output from the trig functions, three control different operating modes of the calculator and one 
changes the conversion section to a chart of the Atomic Elements. 
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M 



The use of I CALL 1 FCKl and |PAD| will be explained later in the chapter. These buttons are used to put 
the calculator into one of its three operating modes, Scientific Calculator, Function Entry 
Calculator or the Ten Key Calculator. The program will always start with the calculator being in the 
Scientific Calculator mode. 



The three angle input buttons control the way in which the calculator interprets number inputs to the trig 
functions. This is called the Scientific Calculator trig mode. It is very important that you have the 
trig mode set to the units that you will be entering you trig function angles in. If you don't enter angles, 
in the same units as the trig mode setting, the answers returned by the trigonometry and inverse 
trigonometry functions will be wrong!! The Scientific Calculator and all other programs computations, 
using the trigonometric functions, assume the angles are in the trig mode form selected on the 
Scientific Calculator. When the program first starts, the trig mode will always be set to the radians 
mode. 



The last mode button will toggle the Converstion- Elements section.back and forth between the 
Conversion mode and the Elements mode. This is fully explained, later in this chapter. 



|dm| 


When degree mode is selected, all input to the 
trig functions must be input in degrees. The 
output of the inverse trig functions will be 
expressed in degrees. 


|RM| 


When radian mode is selected, all input to the 
trig functions must be input in radians. The 
output of the inverse trig functions will be 
expressed in radians. 


[GM| 


When grad mode is selected, all input to the trig 
functions must be input in grads. The output of 
the inverse trig functions will be expressed in 
grads. 



Figure 3.4 Trig mode settings 



It is very important for the user to have the trig mode properly set. If you have the trig mode set to 
radians and input angles to the calculator in degrees, the results of any trig calculations will not be correct. 
As as example, consider the following problems, with the angles being input in degree form. 
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DM I 

30 [return] 



Set calculator to degree mode. 

x-reg=3.0000000e+l (want to solve for the sine of 30 degrees) 
x-reg=5.0000000e-l (This is the correct answer) 



HM| Set calculator to radian mode. 

30 [return] x-reg=3.0000000e+l (want to solve for the sine of 30 degrees) 

|SJN(x)*| x-reg=-9.8803162e-l (This is an incorrect answer) 

In the second case the calculator actually solved for the sine of 30 radians, not the sine of 30 degrees, as 
was expected. As another example, suppose you wanted to find the angle, in radians, whose cosine is 
equal to 0.5. This computation involves the use of the arc cosine (sometimes referred to as the inverse 
cosine or cosine' 1 ). 



,5 



I RM | Set calculator to radian mode. 

[return] x-reg=5.0000000e- 1 (want to solve for the arc cosine of 0.5 radians) 
|ACOS<x)*| x-reg= 1.047 1 976e+0 (This is the correct answer in radians) 



.5 



[return] 



Set calculator to degree mode. 

x-reg=5.0000000e-l (want to solve for the arc cosine 0.5 radians) 
x-reg=6.0000000e+l (This is an incorrect answer) 



In the second problem the calculator actually returned the degree angle whose cosine is equal to 0.5, not 
the radian angle whose cosine is equal to 0.5 In most cases, problems will be expressed in a definite 
angular form and the user will know which form to set the calculator angle mode. If you encounter 
problems, that have mixed angles (i.e. some expressed in degrees and others expressed in grads or 
radians), the calculator provides angle conversion functions to convert these to the desired mode before 
initiating a trig calculation. This gives the user complete freedom to mix different angular measurement 
forms in the same problem. 

You must be aware of the form of angles and what form the inverse trig functions will return results. This 
will become very natural and easy as you gain more experience with using GSNumerics. 

Angle Conversion Functions 

Angular measurement for the trig functions can be input in three forms. The forms and their relationships 
are shown in Figure 3,5 
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1 degree - 360 radians - 360 grads 


radians 


1 ... 360.0 400.0 

1 radian - 2pi degrees - 2 pj grads 


grads 


, 360.0 - 2Pi 

1 S rad " 400.0 de S rees " 400.0 radians 



Figure 3.5 Angle Conversion Relationships 



It is sometimes necessary to convert back and forth between the three forms of angular measurement, and 
the calculator provides six functions to make these conversions for the user, quickly and accurately. These 
functions are functions of one variable, and merely make the conversion on the x-reg, without doing a 
stack push or pull. The six angle conversion functions and their operation is explained in Figure 3.6. 



DR*| 


Converts the value in the x-reg from degrees to 
radians. 


DG*| 


Converts the value in the x-reg from degrees to 
grads. 


GD*| 


Converts the value in the x-reg from grads to 
degrees. 


|GR*| 


Converts the value in the x-reg from grads to 
radians. 


1^1 


Converts the value in the x-reg from radians to 
degrees. 


RG*j 


Converts the value in the x-reg from radians to 
grads. 



Figure 3.6 Angle Conversion Buttons 



To demonstrate the use of these functions, we will input 30.0 degrees into the x-reg and then convert it to 
radians, then to grads and finally back to degrees. This will let you see how the angle conversion 
functions work. Notice the stack is not affected by the conversion, and that these functions are functions 
of one variable, only affecting the x-reg value. 

30 (return] x-reg=3.0000000e+l 

DG*I x-reg=3. 33333 33e+l (30.0 degrees is equal to 33.333 grads) 

I x-reg=5.2359878e-l (33.333 grads is equal to 0.5236 radians) 



BP*1 x-reg=3.0000000e+l (0.5236 radians is equal to. 30.0 degrees) 
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You can see that it is very simple to convert between degrees, grads and radians with the scientific 
calculator. 



Clearing The Stack Registers 

When starting a new problem, the user may want to reset the stack registers and the input-reg to 0.0. 
This is called clearing the registers. There are two buttons that will clear the stack registers and input- 
reg. The ICLRS] button (clear stack) will only clear the stack registers and input-reg, while the |CLRA| 
button (clear all) will clear the stack registers, input-reg, all memory storage and the complex storage 
registers. The memory storage and complex storage registers will be explained in later chapters, so you 
should use the |CLRS| to clear the stack registers and input-reg for the time being. 



Using The General Functions 

This section will review the functions in the general functions group of the Calculator Function section. 
We will explain each function and give some examples of its' use. 



1.5 

-2.3 

42.2 



ckhxx>*| 



The Ceiling of x function is a single variable function, effecting the x-reg 
only. This function returns the integer, greater than or equal to the x-reg 
value, with the sign of the x-reg value. 



Ireturnl |CHLC»>*| x-reg=2.0000000e+0 
[returnlfCKlUx^l x-reg=-3.0000000e+0 
fr*turn) R31L(z)*l x-reg=4.3000000e+l 



The Random function returns a random number whose value is between 
0.0 and 1.0 to the x-reg. This function acts the same as a constant, and 
pushes the stack. 



x-reg=6.2001508e-l 
x-reg=5.9340109e-l 



MT(x)*l 



The Integer x function is a single variable function, effecting the x-reg 
only. This function returns the integer part of the x-reg value. 



1.5 
-2.3 



(return] 


IHTU>*] 


[return] 





x-reg=-2.0000000e+0 
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FRACXx>*| 



The Fractional x function is a single variable function, effecting the x-reg 
only. This function returns the fractional part of the x-reg value, 



1.5 

-2.3 

42.2 



( return) PFRAC(x>* | 
[return] [FRACCk>* I 
(return) |FRAC(x)*| 



x-reg=5.0000000e-l 

x-reg=-3.0000000e-l 

x-reg=2.0000000e-l 



ABS&0*| 



The Absolute value of x function is a single variable function, effecting 
the x-reg only. This function returns the absolute value of the x-reg 



1.5 

-2.3 



[ return! r&Iga>*l x-reg=l. 5000000 e+0 
[return] |ABS(i)*| x-reg=2.3000000e+0 




The Factorial of x function is a single variable function, effecting the 
x-reg only. This function returns the Factorial of the value in the x-reg, 
If the x-reg value is not an integer with its fractional part equal to 0.0 the 
Factorial function will return NAN(062), since factorial is only defined 
for integer values of x. If the x-reg value is negative, the function will 
return NAN(06l), since factorial is not defined for negative values of x. 
The largest factorial that can be computed is for x = 1754. For x values 
an 1754, the function will return INF. 



8 

32 



[return] 


FACT&t)*] 


[return] 





x-reg=4.0320000e+4 
x-reg=2.6313084e+35 



The Decimal to Hours-Minutes -Seconds function is a function of one 
variable and converts the x-reg value from time or angles, expressed as a 
decimal to the hours-minutes- seconds format (hh.mmss). Expressed in 
hh.mmss format, the value 12.232155 would be interpreted as 12 hours, 
23 minutes, 21.55 seconds. Returns NAN (061) for arguments whose 
absolute value is 



1 . 5 [return] |DHMS*| x-reg=l .3000000e+0 (one hour and thirty minutes) 

12.345 [return] |DHMS*| x-reg=1.2204200e+l (twelve hours, 20 minutes, 42 seconds) 
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The Hours-Minutes- Seconds to Decimal function is a function of one 
variable and converts the x-reg value from time or angles, in the hours- 
minutes- seconds format (hh.mmss) to a value expressed as a decimal 
number. Returns NAN(061) for arguments whose absolute value is 
greater that le+12. 



1.22042 (return] I HMSD*1 x-reg=1.3678333e+0 
5.4030 (return] r 



x-reg=5.6750000e+0 



HADDWl 



The Add Hours-Minutes- Seconds function is a function of two variables. 
This function computes the sum of the time or angle values of the x-reg 
and y-reg. The x-reg values and y-reg values must be expressed in 
hh.mmss format, and the result is expressed in hh.mmss format. 
Returns NAN(061) for arguments whose absolute value is greater that 
le+12. 



Compute the sum of two hours, 33 minutes and 44 seconds and seven hours, 12 minutes and 16 seconds. 
2.3344 [return] 

7.1216 [ return) [H&DD(+>* | x-reg=9.4600000e+0 (nine hours, 46 minutes) 




The Subtract Hours-Minutes-Seconds function is a function of two 
variables that computes the difference in the time or angle values of the 
x-reg and y-reg. The x-reg values, y-reg values and result are 
expressed in hh.mmss format. Returns NAN(061) for arguments 
whose absolute value is greater that le+12. 



Subtract seven hours, twelve minutes and 14 seconds from nine hours and 46 minutes. 
9.4600 [return) 

7.1214 [return) I H50B(->*| x-reg=2.3346000e+0 



Using The Log and Exponential Functions 

We will now review the functions in the Log and Exponential group of the < 
These functions deal with the problem of raising numbers to powers, and taking the logarithms and 
inverse logarithms of numbers 
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of the x-reg value to the base of 

e numbers are not defined in 
return NAN(036) for any x-reg or y- 
value equal to zero. 



II 



of 34.5 to the base 11. 
[retur n] 



L.4766947e+0 



[ return] 




reg. You may use this 
various powers and to 



to the power of the value in the x- 
to find roots of numbers, raise them to 



[return] 
[return] 



.1428852e+5 



31 



Find V1.1428852e+5 (This is equal to (1.1428852e+5)i'3*) 
1.1428852e+5 [ return] 

31 [ return] 1/* | x-reg=3.2258065e-2 (take the reciprocal of x-reg) 

x-reg=1.4560000e+0 (just what we expected) 



Find the number that has a logarithm of 7.0 in the base 2. (what number is 2 raised to the 7th power) 
2 [return] 



[return] 


yEXPOO | x-ree=1.2800000e+2 faeain. what we exDected) 




SQRGt)* 1 


This function squares (raises x-reg to the second power) the x-reg 
value. This is a function of one variable, operating on the x-reg only. 


return*] 
[return] 


■ 


x-reg=4.2250000e+l 
x-reg=4.9000000e+l 
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|SQRTCx>*| 



This function takes the square root of the x-reg value. It is a function of 
one variable, operating on the x-reg only. This function will return 
NAN(037) for negative x-reg values. 



36 
-9 



I return) |SQRTQO*| x-reg=6.000000e+l 
[return) |SQRT<*>*| x-reg=NAN(037) 



This function cubes (raises to the third power) the x-reg value. It is a 
function of a single variable. 



3 

12.45 



[return) [CDrafa^l x-reg=2.7000000e+l 
[ return) [COBBQO*! x-reg=1.9297811e+3 



ICBRIXxTI 



This function takes the cube root of the x-reg value. It is a function of a 
single variable. The function will return NAN (037) for negative x-reg 
arguments. 



1000 
64 



[return) ICBRIXxTI x-reg=l .0000000e+l 
(return) ICBRTQ-TI x-reg=4.0000000e+0 



This function returns the natural logarithm of the x-reg value. It is a 
function of a single variable. The function will return NAN (03 6) for 



negative x-reg arguments 



•INF for x-reg value equal to 0.0. 



23.4 
-5.5 



[return) [LNte>*l 
I return! |LN(x)*l 



x-reg=3.1527360e+0 
x-reg=NAN(036) 



EEXP<x)*| 



This function returns e (base of the natural logarithms) raised to the power 
of the x-reg value. This is the inverse of the natural logarithm function. 
It is a single variable function. 



Find the number whose natural logarithm is equal to 4.55 
4.55 [return) [EEXT(_)*| x-reg=9.4632408e+l 
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LN5Cx>*| 



This function returns the natural logarithm of the x-reg value. It is a 
function of a single variable. It should be used for very small values of x, 
since it will return a more accurate value for small x than |LN(x)*| . The 
function will return NAN(036) for negative arguments and -INF for x- 
reg values equal to 0.0. 



Find the natural logarithm of 2.32e-5 

2.32e-5 (return) lUISfrj*! x-reg=2.3199731e-5 



EKKPSQQ*] 



This function returns e (base of the natural logarithms) raised to the power 
of the x-reg value. It should be used for small values of x. This is the 
inverse of the natural logarithm function for small values of x. It is a 
single variable function. 



Find the number whose natural logarithm is equal to 1.2543e-4 
1.25e-4 [ return) I EKKPSCe>*I x-reg= 1 .25007 8 1 e-4 



|LOG<x)*| 



This function returns the base 10 logarithm of the x-reg value. It is a 
function of a single variable. The function will return NAN (036) for 
negative x-reg arguments and -INF for x-reg value equal to 0.0. 



Find the base 10 logarithm of 98.5 

98.5 (return] jLOCXx)*! x-reg=1.9934362e+0 



ALOG<x)*| 



This function returns 10 raised to the power of the x-reg value. This is 
the inverse of the base 10 Log function. It is a function of a single 
variable. 



Find the number whose base 10 logarithm is equal to .9345 



[return] 



x-reg=8.6000307e+0 



LTWOCxH 



This function returns the base 2 logarithm of the x-reg value. It is a 
function of a single variable. The function will return NAN(036) for 
negative x-reg arguments and -INF for x-reg value equal to 0.0. 
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Find the base 2 logarithm of 4096 

4096 k*t U rn)|LTWOfa>*U -reg=1.2QQQQQQe+l 



ALTWCKx)* 



This function returns 2 raised to the power of the x-reg value. This is the 
inverse of the base 2 Log function. It is a function of a single variable. 



Find the number whose base 2 logarithm is equal to 16 

16 freturnl jALTWOfaO*! x-reg=6.5536000e+4 



Using The Trigonometry Functions 

In this section we will review the trigonometry functions located in the Calculator Functions Section on the 
screen. These functions contain the functions used for trig calculations and the inverse trig functions. Put 



the Scientific Calculator in degrees mode by keying on I DM 




The sine function returns the sine of the x-reg value. It is a single 

variable function and interprets the input argument according to the angle 

mode setting on the calculator. 

-INF < x-reg< +INF (input argument domain) 

-1 < sin(x) < +1 (result range) 



Find the sine of 32.5° 

32.5 [return! ISMO^l x-reg=5.3729961e-l 



The cosine function returns the cosine of the x-reg value. It is a single 
variable function and interprets the input argument according to the angle 
mode setting on the calculator. 

- INF < x-reg < +INF (input argument domain) 
-1 < cos(x) < +1 (result range) 



Find the cosine of 48.0° 
48 (return] 



x-reg=6.6913061e-l 
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1 


The tangent function returns the tangent of the x-reg value. It is a single 

variable function and interprets the input argument according to the angle 

mode setting on the calculator. 

-INF < x-reg < +INF (input argument domain) 

-INF < tan(x) < +INF (result range) 


Find the tangent of 45° 

45 (return] TAN<x>*| x-ree=1.0000000e+0 




ASTNOO*! 


The arc sine function returns the inverse sine of the x-reg value. It is a 
single variable function. Illegal arguments return NAN{034). 
-1 < x-reg < +1 (input argument domain) 
-90° < asin(x) < +90° (result range) 


Find the angle whose sine is equal to .743 

.743 [return] ASINC*>*| x-ree=4.7987600e+l 






The arc cosine function returns the inverse cosine of the x-reg value. It is 
a single variable function. Illegal arguments return NAN(034). 
-1 < x-reg < +1 (input argument domain) 
-90° < acos(x) < +90° (result range) 



Find the angle whose cosine is equal to .50 

.5 (return] lACOSQO*! x-reg=6.0000000e+l 



ATAN(x)*| 



The arc tangent function returns the inverse tangent of the x-reg value. It 
is a single variable function. 

-INF < x-reg < +INF (input argument domain) 
-90° < atan(x) < +90° (result range) 



Find the angle whose tangent is equal to 32.34 

32.24 [ return) IaTANOO* | x-ree=8 . 8223405e+ 1 
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The cosecant function returns the cosecant of the x-reg value. It is a 

-INF < x-reg < +INF (input argument domain) 
-INF < csc(x) < -1 and +1 < csc(x) < +INF (result range) 



Find the cosecant of 45° 

45 [return] [CSCQO*! x-reg=1.4142136e+0 




The secant function returns the secant of the x-reg value. It is a single 
variable function. 

-INF < x-reg < +INF (input argument domain) 

-INF < csc(x) < -1 and +1 < csc(x) < +INF (result range) 



Find the secant of 60° 

60 [ return) [SBCQQ*! x-reg=2.000000e+0 




The cotangent function returns the cotangent of the x-reg value. It is a 
single variable function. 

-INF < x-reg < +INF (input argument domain) 

-INF < cot(x) < +INF (result range) 



Find the cotangent of 20° 
20 [return] 



x-reg=2.7474774e+0 




The arc cosecant function returns the inverse cosecant of the x-reg. 
a single variable function.Illegal arguments return NAN(034). 
-INF < x-reg < -I and +1 < x-reg < +INF(input domain) 
0° < acsc(x) < +90° for x > 1 (result range) 
0° < acsc(x) < -90° for x < 1 (result range) 



It is 



Find the angle whose cosecant is 2.987 
2.987 | return] [~ 



x-reg=1.9559408e+l 
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ASBCXx)*| 



The arc secant function returns the inverse secant of the x-reg. It is a 

single variable function. Illegal arguments return NAN(034). 

-INF < x-reg < -1 and +1 < x-reg < +INF (input domain) 

0° < acsc(x) < +90° for x > 1 (result range) 

-180° < acsc(x) < -90° for x < I (result range) 



Find the angle whose secant is 2.145 
2.145 [return) [ASBCQ0*! 



x-reg=6.2212058e+l 




The arc cotangent returns the inverse cotangent of the x-reg. It is a 

single variable function. Illegal arguments return NAN(034). 

-INF < x-reg < +INF (input argument domain) 

-90° < acsc(x) < +90° (result range) 



Find the angle whose cotangent is 4.56 
4 56 j return! [ACOT(x>*l 



x-reg=1.2369062e+l 



SPJH(x>*| 



The hyperbolic sine function returns the hyperbolic sine of the x-reg 

value. It is a single value function. 

-INF < x-reg < +INF (input argument domain) 

-INF < sinh(x) < +INF (result range) 



Find the hyperbolic sine of 121.34°. 

121.34 IretumllSMHW*! x-reg=4.0961928e+0 



COSH(»)*| 



The hyperbolic cosine function returns the hyperbolic cosine of the x-reg 

value. It is a single value function. 

-INF < x-reg < +INF (input argument domain) 

1 < cosh(x) < +INF (result range) 



Find the hyperbolic sine of 10.0°. 
10 [return) 



x-reg=1.0152696e+0 
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TAHH(x)*| 



The hyperbolic tangent function returns the hyperbolic tangent of the x- 

reg value. It is a single value function. 

-INF < x-reg < +INF (input argument domain) 

■ 1 < tanh(x) < +1 (result range) 



Find the hyperbolic tangent of 91.0°. 
91 [return) fTAHHQ^l 



x-reg=9.1988052e-l 



The arc hyperbohc sine function returns the inverse hyperbolic sine of the 

x-reg value. It is a single value function. 

-INF < x-reg < +INF (input argument domain) 

-INF < asinh(x) < +INF (result range) 



Find the angle whose hyperbolic sine is 156.98 

156.98 | return! I A3NH(x)*| x-reg=3.2940923e+2 



ACOSH00* 



The arc hyperbolic cosine function returns the inverse hyperbolic cosine of 
the x-reg value. It is a single value function. Illegal arguments return 
NAN(036). 

1 < x-reg < +INF (input argument domain) 

•INF < acosh(x) < +INF (result range) 



Find the angle whose hyperbolic cosine is 2.476 

2.476 (T^r^ir&C^Kx^l x-reg=8.9167383e+l 




The arc hyperbolic tangent function returns the inverse hyperbolic tangent 
of the x-reg value. It is a single value function. Illegal arguments return 
NAN(036). 

-I < x-reg < +1 (input argument domain) 

-INF < atanh(x) < +INF (result range) 



Find the angle whose hyperbolic tangent is .539 

.539 [return] |ATANH<x>* | x-reg=3.4534747e+l 
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Using The Conversion Section 

The conversion buttons allow the user to convert the x-reg value between different systems of 
measurement very quickly. The Conversion section is shown in Figure 3.7 
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Figure 3.7 Conversion Screen 

This section is divided into six sub-sections, each sub- section containing like units of measurement. 
Conversions are done very easily with GS Numerics. The procedure is to activate the conversion 
"from" button and then activate the "to" button. When you activate a button in a sub- section all of the 
buttons on the screen are made inactive, except for the buttons in the sub-section containing the activated 
button. The activated button will be drawn with a white background, showing that it is activated. After 
activating the "from" button, you then simply activate the "to" button and the conversion will be made on 
the value in the x-reg. At this point the other screen buttons will be reactivated. 

If you make a mistake while doing a conversion, there are two ways to correct it, depending on whether 
you have completed the conversion or have only activated the "from" button. If you have completed the 
conversion, and find that it was wrong, you can reverse the conversion with the Last Stack |_Sj button. If 



you have only started the conversion and have only activated the "from" button, a second click in the 
"from" button will cancel the conversion. Conversions are a function of one variable and do not have any 
effect on the stack, except to convert the x-reg value. 



Convert one square mile to square feet 
1 



i return] ImTug] | fc**2 1 x-reg=2.7878400e+7 (27,878,400 square feet) 



On a very cold day the thermometer indicates -23.4° Celsius. What is the Fahrenheit temperature? 
-23.4 |return][cdn |Fahr| x-reg=-1.0120000e+l (-10.12° Fahrenheit) 
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A gas engine generates 346 horsepower. How many electrical watts does it generate? 
346 [ return) [hrtm>l [irett] x-reg=2.5801217e+5 (258,012.17 electric watts) 



Compute the cubic inches of dirt in a square mile of dirt that is 1.5 feet thick? 

1 (return) mileg| inch2l x-reg=4.0 144896e+9 (square inches in a mile) 



1.5 



x-reg=1.8000000e+l (18 inches deep) 
x-reg=7.2260813e+10 (That's a lot of dirt) 



The abbreviations used in the Conversions Section are: 



A 


Angstrom 


a mu 


Atomic Mass Unit 


A.U. 


Astronomical Unit 


BTU/h 


BTU/hour 


cal/s 


calories/second 


Cel 


Celsius 


cm2 


square centimeters 


cm 3 


cubic centimeters 


Fahr 


Fahrenheit 


feet2 


square feet 


f-p/h 


foot pounds/hour 


gal 


gallon 


feet3 


cubic feet 


hp(e) 


electric horsepower 


hp(m) 


mechanical horsepower 


inch2 


square inch 


inch3 


cubic inch 


Kel 


Kelvin 


kgram 


kilogram 


km 


kilometers 


lyear 


light year 


m2 


square meter 


m3 


cubic meter 


mile2 


square mile 


parse 


parsec 







As you can see, it is very easy to make unit conversions with GSNumerics . We will move to the 
Elements screen. You may do this by activating the IKT.KMKNTS) button. 



Using The Elements Section 

The elements screen is used to bring the Atomic Weight or Atomic Number of one of the 107 natural 
elements to the x-reg, to be used in calculations. The Atomic Weight is in atomic mass units (amu). The 
Element screen is shown in Figure 3.8. 
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Figure 3.8 Elements Screen 
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To recall an Atomic Weight, you simply activate the button representing the chemical element of interest. 
If you double-click the button, the Atomic Number will be pushed to the x-reg. These buttons are 
constants and will push the stack when activated. If you make a mistake, simple use the ^ to undo the 
error. 

What is the weight of 1 atom of Cesium? Give the answer in atomic mass units. 

|Cs | x-reg=1.3290500e+2 (amu weight of Cesium) 

What is the Atomic Number of Cesium? 

|Cs |[2] x -reg= 5.5000000e+l (Atomic Weight of Cesium = 55). [csj2] 
tells you to double-click on the button. Remember, to get the atomic 
number you must double-click the element button. 

Memory Operations 

The ability to store the results of calculations and recall them for later use is very important to the user. 
GSNumerics has twenty- six memory locations for storing and recalling numbers. The buttons used in 
memory operations are shown in Figure 3.9. 
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Figure 3.9 Memory Operation Buttons 
The calculator memory operations extend beyond simple storage and recall of numbers. The user can store 
a number to an "A" to "Z" memory location from the x-reg, y-reg, z-reg or w-reg. A number stored 
in a memory location from "A" to "Z", can be recalled to the x-reg, y-reg, z-reg or w-reg. In addition 
to these simple storage/recall operations, the storage or recall can involve storage/recall math using the 
"+", "*" or "/" operations. 

A value stored in memory can be recalled from memory and in the same operation be added to, subtracted 
from, multiplied by or divided into a value in the x-reg, y-reg, z-reg or w-reg and the result placed in 
the x-reg, y-reg, z-reg or w-reg. The same operations can be applied to memory locations when 
storing a number from the x-reg, y-reg, z-reg or w-reg to a specific memory location. 
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The buttons designating the memory locations "A" to "Z" are the buttons fA~l .- One of the buttons is 
always colored with a white background. This is the active memory storage location. It is the memory 
location that the next recall value will be taken from or the next stored value will be stored in, unless the 
user directs storage in another location as will be explained later in this chapter. The active memory 
location is always set to [a] when the program is first started. When a memory operation is performed on 
a specific memory location, the active memory storage is automatically incremented to the next location. 
When it increments to [][] , it automatically resets to |a"1 



Two buttons will clear the "A" to "Z" memory locations. They are the CLRMl and |CLRA| buttons. 
These buttons set the memory locations to 0.0. The |CLRM| button clears only the "A" to "Z" memory 
locations, while the I CLRAl clears all storage and registers in the calculator. Both will reset the active 
memory location to [a]. When you wish to clear only the "A" to "Z" memory locations, use the | 
and you will not reset the stack registers and complex storage locations. 



In this section we will demonstrate how to store numbers from the x-reg, y-reg, z-reg or w-reg to 
the" A" to "Z" memory locations and recall numbers from the "A" to "Z" memory locations to the x-reg, 
y-reg, z-reg or w-reg. Prior to starting this demonstration, reset all locations with the | CLRA| button, 
and input the following: 

4 [return] x-reg=4.0000000e+0 

3 (return] x-reg=3.0000000e+0 y-reg=4.0000000e+0 
2 (return] x-reg=2.0000000e+0 y-reg=3.0000000e+0 z-reg=4.0000000e+0 
1 [return] x-reg=1.0000000e+0 y-reg=2.0000000e+0 z-reg=3.0000000e+0 
w-reg=4.0000000e+0 

We will now store the x-reg value in ^ , the y-reg value in [b] , the z-reg value in [c] and the w-reg 

■ 1 

value in [_DJ , 

This causes the x-reg value to be stored in the active memory location [a] and the 
active memory location to be increment to the next location which is 1 B| . Note that 

now has a white background, indicating it is the active storage location. 
This causes the y-reg value to be stored in the active memory location, which is 
[b1 , andincrements the active memory location to [c] . Notice that [c] now has a 
white background \¥] is the blue button immediately to the left of the y-reg. 





STOM| 
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stom| |T|[T1 



This causes the y-reg value to be stored in the active memory location, which is 
[cT and increments the active memory location to [d] . Notice that [d] now has a 
white background. [*] is the blue button immediately to the left of the z-reg. 
This causes the y-reg value to be stored in the active memory location, which is 
[D~l, and increments the active memory location to (J[] . Notice that 3 now has a 
white background. 3 is the blue button immediately to the left of the w-reg. 



In reviewing the basic memory storage operations, notice that two clicks on the |STOM| button will 
always store the x-reg value into the active memory location and increment the active memory location. 
To store either the y-reg, z-reg or w-reg values into the active memory location, you must click 
and then click the register button twice. The register buttons are the blue buttons immediately to 



the left of the registers. 

If you wish to cancel the memory operation, before completing it, just click the mouse anywhere on the 
screen outside of any of the memory buttons shown in Figure 4.1. We now have the following numbers 
stored in the 3 through [d] memory locations: 

£]=1.0 
3 = 2.0 
3 = 2.0 
[D]=4.0 

We will now recall the stored numbers to the stack. Reset the active memory location to 3 an ^ stack 
registers by keying once on the 3 and I CLRS | button, You may set the active memory location to 
any of the "A" to "Z" locations, at any time by keying the memory location. 



ESSES ESSES 



ESSS3ESSQ 



RCLM| 



x- reg= 1 . 0000000e+0 y-reg=0.0000000e+0 
z-reg=0.0000000e+0 w-reg-0.0000000e+0 

This operation recalled the active memory value and pushed it to the x-reg.It also 
incremented the active memory location to 3 . 
x-reg=2.0000000e+0 y-reg= 1 .0000000e+0 
z-reg=0.0000000e+0 w-reg=0.0000000e+0 

This operation recalled the active memory value and pushed it to the x-reg. It also 
incremented the active memory location to [cl . 
x-reg=3.0000000e+0 y-reg=2.0000000e+0 
z-reg=l .0000000e+0 w-reg=0.0000000e+0 
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This operation recalled the active memory value and pushed it to the x-reg. It also 
incremented the active memory location to [d] . 
x-reg=4.0000000e+0 y-reg=3.0000000e+0 
z-reg=2.0000000e+0 w-reg=1.0000000e+0 

This operation recalled the active memory value and pushed it to the x-reg. It also 
incremented the active memory location to UQ 



In review, clicking twice on IRCLMj will recall the value stored in the active memory location to the x- 
reg, will push the stack and will advance the active memory location. 

Now we will show how to bring the value in the active memory location into the y-reg, z-reg or w-reg. 
Set the active memory location to "A" by clicking once on [X|. 



03 



rclmHw1,'w1 



x-reg=4.0000000e+0 y-reg=1.0000000e+0 
z-reg=3.0000000e+0 w-reg=2.0000000e+0 

This operation recalled the value in the active memory location into the y-reg, and 
pushed the y-reg value to the z-reg and the z-reg value into the w-reg. The 
x-reg was not effected. The active memory was incremented to "B". 
x-reg=4.0000000e+0 y-reg=1.0000000e+0 
z-reg=2.0000000e+0 w-reg=3.0000000e+0 

This operation recalled the value in the active memory location into the z-reg, and 
pushed the z-reg value to the w-reg. The active memory was incremented to "C". 
x-reg=4.0000000e+0 y-reg- 1.0000000e+0 
z-reg=2.0000000e+0 w-reg=3.0000000e+0 

The last operation recalled the value in the active memory location into the z-reg, 
and pushed the z-reg to the w-reg. The active memory was incremented to "D". 



You would not have much flexibility in memory storage/recall operations if you were always constrained 
to recalling the active memory location. You can store recall any memory location to any stack register or 
store any stack register to any memory location, at anytime, as demonstrated in the following: 



This operation causes the value stored in the x-reg to be stored in memory 
location "D", and the active memory location to be set to "E". A |STOM| 
followed by a memory location button will always cause the x-reg to be 
saved in the specified memory location and the active memory location to be 
set to the next location. 
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m 



as 



This operation causes the value stored in the z-reg to be stored in memory 
location "K", and the active memory location to be set to "L". A |STOM| 
followed by a stack register button and then a memory location button will 
always cause the stack location referenced by the stack register button to be 
saved in the specified memory location and the active memory location to be 
set to the next location. 

This operation causes the value stored in the "K" memory location to be 
recalled to the x-reg, pushing the stack. The active memory location is set 



to"L". A 



followed by a memory location button will recall the 



value in the referenced memory location to the x-reg, pushing the stack in 
he process. 

This sequence causes the value stored in the "L" memory location to be 
recalled to the y-reg, pushing the y-reg, and z-reg values. The active 
memory location is set to "M". A |RCLM| button, followed by a stack 
register button and a memory location button, will cause the value in the 
specified memory location to be recalled to the specified stack register, 
pushing the specified register value and all the registers above. 



This completes the basic stack and memory location storage and recall functions. Remember, you can 
cancel an operation before it is completed by keying of the memory buttons shown in Figure 4. 1 . You 
may set the active memory location by keying on the desired memory location button. 



Using Memory Math 

Suppose you were doing a calculation and wanted to add it to the value in memory location "A" and save 
the total. Memory math will let you do this very quickly and easily. We will first look at the memory save 
operations available. Prior to starting these examples, reset all locations with the |CLRA[ button, and 
input the following: 



4 [return] x-reg=4.0000000e+0 

3 I return! x-reg=3.0000000e+0 y-reg=4.0000000e+0 

2 [return] x-reg=2,0000000e-K) y-reg=3.0000000e+0 z-reg=4.0000000e+0 

1 [return] x-reg=1.0000000e+0 y-reg=2,0000000e+0 z-reg=3.0000000e+0 wreg=4.0000000e+0 

ISTOMl IT] r+1 This adds the x-reg value to the value in the active memory location "A". Memory 

location "A" now contains 1.0000. The active memory location is incremented to 
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ISTOMl |~*n [y] [y] This adds the y-reg value to the value in the active memory location "B", Memory 

location "B" now contains 2.0000, The active memory location is incremented 
"C". 

ILZ3H S This subtracts the z-reg value from the value in the active memory location 
"C". Memory location "C" now contains -3.0000. The active memory 
location is incremented to "D". 
H [AlThis multiplies the value in memory location "A" by the w-reg value and set the 
active memory location to "B". Memory location "A" now contains a value of 
4.0000. The sequence I STOM 1 is equivalent. 



To recap the above, a |STOM| followed by two similar memory math operators will store the x-reg into 
the active memory location, applying the math operator in the process and increment the active memory 
location. A |STOM| followed by a memory math operator and two similar stack register buttons will store 
the value of the specified register into the active memory location, applying the math operator in the 
process and will increment the active memory location. 



A )grOM| followed by a memory math operator, a stack register button and a memory location button will 
store the specified stack register value into the specified memory location, applying the memory math 
operator and setting the active memory- location to the memory location after the one specified. A I STOM| 
followed by a stack register button, a memory math operator and a memory location button is equivalent 
Now we will examine the recall of memory values to the stack registers using memory math. Prior to 
starting this put the x-reg, y-reg, z-reg, and w-reg values into memory locations "A" through "D", 
and set the active memory location to "A", as show below: 





E5T2 


STOMl 


y 1 


y 1 




Z \ 






|w|fcl 



Puts x-reg = 1.0 value into memory location "A" 
Puts x-reg = 2.0 value into memory location "B" 
Puts x-reg - 3.0 value into memory location "C" 
Puts x-reg = 4.0 value into memory location "D" 
Sets active memory location to "A" 



Now we can demonstrate the memory recall operations with math operators. 



Recalls the value in the active memory location "A" and adds it to the 
x-reg, putting the result into the x-reg and increments the active memory 
location. The x-reg will now contain the value 2.000. 
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In review, a 
locati 



Recalls the value in the active memory location "B" and adds it to 1 
The sum is put into the y-reg. The active memory location is incremented 
to "C". The stack is not pushed or pulled. The y-reg not contains 4.0000. 
Recalls the value in memory location [c] and multiplies it by the value in the 
w-reg, placing the result into the w-reg. The active memory location is 
incremented to "B" The H and [c] operations can be reversed with the 
same result. The w-reg now contains the value 12.00. 

followed by two similar memory math operators will recall the active memory 




and advance the active memory location. The |RCLM| followed by a memory math 
two similar stack register buttons will recall the active memory location to the indicated stack 
the indicated math operation in the process. The active memory location will be 

then a 



RCLM| followed 




operator, a stack register 



memory location button will recall the selected memory location to the selected stack register, applying the 
[ math operator in the process. A |RCLM[ followed by a stack register button, then a memory 
' location button is i 




the same as the 

memory storage operations with a memory math operator used. You must be aware of the fact that a 

ion does not push the stack like a i 



Direct Function Entry 

You have now learned how to solve problems and use the memory operations available with the 
Scientific Calculator. Up to this point, all problems have bee: 
buttons on the calculator screen. This has been a step by step procedure i 
registers and now know how they operate. In this chapter we will show you how to i 
more quickly and efficiently using the Direct Function Entry available in GSNumerics. 





Direct Function 

have the calculator analyze the 

t. The 
s for you. To 
solve it with direct function entry 



type an equation into the 

ind solve it. This is 
contains a powerful m, 





the return 

or breaking apart, a 
function parser to handle these 
the problem 3.1. We will 
pressing return: 



(tpi+(ee A 2-.85) A .5)/log(98) (return] x-reg=4.4396481e+0 
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The answer 4.439648 le+O is pushed onto the stack and the answer is show in the input-reg with the 
format you have selected. The ten steps show in solving problem 3. 1 have been replaced by entering one 
formula directly into the input-reg and pressing the return button! You will find that working problems 
with Direct Function Entry will speed up you calculations and will tend to lessen mistakes, since you 
are doing fewer actions. 

When you pressed return, the parser solved the function by doing the following steps: 



1 . Called the constant EE (base of the natural logarithms) and squared it. 

2. Subtracted 0.85 from the previous quantity and took the square root of the result. 

3. Recalled the constant tpi (2 Pi) and added it to the quantity computed in step #2. 

4. Computed the base 10 logarithm of 98.0 and divided it into the previous quantity. 

5. Wrote the result to the x-reg and pushed the stack. 



As you can see, this is a much faster way of solving problems, than entering them one step at a time. The 
program did exactly what you did in problem 3. 1 , but did it instantly when you entered the function. You 
can see the advantage of using direct function entry with the Scientific Calculator. 



As you have used the Scientific Calculator you may have noticed many of the buttons have an asterisk 
following the label on the button. For instance, the |LOG<3e)*| button has an asterisk following the label 
and the I CDIV | button does not have an asterisk. This tells you |LQG(x)*| can be used in Direct 
Function Entry and I CDIV I is not valid for Direct Function Entry. 





Exponentiation (power) 


- 


Minus or Unary Minus 


* 




+ 




% 




/ 




ABS(X)* 


Absolute Value 


ACOS(X)* 


Arc Cosine 


ACOSH(X)* 


Arc Hyperbolic Cosine 


ACOT(X)* 


Arc Cotangent 


ACSC(X)* 


Arc Cosecant 


ALOG{X)* 


Inverse Log Base 10 



EE* 




EEXP(X)* 




EEXPS(X)* 




FACT(X)* 




FRAC(X)* 


Fractional Part 


GD* 


Grads to Degrees 


GR* 


Grads to Radians 


HADD(+)* 


Add Hours Format 


HMSD* 


Hours to Decimal Format 


HSUB(-)* 


Subtract Hours Format 


INT(X)* 


Integer Part 


LN(X)* 


Natural Log 
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Am Qfvant 
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fioiii n v. a ) 


At H boY 1 

^ 


AT 
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ATA MHfYI* 


Arc Hyperbolic Tangent 


\_,S5 Jv 1 (^A) 


L-UDe K.OOI 


iPlTTT CY\* 


Ceiling 


LU31A ) 




LU^n^A/ 


nypcruoiit' v_,u»uic 


PATC Y\* 


\^Outngcni 






CUBEfX)* 






Degrees to Grads 


DHMS* 


Decimal to Hours Format 


DR* 


Degrees to Radians 









Log Base 10 


T I" \A/l"k f V\* 




PT* 


Pi Constant 


TJ A MT1* 
K. /A :> I) 


Kanaom iNumoer 


K I J 




Kir* 




Radians to Grads 


afcHAl* 


recant 


airs (a)* 


Sine 


3 ill rl ^ A 7 


nyperDuiic aine 


CAD / VU 

3Vd*M Ay 








TAN(X)* 


Tangent 


TANH(X)* 


Hyperbolic Tangent 


TPI* 


2Pi Constant 



Figure 3.10 Valid Dii 



Table 5.1 gives a complete list of functions and operators that are valid in Direct Function Entry 
equations. The functions are not case sensitive. In other words, SIN (32.3) will be interpreted by the 
parser in the same way that sin (32.3) is. We will work some simple examples to let you get use to 
Direct Function Entry. 

Confirm the trig identity Sin 2 (x) + Cos 2 (x) = 1 for x=12.45? Scientific Calculator trig mode 

in degrees. 

sin(12.45)*2 + cos(12.45) A 2 [return! x-reg=1.0000000e+0 

The previous problem could also be entered in the following ways: 

SQR(SIN(12.45))+SQR(COS(12.45)) [return! x-reg=1.0000000e+0 

sin(12,45)*SiN(12.4S)+cos(12.45)*COS(12.45) [return] x-reg=1.0000000e+0 

One runner ran a marathon in 4.62 hours and another ran the marathon in 4.55 hours. Determine their 
average time of running the marathon, expressed in hh.mmss format? 

dhms((4.62+4.55)/2) [return] x-reg=4.3506000e+0 

Their average time was four hours, thirty-five minutes and six seconds. 
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Find the sum of 3!, 4! and 5!? 3! is the math symbol for 3 factorial (3! = 3* 2* 1). 
fact(3)+fact(4)+fact(5) t return] x-reg=1.5000000e+2 

Find the sum of .324 * Pi radians and 3.45°? Express the answer in grads. 
dg(rd(.324*pi)+3.45) I return] x-reg=6.8633333e+l 

In this example the parser first computed .324 * Pi and the converted it to degrees. This value was added 
to 3.45°. Finally, this term was converted from degrees to grads. 

Compute the result of 15 divided by 4, using modulo division. 

15 %4 (return) x-reg=3.0000000e+0 

Modulo division returns the remainder of a division. In this case 4 will go into 15 three times, with a 
remainder of 3. 15 divided by 5, using modulo division would equal 0, since there is no remainder. Try 
it and see. 

15% 5 [return] x-reg=0.0000000e+O 

Multiply the fractional part of pi divided by 2 times the integer part of the tangent of 56 degrees. Make 
sure the calculator is in degrees mode, before doing this calculation. 

frac(pi/2)*int(tan(56)) [return) x-reg=5.7079633e-l 

Generate a random integer between and 1000. 

int(rand(x)*1000) [return] x-reg=9.9500000e+2 



Operator Hierarchy In Direet Function Entry 

When entering functions for parsing by the Scientific Calculator, you need to be aware of the order in 
which each operator will be evaluated. This is called the hierarchy of the operators. Understanding the 
hierarchy of the operators is critical to your use of Direct Function Entry. Figure 3.1 1 lists the hierarchy of 
the direct function entry operators. 
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1. 


o 


Items in parenthesis have highest hierarchy. 


2. 


tit TXT T" T /~\ Tk T 

FUNCTION 


Functions (i.e. sm(x)) have next highest hierarchy. 


3. 


A _ 


Exponentiation (i.e. 4 A 3) and unary minus have the next 
highest hierarchy and are solved left to right. 


4. 




Multiplication, division ana moauio division nave tne next 


5. 


+ - 


Addition and subtraction have the lowest hierarchy and are 
solved left to right 



Figure 3. 1 1 Direct Function Hierarchy 



As an example, consider the following function: 
-3 A 2 I return] x-reg=9.0000000e+0 

This function evaluated to 9.0 because the unary operator '-' was applied to 3, prior to the number being 
squared. In this case the hierarchy of operations was: 1. Take the unary minus of 3, which is -3, and 2. 
Square this number for the final result. The unary minus has the same hierarchy as the exponentiation 
operator ' A '. If the exponentiation operator had a higher hierarchy than the unary minus, the result would 
have been -9.0, since the square would have been done first, then the unary minus would have been taken. 
Now consider the following: 

2 + 3*5-2*4 + 1 [return) x-reg=l .OOOOOOOe 1 

Why should this equal 10.0. Understanding how a function is parsed is critical to obtaining correct 
answers. If you meant to add 2 and 3, multiply them by 5, then subtract 2, then multiply by 4 and then 
add 1, you would have been surprised by the answer, because that is not what happened. To solve the 
equation that way it would have had to be written as follows: 

((2+3)*5-2)*4+l [return] x-reg=9.3000000e+l (a big difference between 9 

and 93) 

These two examples again show how operator hierarchy enters into the picture when you solve equations 
using direct function entry. In the first example, the multiplication terms 3*5=15 and 2*4=8 were first 
solved by the parser, then it computed 2+15-8+1=9. The reason for this is that the **' operator has a 
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higher hierarchy than either the '-' or operator, and the parser will always solve the higher hierarchy 
parts first. After doing the two multiplication terms, the remaining terms only contained '-' and '+' 
operators. These two operators have the same hierarchy and the parser will always solve operators with 
equal hierarchy from left-to-right. 

In the second case, the parser solved the problem by first computing 2+3=5, then 5*5 =25, then it 
computed 25-2=23, did the multiplication 4*23=92 and ended with 93+1=94. The reason for this is that 
parenthesis have a a higher hierarchy than any of the other operators, and the parser will faithfully obey the 
rule of working problems from the inside-out. This means that it will work the parts contained in 
parenthesis before applying any other operators. GSNumerics will not automatically solve problems for 
you. You must understand how the problem is to be set-up. 

Consider a problem containing only multiplication and division operators, and how the parser solves such 
an equation: 

36/6*9*3/5 [return) x-reg=3.2400000e+l 

Since the operators '*' and 7* have the same hierarchy, the parser just started from the left and applied 
each operator in left-to-right order. The procedure was 1. 36/6=6. 2. 6*9=54, 3. 54*3=162 and finally 
4. 162/5=32.4. Again, when the parser encounters operators with like hierarchy, it will always faithfully 
work the problem from left to right, applying the operators as it comes to them. If we really wanted to 
divide 36 by 6*9 and multiply this result by 3/5, we could have used parenthesis to override the standard 
hierarchy, as follows: 

36/(6*9)*(3/5) [return) x-reg=4.0000000e-l 

This time the parser solved the quantity in parenthesis 6*9=54 first and then computed 36/54=. 66666. 
The term 3/5=,6 was then computed, since the parenthesis overide the '*', and finally the .6*.66666=.4 
was computed. If you work a few problems, you will quickly learn how to write a direct function, 
considering the hierarchy of the operators. If you are in doubt, you can always force a particular part of a 
function to be solved first by enclosing it in parenthesis. You will find that the hierarchy of the operators 
is natural and easy to get used to, with a little practise. 



SCIENTIFIC CALCULATOR 57 



Memory With Direct Function Entry 

In the previous chapter we learned how to store/recall values from memory and how to use the memory 
math operators to include a mathematical operation in the store/recall operation. Since we don't want to 
lose the ability to do storage/recall operations when we are operating in direct function entry, this section 
will explain how to do the memory operations in Direct Function Entry. 

To store the result of a direct function entry calculation in a specific "A" to "Z" register, you merely prefix 
the formula with the character of the memory location and an '=' sign. This will store the result in the 
specified register and will not effect the stack. When the function is executed, the active memory location 
will automatically be set to the next memory location after the one specified in the calculation. This will be 
a reminder to you of the last memory location you used, to store a result. Consider the following : 

a = si n (32 . 4 ) (return] This stores the result of the function into memory location "A", sets the 

active memory location to "B" and does not change the stack. The input- 
reg will show the value of the x-reg after the calculation. 

m-45.67 (return) The value 45.67 is stored in the "M" memory location, the active memory 

location is set to "N". The stack is not changed. 

To recall the value in a specific register, you merely reference the memory location in the direct function 
entry formula. The following examples will demonstrate this concept. For demonstration purposes put 
the following values in the registers indicated. 

a =3 (return] Puts 3.0 into the "A" register 

b = 5 [return] Puts 5.0 into the "B" register 

m = 6 [return] Puts 6.0 into the "M" regi ster 

Now we will demonstrate memory recall with direct function entry. The following simple problems will 
demonstrate this: 

a [return] Recall the value in "A" to the x-reg and pushes the stack. 

d=a*m [return] Recalls "A" value and "M" value and multiplies them, putting the result into 

the "D" memory location. 

sin(B) A a [return] Recall "B" value and takes sine, then recalls "A" value and raises sin(B) to t 

he power of the value stored in "B". This is the same as typing sin(5) A 3. 
This will push the value of 6.6204579e-4, if the calculator is set to degrees 
mode. 
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a=a A 2 [return] This operation will replace a=3 with a=3*3=9. 

register will be set to "B". The stack is not pushed. 
b=b+2*b [return] Puts 15.0 into "B" and advances active I 



As you can see, it is very 
locations, "A" to "Z", when 
GSNumerics, that you 



to save numbers to and recall numbers from the memory storage 
.on entry. This is a very important and powerful part of 
as you learn how to use the program. 




Solving Large Problems 

You are limited to solving problems that have no more than 49 characters, because the input-reg is only 
long enough to accommodate 49 characters. This will not limit your ability to solve these large problems 
y. The key is to break the problems into smaller sections, and store the results. 



,5-sec 



tan(2.6)*ln 



Just solve this one piece at at time, save the results in memory and then make a final calculation, using the 
stored values as shown below: 



a=tpi*sin(32.4)/(2*log(23)) 
b=cbrt(sin(23.5)*cos{45.6)) 
c=(3.5-sec(45)*tan(2.6)*In(23)) A <l/5) 
a+b-c 



[ return] Solve first section and store in "A" 

■re^ritj Solve next section and store in "B" 

[return] Solve last section and store in "C" 

[return] Push result=6.2001 193e-l to x-reg. 



You can make the equation shorter by setting the terms in parenthesis equal to a memory location and 
using the memory variable in the function. The equation would have to be very long, if you need to go to 
this extent to get a solution. An example is shown below, using the previous problem. 

f=tpi*sin(32.4) [return] 
g = 2*10g(23) [return] 

a=f/g [return] This puts the result of the first term in memory "A". 

Some Practice Problems 

Before leaving this section we will solve some additional problems. Given the regression formula 

y = 3x - 15, solve for x=4, x=7.5 and x=3.5. (form y = a*x + b) 

a =3 [return] The easiest way is to store constants first. 
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b-- 15 [return] Store the b constant and then solve for each x. 

a*4+b [return] Pushes -3.0000000e+0 into the x-reg, 

a*7.5+b [return] Pushes 7. 5000000e+0 into the x-reg. 

a*3.5+b [return] Pushes -4.5000000e+0 into the x-reg. Storing the constants in 

"A" and "B" , speeded things up. 



Compute the total cost of two dozen eggs costing $0.98 per dozen, 24 cans of soft drink costing $0.35 
each, 2 loaves of bread costing $0.77 per loaf and one can of coffee costing $6.85. The coffee and soft 
drink purchases have a 5.0% state tax. 

2*.98+2*,77+1.05*(24*.35+6.85) [return] Total cost, pushed to x-reg is 

1.9512500e+l, or $19.51. Notice how we 
needed to use the parenthesis to total 24*. 35 
+ 6.85 prior to multiplying by the sales tax 
multiplier. 

A new home will have five rooms whose measurements are as follows: kitchen 10'xl2\ living room 
15'x23\ bedroom 12'xl2', bedroom, H'xl3\ bathroom 7'x9'. The cost of building the home will be 
$48.95 per square foot. Compute the total cost of the completed house. 

48. 95*(10* 12+15*23+12*12+11*13+7*9) [return] Total cost of home is 3.9894250e+4 

pushed to the x-reg. ($39,894.25) 



The following formula computes the volume of the Frustum of a Right Cone: 

Volume = £ y I *(R,2+R 1 *R 2+ R 2 2) 



Compute the volume given the following: R 1= 4.6, R 2 = 2.3 and v = 7. 

pi *7/3* (4. 6 A 2+4.6*2.3+2.3 A 2) [return] Volume equal to 2.71 44408e+2 pushed to x- 

reg. 271.44 in input-reg. 

Solve the polynomial -x 4 +3.5x 3 -2x 2 -3x+4.5 for x as 1.1. 

x= 1 . 1 [return] Put x value in as a constant 

-(x A 4)+3.5*x A 3-2*x A 2-3*x+4.5 [return] Notice the parenthesis around the first term. 
If you don't do this, the unary minus will be applied first, resulting in taking -1.1 to the fourth power. 
This would be the same as having a +1 coefficient on the fourth power term, and you would actually be 
solving the polynomial x 4 +3.5x 3 -2x 2 -3x+4.5. The answer, pushed to the x-reg is 1.9744000e+0. 
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Verify the trig identity: sin(a+b) + sin(a-b) = 2*sin(a)*C0S(b) for a=32.4° and b=55.1°. 
If this is true then: sin(a+b) + sin(a-b) - 2*sin(a)*cos(b) = 0.0 
a = 32 . 4 (return) Input first constant 

b=55.1 [return] Input second constant 

sin(a+b) + sin(a-b) - 2*sin{a)*cos(b) [return] Answer: 0.0000000e+0 pushed to 

x-reg. 

This completes our review of direct function entry with GSNumerics. As you solve more problems, 
you will find it is very easy to solve large formulas using direct function entry. Remember, the problem 
must be set up right, or you will get incorrect answers. The hierarchy is absolutely important: 1. 
Parenthesis, 2. Functions 3. Unary minus and exponeniation, 4. Multiplication, Division and Modulo 
Division and 5. Addition and Subtraction. 

Complex Numbers 

Many mathematical problems require the use of complex numbers. Complex numbers consist of two 
parts, a real number and a pure imaginary number. An imaginary number represents the square root of a 
negative number. The definition of a pure imaginary number is shown in Figure 3.12. Complex numbers 
are a very important part of the study of mathematics, and are used in many fields of science and 
engineering, especially in the field of Electrical Engineering. They are very easy to use, if you will only 
take the time to understand the basic concepts. 



Pure Imaginary Number 

For any real number a, with a < 0: 

Va" = V^T. 4a = ia Where i = 

"i" represents the square root of -1, which is an imaginary number. 

Figure 13.12 Definition of an Pure Imaginary Number 

As you can see imaginary numbers were created to handle the case of taking the square root of a negative 
number, since either a positive number or a negative number results in a positive number when it is 
squared. We can add, subtract, multiply and divide pure imaginary numbers, just like other numbers, as 
long as we observe one special rule in doing multiplication. The multiplication of two pure complex 
numbers will always result in the negative of the product of the real numbers. The rules for complex 
number addition, subtraction and division are shown in Figure 3.13. 
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■ two pure i 



; ia and ib: 



ia + ib = i * (a+b) 
ia - ib = i * (a-b) 

ia * ib = i • i . a • b = VTT* V -1 * a * b = -1 . (a . b) = -(a * b) 



ia 



1 a 



VjT a_ _ a^ 
471* b - b 



ib " i * b 

"i" represents the square root of -1, which is an imaginary number. 



Figure 3.13 Matheraatic operations on Pure ! 



Most imaginary number calculations involve a combination of pure imaginary numbers and real numbers, 
forming a complex number. The definition of a complex number is given in Figure 3.14 



A complex number is any number that can be expressed in the form: 



a + ib 



Where a and b are real numbers and i = V-I7 a is called the real part of the 
complex number and b is referred to as the imaginary part of the number. 




Before covering complex number math, we will review the two forms of writing complex numbers. 

Polar and Rectangular Forms 

There are two commonly used ways of expressing complex numbers: Rectangular and Polar form.Up to 
this point we have expressed complex numbers in the rectangular format a + ib. Figure 13.15 shows the 
conversion of a rectangular form complex number to a polar form complex number. 
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The complex number a + ib is expressed in the polar form rZ 6 as follows: 

The magnitude r = Va 2 + b 2 
The angle 6 - arc tangent(-) 

The polar format expresses a complex number in terms of a magnitude (r) and 

an angle (6). == ^ = 

Figure 3.15 Rectangular to Polar conversion 

To convert a number from polar format to rectangular format, follow the steps shown in Figure 3.16. 



The complex number rZ 8 is expressed in rectangular form a + ib as follows: 

The real part a = r * cosine{9) 

The imaginary part b = r * sine(9) 

a + ib = r * cosine(9) + i(r * sine(6)) 

The rectangular format expresses a complex number in terms of a real part (a) 
and an imaginary part (b). 

FIGURE 3.16 Polar to Rectangular conversion 

A graphical comparison of the same complex number, graphed in rectangular form and polar form is 
shown in Figure 3.17. 




BECTAHGULAR POLA1 

a + ib r^e 



FIGURE 3.17 Graphs of Rectangular and Polar forms of complex numbers 
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You can see from examining Figure 3. 17 that a complex number expressed in rectangular form is exactly 
the same number that it is when it is expressed in polar form. The main reason for expressing the same 
complex number in two different ways is to make the addition, subtraction, multiplication and division of 
complex numbers easier. When adding or subtracting two complex numbers, it is easier to express them 
in rectangular form. For multiplying or dividing, the polar form is easier. 

Before explaining the use of GS Numerics for solving complex number problems, we will explain and 
review how to add, subtract, divide and multiply complex numbers. The procedures are shown in Figure 
3.18. 



Addition 

(a + ib) + (c+id) = (a + c) + i(b + d) 
Subtraction 

(a + ib) - (c+id) = (a - c) + i(b - d) 

Multiplication 

(a + ib) . (c+id) = r,Z 6i . r 2 Z 8 2 = <r, . r 2 ) Z (Q\ + 6 2 ) 
Divisio n 

(c + id) r z e? r 2 1 L ' 

FIGURE 3.18 Mathematic operations on Complex Numbers 



The main reason that a lot of people don't like to work complex number problems is the amount of work 
involved in converting back and forth between rectangular and polar forms, depending on whether you are 
ready to add t subtract, multiply or divide two complex numbers. This is very time consuming and creates 
more opportunities for mistakes. Consider the following complex number problem: 

U Z 1 .5) + (7Z2.3 ) yj, e angles are expressed in radians. 
(3Z1.8) + (1Z0.3) 

To solve this problem you would first have to convert the two complex numbers in the numerator to their 
rectangular form, add the real and imaginary parts, convert the sum to polar form and save the result You 
would then convert the two complex numbers in the denominator to their rectangular form, add the real 
and imaginary parts, and convert to polar format. At this point you would divide the magnitude of the 
numerator term by the magnitude of the denominator term and subtract the angle of the denominator from 
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in two parts, 
the x-reg and 



onto the x-reg, then you enter 
lex n 




umber is entered, 
y-reg. In other words, 
maginary part, and it is 
ed onto the x-reg. If you enter a 




very important that you 



format. It is 
ar format, prior to doing 




ie) and the y-reg (angle) to a s 

i complex number in the x-reg i 
number with the jRBCT-POLRl i 






point, we have outlined a 
enter the 

iing [return] twice, for a ft 
you would first enter the angle, then enter 

Althoi 

is lengthy and you will be prone to making 

'r[' and 'p[\ to make 




enter a 



complex entry operator r[ takes a 1 

b being pushed into the y-reg and a bei 
form complex number in one < 



in 



i it onto the stack in the 
| This allows you to 



The rectangular complex entry operator p[ takes a keyboard entry p[r r 9, with r being the magnitude 
and G being the angle, converts it to the rectangular form, and pushes the imaginary part to the y-reg 
and real part to the x-reg. 
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With the automatic conversion from polar form to rectangular form being handled by the polar operator, 
you can enter a polar form complex number in one operation and have it entered in the proper form for 
complex math operations. 

In order for the complex stack to operate properly, you must use the complex operators, p[r,9 and r[a,b 
, for all complex number entry into the Scientific Calculator. Just putting the complex numbers into 
the x-reg and y-reg, even if they are properly convened to rectangular form, will not push the complex 
stack. These operators have three purposes: 1. To make your job easier, when you are entering complex 
numbers, 2. To make the automatic polar to rectangular conversion for you, and 3. to properly push the 
complex stack, when a complex number is entered from the keyboard. You should routinely use the two 
complex number operators, when you are entering complex numbers into the Scientific Calculator. 



Polar Entry Operator 

The polar entry operator p[r,8 firsts makes the following conversion: 
Real = p * cos(8) 
Imag = p * sin (9) 

It then pushes Imag to the y-reg and Real to the x-reg. The previous x-reg is 
pushed to the z-reg and the previous y-reg is pushed to the w-reg 

Rectangular Entry operator 

The rectangular operator r[a,b pushes b to the y-reg and a to the x-reg.The 
previous x-reg is pushed to the z-reg and the previous y-reg is pushed to the 
w-reg 

Figure 3.19 Complex number entry operators 

Now we will give some examples of entering complex numbers. Since the only reason you will probably 
want to enter numbers, is to perform complex number math, we will always enter them so they are in the 
rectangular form. 

Prior to starting this exercise, clear the stack registers by keying on |CLRS| and put the calculator in 
degrees mode with 1 DM | . 

Enter the complex number 5Z35.6 - using the polar entry operator. 

p[5,35.6 [return] x-reg=4.Q655038e+O y-reg=2. 9 1061 49e+0 (converts to 

ectangularform). 
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Enter the complex number 3 + i4, using the rectangular entry operator. 

r[3,4 [return] x-reg=3.0000000e+0 y-reg=4.0000000e+0 

z-reg=4.0655038e+0 w-reg=2.9 1 06 1 49e+0 
Notice that the complex number that was in the x-reg and y-reg 
has been pushed to the z-reg and w-reg. 



Enter the complex number + i, using the polar entry operator. 

p[l,9() [return] x-reg=0.0000000e+0 y-reg=1.0000000r+O (converts to 

rectangular form). 

z-reg=3.0000000e+0 w-reg=4.0000000e+0 

Notice that the complex number that was in the x-reg and y-reg 

has been pushed to the z-reg and w-reg. 



The Complex Number Stack 

The only difference between complex number arithmetic and real number arithmetic is that you have to deal 
with twice as many numbers with complex arithmetic. Each number has two parts, that have to be treated 
separately when adding, subtracting, multiplying or dividing. The problems are not harder, they just 
involve more numbers. 



When we worked problems involving only real numbers we had four stack registers: x-reg, y-reg, 
z-reg and w-reg, to work with. Using RPN entry in conjunction with the four stack registers, we 
found that we could always work a problem, no matter how long it was, without any problem. How can 
we work long complex number problems with only four stack registers? The answer is we can't. We 
need twice as many stack registers since a complex numbers always consist of two parts. There are in fact 
eight stack registers in GSNumerics, but four of them are hidden. The hidden registers are the a.reg, 
b.reg, c.reg and d.reg. Think of these registers as being tacked to the top of the w-reg, in the order 
listed. When a complex number is entered or recalled from complex storage, the stack is pushed twice. 
When a complex function of two variables is executed, the stack is pulled twice. 



You may roll the complex stack up and down by double clicking on the |PP| or |DN| buttons. A double 
click will always be indicated by |DN| t%}. The superscript 2 in brackets tells you to double click on the 
indicated button. A double click is two clicks in a short time, as opposed to one click. Clear the stack 
registers with I CLRC | and set the calculator to degrees mode with |DM| 
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Enter the following complex numbers, using the appropriate complex entry operator: 
3-i4 2Z24° 4Z55° 5+i2.1 

r[3,-4 [return] x-reg=3.0000000e+0 y-reg=-4.00O0GO0e+O 

z-reg=0.0000000e+0 w-reg=0.0000000e+0 
a-reg=0.0000000e+0 b-reg=0.OOO00O0e+O (not visible) 
c-reg=0.0000000e+0 d-reg=0.0000000e+0 (not visible) 

p[2,24 [return] x-reg=1.8270909e+0 y-reg=8.1347329e-l 

z-reg=3.0000000e+0 w-reg=-4.0000000e+0 
a-reg=0.0000000e+0 b-reg=0.OO00O00e+O (not visible) 
c-reg=0.0000000e+0 d-reg=0.0000000e+0 (not visible) 

p[4,55 [return] x-reg=2.2943057e+0 y-reg=3.2766082e+0 

z-reg=1.8270909e+0 w-reg=8.1347329e-l 
a-reg=3.0000000e+0 b-reg=-4.0000000e+O (not visible) 
c-reg=0.0000000e+0 d-reg=0.0000000e+0 (not visible) 

r[5,2.1 [return] x-reg=5.0000000e+0 y-reg=2.1000000e+0 

z-reg=2.2943057e+0 w-reg=3.2766082e+0 
a-reg=1.8270909e+0 b-reg=8.1347329e-l (not visible) 
c-reg=3.0000000e+0 d-reg=-4.0000000e+0 (not visible) 

The complex entry operators push the complex numbers onto the stack in pairs and actually push complex 
numbers to two hidden stacks. You can confirm the numbers are there by double clicking on the [PPl or 
|DN| button. Let's try it and see what happens. 



[2] x-reg=2.2943057e+0 y-reg=3.2766082e+0 
z-reg=1.8270909e+0 w-reg=8.1347329e-l 
[dnH 2 ] x-reg=1.8270909e+0 y-reg=8.1347329e-l 

z-reg=3.0000000e+0 w-reg=-4.0000000e+0 
[pnH 2 ] x-reg=3.0000000e+0 y-reg=-4.0000000e+0 
z-reg=5.0000000e+0 w-reg=2.1000000e+0 
[DnI [21 x-reg=5.0000000e+0 y-reg=2.1000000e+0 
z-reg=2.2943057e+0 w-reg=3.2766082e+0 



See, four double clicks on jDNl brought us right back to where we were. Double clicking the |PF| button 
four times would have the same result, but it would roll the complex number stack in the opposite 
direction. 
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You should be aware that real number operations do not have any effect on the hidden complex number 
registers a.reg, b.reg, c.reg and d.reg. If you have two complex numbers stored in these registers, 
they will stay there, until you initiate a complex number operation or clear the stack. You can store two 
complex numbers in the hidden registers, do a series of real number operations, and then recall the 
complex numbers with [UP 1 [2] or |DHj [2], The hidden registers.a.reg, b.reg, c.reg and d.reg, are 
saved automatically into the last stack and the \sj button can be used to recover from mistakes, just like it 
was used in real number operations. 

You can enter complex numbers one number at a time, as if they were real numbers. You would do this 
by entering the imaginary part first, then you would enter the real part. If you were entering a polar form 
complex number, you would enter the angle first, then enter the magnitude and finally convert to 
rectangular format with |POLR-RECTl This is not recommended as the complex stack operations will not 



be initiated!!! Always use the complex entry operators!!! 



Complex Number Operations 

There are fourteen buttons on the Scientific Calculator that can be used in complex number operations. 
These buttons and their function is shown in the following table. 



FOLR-RECTl 


Converts a polar form complex number in the x-reg and y-reg into a rectangular 
form complex number, putting the result in the x-reg and y-reg. Does not push 
or pull the complex stack. 


RECT-POLRl 


Converts a rectangular form complex number in the x-reg and y-reg into a polar 
complex number, putting the result in the x-reg and y*reg. Does not push or 
pull the complex stack. 


1*1 [2] 


A double click will take the reciprocal of the rectangular form complex number in 
the x-reg and y-reg, placing the result in the x-reg and y-reg. Does not push 
or pull the complex stack. 


CHSGNGOl [21 


A double click will take the negative of the rectangular form complex number in 
the x-reg and y-reg, placing the result in the x-reg and y-reg. Does not push 
or pull the complex stack. 


[2] 


A double click will exchange two complex numbers, one in the x-reg and y-reg, 
the other in the z-reg and w-reg. Does not push or pull the complex stack. 
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SQR<^lr21 


A double click will square the rectangular form complex number in the x-reg and 
y-reg, placing the result in the x-reg and y-reg. Does not push or pull the 
complex stack. 


SQRT(x>*ll2l 


A double click will take the square root of the rectangular form complex number 
in the x-reg and y-reg, placing the result in the x-reg and y-reg. Does not 
push or pull the complex stack. 


|CADD| 


Adds two rectangular form complex numbers, one in the x-reg and y-reg, the 
other in the z-reg and w-reg, returning the result in the x-reg and y-reg. This 
is a function of two complex variables and will do a complex pull on the stack, 
bringing the a-reg to the z-reg, the b-reg to the w-reg, the c-reg to the a-reg 


1 CSOBI 


Subtracts a rectangular form complex number in the x-reg and y-reg from a 
rectangular form complex number in the z-reg and w-reg, returning the result in 
the x-reg and y-reg. This is a function of two complex variables and will do a 
complex pull on the stack, bringing the a-reg to the z-reg, the b-reg to the w- 




CMTJL | 


the other in the z-reg and w-reg, returning the result in the x-reg and y-reg. 
This is a function of two complex variables and will do a complex pull on the 
stack, bringing the a-reg to the z-reg, the b-reg to the w-reg, the c-reg to the 
a-reg and the d-reg to the b-reg. 


i CDIV| 


Divides a rectangular form complex number in the x-reg and y-reg into a 
rectangular form complex number in the z-reg and w-reg, returning the result in 
the x-reg and y-reg. This is a function of two complex variables and will do a 
complex pull on the stack, bringing the a-reg to the z-reg, the b-reg to the w- 
reg, the c-reg to the a-reg and the d-reg to the b-reg. 


STOCj 


Initiates a complex storage operation from either the x-reg and y-reg, or from 
the z-reg and w-reg, to the C ST ORE registers. 


RCLCI 


Initiates a complex recall operation to either the x-reg and y-reg, or the z-reg 
and w-reg, to the CSTORE registers. 


CLRCl 


Clears tne La 1 i/Kk registers, ana a.reg, b.reg, c.reg and d.reg, setting ttierr 
values to 0.0; 




OT][2] 


Performs a complex number roll up on the complex number stack. 




iDNim 


Performs a complex number roll down on the complex number stack. 



Figure 3.20 Complex Button Functions 
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Complex Number Arithmetic 

We will now solve some complex number problems, to show you how the complex number operators and 
the complex number stack, will allow you to solve very involved complex number problems easily. Make 
sure the calculator is in degrees mode, clear the complex number stack and the stack registers. As we 
work through these problems, pay particular attention to the operation of the stack, as you input the 
complex numbers and initiate the complex operators. 



Add the complex numbers 3.5Z46.5 
p [3. 5, 46. 5 [return] 

p[2.6,13.45 [return] 



and 2.6^13.45°. 

x-reg=2.4092410e+0 y-reg=2.5388 103e+0 
z-reg=0.0000000e+0 w-reg=0.0000000e+0 
x-reg=2.5286905e+0 y-reg=6.0475148e-l 
z-reg=2.4092410e+0 w-reg=2.5388 103e+0 
x-reg=4.9379315e+0 y-reg=3.1435618e+0 
z-reg-0.0000000e+0 w-reg=0.0000000e+0 



Convert the previous answer to polar form and then convert back to rectangular form? 

iRECT-POLRl x-reg=5.8536440e+0 y-reg=3.2481446e+l 

z-reg=0.OO0O000e+0 w-reg=0.0000000e+0 
This is approximately S.854Z32.48 . 
POLR-KBCtI x-reg=4.9379315e+0 y-reg=3.1435618e+0 

z-reg=0.0000000e+O w-reg=0.0000000e+0 



Notice how the complex number operators p[a,b and r[a,b take care of converting the number to 
rectangular form and how they initiate a complex push to the complex stack registers. For these reasons, 
always use the complex operators p[a,b and r[a,b to enter complex numbers. If you don't, you will 
lose the complex stack, since entering the individual parts of a complex number individually into the x-reg 
and y-reg, does not initiate a complex push on the stack. 



Solve the complex problem: 
(3 - i4 . 6 + i7 ) 
(4 - i * 2 + i2) 

r[3,-4 [return] x-reg=3.0000000e+0 y-reg=-4.0000000e+0 

z-reg=4.9379315e+0 w-reg=3.1435618e+0 

r [ 6 , 7 (return] x-reg=6.0000GOOe+0 y-reg=7 .0000000e+0 

z-reg=3.000000Ge+0 w-reg=-4.0000000e+0 
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r[4,-l 



r[2,2 



[ return : 
(return) 



x-reg=4.6000000e+l 
z-reg=4.9379315e+0 
x-reg=4.0000000e+0 
z-reg=4.6000000e+l 
x-reg=2.0000000e+0 
z-reg=4.0000000e+0 
x-reg=1.0000000e+l 
z-reg=4.6000000e+l 
x-reg=3.2500000e+0 
z-reg=4.9379315e+0 



y-reg=-3.0000000e+0 

w-reg=3.1435618e+0 

y-reg=-1.0000000e+0 

w-reg=-3 . 00000 00e+0 

y-reg=2.0000000e+0 

w-reg=-1.0000000e+0 

y-reg=6.0000000e+0 

w-reg=-3.0000000e+0 

y-reg=-2.2500000e+0 

w-reg=3.1435618e+0 



This problem was solved by making four keyboard entries and keying on three complex operator buttons, 
a total of seven steps. If you were to work this by hand, you would make eight keyboard entries, convert 
two numbers from rectangular to polar format and two multiplications plus one divide. Our last problem 
will be a very long and complicated complex number problem. This will give you practice in solving 
multiple term problems, and will help you to understand the process. 



Prior to starting work on the next problem, make sure the trig mode is in degrees and clear ail registers 
with |CLRA| , This button will clear all registers, including the complex registers a.reg, b,reg, c.reg 
and d.reg, setting them equal to 0.0. As you work the problem, observe the action of the registers. 



It is important to work complex number problems from the inside out, just like we worked real numbers 
problems. You will generally work the numerators first, starting with the computations inside the 
parenthesis. We demonstrate this with the following problem. This is a very long problem. It is 
included so you will thoroughly understand the operation of the complex stack and complex entry 
operators. Solve the following problem: 

(2 - i3 * (7Z60° + 8Z42°) + 3 + i2.4 . (1.3Z35.4" - 16Z23°)) r , „ A(U 

— — — + (6Z12° + 70°) 

(-1 - il * (3.9Z10.4» + 1.3Z-8.5*)) 



p[7,60 
p[8,42 



[return) x-reg=3.500000Oe+O y-reg=6.0621778e+0 
z-reg-0.0000000e+0 w-reg=0.0000000e+0 

[return) x-reg=5.9451586e+0 y-reg=5.3530449e+0 
z-reg=3.500Q000e+0 w-reg=6.0621778e+0 

I CADDl x-reg=9.4451586e+0 y-reg=1.1415223e+l 
z-reg-0.0000000e+0 w-reg=0.0000000e+0 
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r[2,-3 



p[1.3,35.4 
p[16,23 



r[3,2.4 



p[3.9,10.4 
p[1.3,-8.5 



r[-l,-l 



p[6,12 
p[7,0 



[return] 



(return) 
(return) 



[return] 



(return) 
[return] 



(return) 



|CDIV| 
( return] 
[return] 



x-reg=2.0000000e+0 y-reg=-3.0000000e+0 
z-reg=9.4451586e+0 w-reg=1.1415223e+l 
x-reg=5.3 1 35985e+l y-reg=-5.5050305e+0 
z-reg=0.0000000e+0 w-reg=0.0000000e+0 
x-reg= 1. 059666 le+0 y-reg=7.5306552e-l 
z-reg=5.3 1 35985e+l w-reg=-5.5050305e+0 
x-reg= 1 .4728078e+ 1 y-reg=6.25 1 698 1 e+0 
z-reg=1.0596661e+0 w-reg=7.5306552e-l 
x-reg=-l. 36684 12e+l y-reg=-5.4986325e+0 
z-reg=5.3135985e+l w-reg=-5.5050305e+0 
x-reg=3.0000000e+0 y-reg=2.4000000e+0 
z-reg=-l. 366841 2e+l w-reg=-5.4986325e+0 
x-reg=-2.7808516e+l y-reg=-4.9300085e+l 
z-reg=5.3 1 35985e+ 1 w-reg=-5.5050305e+0 
x-reg=2.5327469e+l y-reg=-5.4805116e+l 
z-reg=0.0000000e+0 w-reg=0.00OO000e+0 
x-reg=3.8359287e+0 y-reg=7.0402467e- 1 
z-reg=2.5327469e+l w-reg=-5. 48051 16e+l 
x-reg=l .2857206e+0 y-reg=- 1 .92 1 5223e-l 
z-reg=3.8359287e+0 w-reg=7.0402467e-l 
x-reg=5. 1 2 1 6494e+0 y-reg=5 . 1 1 87243e- 1 
z-reg=2.5327469e+l w-reg=-5.48051 16e+l 
x-reg=-1.0000000e+0 y-reg— 1.0000000e+0 
z-reg=5. 121 6494e+0 w-reg=5. 1 1 87243e-l 
x-reg=-4.6097769e+0 y-reg=-5.63352 1 8e-0 
z-reg=2.5327469e+l w-reg=-5.48051 16e+l 
x-reg=3.6234028e+0 y-reg=7.4607943e+0 
z-reg=0.0000000e+0 w-reg=0.0000000e+0 
x-reg=5.8688856e+0 y-reg= 1.247470 le+0 
z-reg=3.6234028e+0 w-reg=7.4607943e+0 
x-reg=7.0000000e+0 y-reg=0.0000000e+0 
z-reg=5.8688856e+0 w-reg=1.2474701e+0 
x-reg=1.2868886e+l y-reg= 1.247470 le+0 
z-reg=3.6234028e+0 w-reg=7.4607943e+0 
x.reg=l .6492288e+l y-reg=8.7082644e+0 
z-reg=0.0000000e+0 w-reg=0.0000000e+0 
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The answer is approximately 1.87Z27.84 in polar format. This problem was worked with eleven 
keyboard entry steps and ten mouse clicks on complex operator buttons, for a total of twenty-one steps. If 
you work this problem manually, you will find it will take a lot of steps to get the solution. You will also 
have a lot more opportunity to make a mistake. We will leave it as an exercise for the reader to work the 
problem manually, to see if GSNumerics actually saved you time!!! 

Complex Number Memory Operations 

The complex number storage and recall operations are very similar to the real number operations discussed 
previously. The main difference is that there is only one memory location to store complex numbers into 
and they can only be recalled to two memory locations. The memory locations for complex storage are 
called real-reg and the imag-reg. They are visible as the two registers under the CSTORE heading on 
the Scientific Calculator screen. Complex numbers can only be recalled to the x-reg and y-reg, or to the 
z-reg and w-reg. If a complex number is recalled to the x-reg and y-reg, a complex stack push occurs. 
If a complex number is recalled to the z-reg and w-reg, the stack push does not effect the values in the 
x-reg and y-reg, as only the z-reg and w-reg and the hidden registers above the z-reg and w-reg are 
pushed. 

The following procedure is used to store complex numbers in the CSTORE real-reg and imag-reg. 



STOCj |STOC| This combination stores the complex number in the x-reg and y-reg into 

the real-reg and imag-reg. The x-reg is stored into the real-reg and the 

y-reg is stored into the imag-reg. 
STOC| ~*\ | * | This combination does a complex addition on the complex number in the 

x-reg and y-reg and the complex number in the real-reg and imag-reg. 

The result is stored in the real-reg and the imag-reg. |STOC| [+] [y] is 

equivalent. 

i STOC| [*] {*} This combination stores the complex number in the z-reg and w-reg into 

the real-reg and imag-reg. The x-reg is stored into the real-reg and 
the y-reg is stored into the imag-reg. The combination lSTOCl [w] fw] j s 
equivalent and will give the same result. 

STOC] HH f*l This combination divides the complex number in the z-reg and w-reg into 

the complex number in the real-reg and imag-reg. The real part is stored 
into the real-reg and the imaginary part is stored into the imag-reg. 
[STOC] |T] \]J [STOCl [7] 0, and the combination [STOCl Q \T\ are 

equivalent 
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The rules for storing complex numbers are simple, lSTOC[ I STQCj will store the complex number in the 
x-reg and z-reg into the CSTORE registers. |5TOC| [y][T]and |STOC| [S] Q are equivalent to 
STOCl ISTQCl The combination |STOC| [7] [T| or |STOC| [w] |w] w iH store i 





numbers in the 
| STOCl followed by a math 
operation on the CSTORE 
which button was inii 




I STOCl 

on the complex numbers in the x-reg and y-reg and the complex 
storing the result into the rcal- 

a [*]> B H or H button wil1 

z-reg and w-reg, depending on 

■reg. To recall complex 

procedure. This 





store i 



RCLClfBCLCl 



HCLcirnrn 




stack. The real-reg is 



is stored in the 
is not 




■ in the real- 
is done on the 
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number in the x- 
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RCLci rnfTiis 




complex registers above the z-reg and w- 




and imaf 
is done on the hidden 
The combination 



reg into the complex ni 
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the z-reg and w-reg. |RCLC| \T] [7~j 
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to IRCLCI [RCLCl The 



the complex number in the real-reg and imag- 
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perform the indicated math operation on the complex numbers in the x-reg and y-reg and the complex 
numbers in the reai-reg and imag-reg, storing the result in the STACK x-reg and y-reg registers. 
Finally, |RCLCj followed by a math operator and a I * 1 I y I PH or [w] button will perform the indicated 



math operation on the indicated STACK registers with the real-reg and imag-reg values. The result 
will be stored in the STACK x-reg and y-reg registers or the STACK z-reg and w-reg, depending 
on whether the button following the math operator is a [*], \¥\, Q or button. 

Simple recalls from the C STORE registers will push the STACK. If the real-reg and imag-reg 
values are recalled to the x-reg and y-reg, a complex stack push is done. If the real-reg and imag-reg 
values are recalled to the z-reg and w-reg, a complex stack push is done on the hidden registers above 
the z-reg and w-reg. 



Calculator Function Mode 

The Calculator Function mode is activated by clicking on the iFCNl button. You will use this mode to do 
the following: 



1 . Work with large functions. The input register is expanded to fill the entire width of the screen, 
allowing you to enter functions of up to 80 characters in length. 

2. Save and recall user defined function files to and from disk files. 

3. Save and recall user defined functions to and from calculator memory. 

When you are in the Calculator Function mode, all buttons on the Scientific Calculator screen are 
disabled, except for fPMl [ImI [GMT , [PALI , iFCNl . ,PAP| , [FDfl , Jo] and 0. This 
allows you to to set the trig mode, adjust the output format of the numbers and change to the Scientific 
Calculator mode with the |CAL| button or the Ten Key Calculator mode with the |PAD| button. 



Formulas entered and solved in the Calculator Function mode are not passed to the STACK. The 
STACK is not involved in these operations. Results that are to be used in STACK calculations must be 
saved in an memory location and recalled, as explained previously in this chapter. Functions 

are entered and solved using the Direct Function Entry method. For example, to solve the function 
log(12.3) * 1.2 1 - 4 , use the following procedure: 



log( 1 2. 3) * 1 ,2 A 1 .4 [return] The answer 1 .4068 is returned in the Function Input Register. 
a=log(12.3)*l ,2 A 1 .4 (return] This will store the result in O for later use. 
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he top portion of the Calculator Function mode screen is shown in FIGURE 3.21. 
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FIGURE 3.21 Calculator Function mode screen 



Notice the INPUT REGISTER has been changed to the FUNCTION INPUT REGISTER and is 



much wider. You will also notice three new buttons I SAVE FCn"1 | RCL FCnH and I FCN FILES! 

located directly above the FUNCTION INPUT REGISTER. These buttons are used to save and 
recall functions to memory, and to save and recall files containing user defined functions, to and from disk 



We will save some functions to memory, to demonstrate the process. Suppose you needed to do 
conversions for resistors hooked in a delta configuration to resistors in a wye configuration and from wye 
configuration to a delta configuration. These are called wye-delta transformations and delta- wye 
transformations. The formulas for each wye-delta transformation is: 



RjR 2 +R 1 R 3 +R 2 R 3 R t R 2 +R 1 R 3 +R 2 R 3 R i R 2 + RiR 3 +R 2 R 3 

a ~ R 3 Kb " R 2 K « " Rj 



The delta- wye transformations are: 

R a Rj 

R a +Rb+R c ** 2 ~~ R a +R b +R c 1X3 ~ R a +R b +R c 



R a Rb D R a R c ft R b R b 

1 — R.+Ri_ + R_ K 2 ~ R +R. + R K 3-R_ + R.+l 



We can all agree that it would not be much fun typing each of these equations, if you needed to make a 
large number of transformations. We can save a lot of time, and cut down on the chances for error, by 
entering them once and saving them for later use. To do this click on the SAVE FCn] button. When you 
activate this button, the I RCL fch~1 button will change to I CANCEL ~l and the Save Function dialog, 
shown in FIGURE 13.21, will appear. 
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SELECT FUNCTION SAVE LOCATION 



FIGURE 3.21 Save Function dialog 

You first select a function location, where you wish to save the function. Merely click to the right of the 
label "1.", and the line will invert. A second click on the inverted line, will bring up a dialog asking you 
to "Enter function you wish to save". At this point we will enter the first wye-delta transformation. 
We will save the Ra, Rb and Rc values in memory gj, [B] and [£] and will assign memory locations 
[R~l . [Si and [T] for the resistance values. Enter the function, in the FUNCTION INPUT 
REGISTER, as follows: 



a=(r*s+r*t+s*t)/t 



SAVE FCM | Double-click on line #1. 
[return) ihis enters the function and a new dialog appears, asking you to 
name the function. Type "WYE-DELTA-RA (R-S-T)" and 
press [return] . This will remind you that it is the formula for the 
wye -delta transformation, solving for Ra, and that the wye values 
are represented by the variables r, s and t. 

SAVE FCH 1 Notice the function "WYE-DELTA-RA (R-S-T)" is on line 
one. Double-click on line #2. 



b=(r*s+r*t+s*t)/s 



[return) Enter the function and press [return] . Name this function 
"WYE-DELTA-RB (R-S-T)" and press (return) . 



c=(r*s+r*t+s*t)/r [return] 



SAVE FCH | Notice the function "WYE-DELTA-RB (R-S-T)" is on line one. 
Double-click on line #3. 

This enters the third wye-delta function. Name the function 
"WYE-DELTA-RC (R-S-T)" and press [return) . 
You can enter the delta-wye conversions in exactly the same manner. It will be easier to use the variables 
r,s and t for the delta resistances and a,b and c for the wye resistances, like we used them in the above 
example. When you are ready to recall and use the functions, set the memory locations to the appropriate 
values, the wye resistances in the above examples, prior to recalling the stored function. You may store 
up to thirty functions in the memory file. Use the vertical scroll bar to scroll through the thirty locations. 
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We wish to find the delta configuration resistors R a , R b and R c , given that the wye configuration Rj= 
3.2 omhs, R 2 = 5.2 ohms and R 3 = 6.1 ohms. Input the wye values to memory locations r,s and t: 



r=3.2 l^Hr»J Enter Rvalue. 

s=5.2 (return) Enter R 2 value. 

t=6. 1 [ return ] Enter R 3 value. 

To use the function, click on I RCL FCH ~| and the Select Function for Recall dialog, shown in 
FIGURE 13.22 will appear. 



1 . VYE-DELT A-R A (R-S-T) 




2. VYE-DELT A-RB (R-S-T) 


3. VYE-DELT A-RC (R-S-T) 
4. 


IP. 


5. 
6. 




SELECT FUNCTION FOR RECALL 


Figure 3.22 Select Function for Recall dialog 



We will first solve for R a . Click twice on the function "WYE-DELTA-RA (R-S-T)" to recall the 
function. This brings the function to the FUNCTION INPUT REGISTER. To solve the function, 
do the following: 



(return) R a j s equa ] to 1 1.1279 ohms. This value is also stored in [A~| . 
Now solve for R b by clicking on I RCL FCH | and selecting "WYE-DELTA-RB (R-S-T)". 



[return) R b is equal to 13.0538 ohms. This value is also stored in [gj 

Now solve for R c by cl icking on I RCL FCH | and selecting "WYE-DELTA-RC (R-S-T)' 
(return) ^ ^ eq ua i to 21 .2 125 ohms. This value is also stored in [c] 



The stored values can be used in the Scientific Calculator mode, by recalling them to the stack or using 
them in memory operations. Notice how easy it is to solve the functions, after you have entered and saved 
them in the Calculator Function mode. 
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■LaxJMned Function File 

You may save user defined functions to a disk file and recall them at a later time. This will allow you to 
define regularly used formulas, group them into related categories and call them up when needed. We 
will now save the functions file you have created. 

Start by clicking on the I FCN FlLEsl button. This will change the screen to the new screen shown in 
Figure 13.23. 
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To save the file click on the I SAVE file] button and the Standard File dialog will appear. Select the 



proper disk and folder and type in the name you want to give the file. Then save the file. 

You may recall the functions by first putting the Scientific Calculator in the Calculator Function 
mode by clicking on the IfCHI button. You will then click on the I FCN FILEs] button and the 



RCL FlLE~~j button. This will bring up the Standard File dialog for recalling files. 



Select the disk, folder and function file you wish to recall and recall it. The formulas will then be in 
memory and can be used as demonstrated above. 

You may leave the Calculator Function mode and return to the Scientific Calculator mode by 
clicking on the I CAL [ button, or you may go directly to the Ten Key Calculator mode by clicking on 
the I PAD) button. 

Ten Kev Calculator Mode 

This mode allows the user to use the keypad as a ten key calculator, operating with RPN entry. You 
select the Ten Key Calculator mode by clicking on the |PAD| button from either the Scientific 
Calculator mode or the Calculator Function mode. 
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When operating in the mode, the only buttons enabled on the screen are memory storage, recall and math 
operators for real numbers and the 1 CAL | . iFCJfl . |PAP| , IFIXL lSGI| , Flj fsland FH buttons. All 
other buttons are disabled. You may use the mouse to initiate memory operations, as explained earlier in 
the chapter. 

Using the Ten Key Calculator is very simple. First key in a number, then enter the number by 
pressing on the ( enter ) key or initiate an operation by pressing on either the f+1 , Q, {T} or [=J 
key on the number pad. The Q key is the unary minus and is used to change the sign of the x-reg . The 
Ten Key Calculator operates just like the Scientific Calculator, except you use the key pad buttons. 

3 24 + 12 5 

Do the following calculation, using the Ten Key Calculator: 4 '5*35 

3.24 [ enter ) 

12.5 Q 

4.5 (T) 

3.5 (HQ 

Ten Key Calculator stack operations are real number operations. The operators {+), Q, (T) and \ T} 
buttons pull the stack, C enter J pushes the stack and is a function of one variable and does not push or 
pull the stack, unless it is also used to enter the number. You may undo mistakes with the [|] button. 
Each time a calculation is made, the last stack is saved. 

You may leave the Calculator Function mode and return to the Scientific Calculator mode by 
clicking on the 1 CAL I button, or you may go directly to the Calculator Function mode by clicking on 
the iFCMl button. 



Enter the first numerator number 3.24. 

Do the first addition. Notice that the Q entered the number and initiated 
the addition, x-reg = 15.74. 

Enter the first denominator number 4.5. Apply the unary operator Q to 
make it a negative number. Note the stack was pushed. 
Enter the second denominator number 3.5 and do the multiplication. 
Then do the division. The answer is -0.999 and is in the x-reg and 
INPUT REGISTER. 



Calculator Screen Colors 

You may set the screen colors of the Scientific Calculator to suit your own taste. You do this by 
selecting the Set Screen Colors item under the 6 menu. This will bring up the Set Screen Color 
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This dialog contains three horizontal scroll bars, labelled "RED Level =", "GREEN Level =" and 
"BLUE Level- \ Color labels show the intensity level, (hexidecimal to hexidecimal 15) for the red, 
green and blue colors. The dialog also contains four radio buttons labelled Color 1, Color 2, Color 3 
and Color 4. These represent the four colors the user can set. Color 1 controls the color of the buttons, 
in the upper part of the calculator screen, that are colored light blue when the program is first started. 
Color 2 controls the color of the upper screen colors normally colored light brown. Color 3 controls 
the buttons normally blue on the Conversion-Elements section and Color 4 controls the orange 
buttons in the Conversion -Elements section. 



There are three buttons on the dialog 1 Color | . j Mono | and |OKj . Clicking on the I Color | button will 



reset the screen colors to the standard color screen of light blue, light brown and orange. Clicking on the 
Mono | button will reset the calculator colors to a monochrome (black and white) mode of grey levels, for 



use with a monochrome monitor. When you have selected the desired colors, clicking on the |OK| button 
will return you to the Scientific Calculator. 

To set a screen color, ciick on the radio button controlling the color you wish to set After you do this, the 
color that will be changed will blink for a short time, showing which colors you have selected. You can 
then "mix" you own color for the selection by using the scroll bars to add or subtract different levels of 
red, green and blue. You will see the colors on the screen change, as you change the red green and blue 
levels. After you have set the colors, click on the |0K| button. The program will save your colors to a 
disk file named "GSCOL". This file will be read when you restart the program and you screen colors 
will be automatically set for you. If the file "GSCOL" is missing from your disk, the program will create 
it for you and set the colors to the standard default blue, brown and orange. 

Seeding The Random Number Generator 

The random number generator will generator a repeatable sequence of pseudo random numbers, if the 
initial "seed" value is started at the same value. This seed is set with the Seed Random item from the 6 
menu. This will bring up the Set Random Seed dialog. This dialog has one edit line and button 
labelled |OIC L When you first start GSNumerics, the random number is seeded with 1,915,998. The 
number may be seeded with any number, whose value falls within the following range: 

1 < random seed < 2,147,483,646 

After entering the new seed, click on the |Q*| button and you will be returned to the Scientific 
Calculator screen. The reason you may want to seed the random number generator is to regenerate a 
sequence of numbers, or to start a new sequence. The random seqence will always be the same, for a 
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specific random number seed. This allows you to repeat the sequence. If you seed with an entirely new 
number, the random sequence will be different. Use this when you want a 
numbers. If you seed with a number outside the range given above, the program will automatic 
the seed to 1,91 5,998. 




Snecial Operators 

Special operators are special entries to the INPUT REGISTER that initiate special actions of the 
program. The special operators and the chapters they are explained in, are listed in Figure 3.24. 



L 


Pi 


Polar operator. SCIENTIFIC CALCULATOR 


2. 


H 


Rectangular operator. SCIENTIFIC CALCULATOR 


3. 


fit 


Function Input operator. FUNCTION 


4. 


m 


Function Graph operator. FUNCTION 


5. 


pr[ 


Polynomial Reset operator. POLYNOMIAL 






Polynomial Coefficient operator. POLYNOMIAL 


7. 


Pit 


Polynomial Input operator. POLYNOMIAL 


8. 


PS[ 


Polynomial Graph operator. POLYNOMIAL 


9. 


Iing[ 


Linear Graph operator. LINEAR REGRESSION 


10. 


logg[ 


Log Graph operator. LINEAR REGRESSION 


11. 


expg[ 


Exponential Graph operator. LINEAR REGRESSION 


12. 


powg[ 


Power Graph operator. LINEAR REGRESSION 


13. 


datag[ 


Data Graph operator. LINEAR REGRESSION 


14. 


ling[ 


Linear Prediction operator. LINEAR REGRESSION 


15. 




Log Prediction operator. LINEAR REGRESSION 


16. 


expg[ 


Exponential Prediction operator. LINEAR REGRESSION 


17. 


powg[ 


Power Prediction operator. LINEAR REGRESSION 



Figure 3.24 Gsnumerics Special Operators 
You have already seen two of the operators, the Polar Entry operator and the Rectangular Entry 
operator. Special operators are used to quickly initiate actions, bypassing dialogs that are normally used to 
initiate the actions. Refer to the indicated chapters to find an explanation and the use of the Special 
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SCIENTIFIC CALCULATOR 



POLYNOMIAL OPERATIONS 



Polynomials are an important 
engineering and science, 
mathematics. 




is very important to a 




[ is a function of the form: 



= a n x n + a n _ix nl + .... + aix 1 + aQX ( 



Formula 4.1 



Where thi 




are the polynomial coefficients and n is the order of the polynomial. Ex 



v(x) 

y(x) 



x 2 - 3x + 1 
4x 5 - 3x 2 - 1 
x + 5 



Order two poh 




Order one polynomial 



Formula 4.4 



The definition of a polynomial given in Formula 4.1 can also be expressed as the product of n binomial 
factors, where n is the order of the polynomial. A binomial is a polynomial of order one, as shown in 
Formula 4.4. Expressed as a product of binomials, the definition of a polynomial is: 



y(x) = (x - r n ) (x - !■„.!) (x - ri ) 



Formula 4.5 



Where the r terms are the roots and the (x - r n ) terms 
complex, and the number ! 

a second order polynomial will always have exactly two roots, and a 
have exactly six roots. Examples of polynomials expressed in both forms are 




The roots may be either real or 
imial will always 



x 2 + 2x -3 = (x + 3) (x - 1) 

x 3 + 2x 2 - x - 2 = (x + 1) (x - 1) (x + 2) 

x 2 - 2x + 2 = (x - 1 + i) (x - 1 + i) 



Formula 4.6 
Formula 4.7 
Formula 4.8 



The roots of the polyno: 
and the roots 




given in Formula 4.6 are -3 and 1, the roots of Figure 4.7 are -1, +1, and -2, 
omial (Formula 4.8) are the complex conjugate pair 1 - i and 1 + i. 
will always appear in complex conjugate pairs. You will never have a 



single complex root of a 
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GS Numerics allows the user to perform the following operations involving polynomials: 



1. Enter polynomials of up to the tenth order. 

2. Solve a polynomial for a specific x value. 

3. Compute the slope of a polynomial at a specific point. 

4. Compute the area under a polynomial curve 1 

5. Differentiate a polynomial, returning a new polynomial that is the derivative of original 
polynomial. 

6. Integrate a polynomial, returning a new polynomial that is the integral of the original 




8. Create polynomials with roots at predetermined locations. 

9. Multiply a polynomial by a binomial term, creating a new, higher order polynomial 



10. Divide a polynomial by a bi 
[ term 

i a polynomial over a given x range, 
the real roots graphically. 




ify selected areas of the graph and find 



Entering Polynomials 

Polynomials are entered by selecting the Enter Polynomial menu item from the POLYNOMIAL 

menu. The dialog screen shown in figure 4.1 will then appear: 



Enter Polynomial A Coefficients 



-3.50 



coef a3 

f(x)= 1.00x4 - 3.50x3 + 1.75x2 - 2.00x - 0.750 



©Polynomial A 
OPolynomial B 



SWAP A-B 



RESET 



QUIT 



ENTER 
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Figure 4.1 Polynomial Entry diaJog 



This dialog 
button, i 
the I enter) 




the polynomial coefficients to zero, usi 
entry screen by keying on the |Q»IT| 

re 



RESET| 



or [return] key. The scroll bar 




and edit the polynomial 



The order of the current polynomial is displayed on the dialog screen. 



When entering a new polynomial you should first reset the polynomial coefficients and polynomial order 
to zero using the i RESET \ button. When you are returned to the Polynomial Entry Dialog the coefficient 
label to the left of the dialog edit line will be set to "coef a0", indicating you are ready to input the 
polynomial constant coefficient a . Polynomials are entered starting with the lowest order term and 
moving to the highest order term. If a coefficient of one or more of the lower terms is zero, it must be 
entered as zero. After the first order (a x ) term is entered, the Polynomial Order will be incremented, 

entered. When you have entered the highest order term, you may return to the calculator screen, by keying 



on the [QUIT I button. 



Three types of entry are possible, when entering values into the edit line: 



1. Entering a number, followed by the |EHTER[ button or [return) key, will enter the number as 
the polynomial coefficient and advance the coefficient label and polynomial order. 

value of the function and advance the polynomial coefficient label and polynomial order. 
3. Entering a memory assignment with direct function entry (i.e. a = 2.35 or c = sin(b)/cos(d) ) 
will not advance the polynomial label or set the polynomial coefficient to the value of the mem- 
ory assignment. The coefficient can be set to the result by referencing the memory location, 
using direct function entry. As an example, suppose you wanted to enter a polynomial 
coefficientmade up of the following function: 



sin(2 * f) * cos(c)/log(23.9) + tan(2 * f) 2 /(34 * g) 



Formula - 



You could enter the coefficient by 



fl — 



x) * cos(c)/log(23.9), then 



entering a + tan{2 * f) A 2/(24 * g). Since the last term is not a memory assignment the 
result will be entered as a coefficient and the coefficient label and polynomial order will both be 



will demonstrate entering polynomials. Notice that a zero coefficient must be 
entered as zero, to insure the order of the polynomial is correct. 
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the polynomial y(x) = x 2 - 2x + 1 

Resets all polynomial coefficients and order to 0.0. 




Enter the a 2 coefficient. Notice that the 
as 2. You could have pressed the [return] key instead i 
the | EHTERl button. 



Enter the polynomial y(x) = x s + 3x 3 - 4x Notice the a 4 , a 2 and a terms are 0.0. 



g on 



resetJ 





-4 



3 



1 



ENTER | 



mm 




order to 0.0. 

i must enter i 
Enter the a, coefficient 
You must enter the 0.0 for coefficient a 2 . 
Enter the a 3 coefficient 
You must enter the 0.0 for coefficient a 4 . 
Enter the a 5 coefficient. Notice the polynomial order is 
five. 



After entering a polynomial you may exit the Enter Polynomial Coefficients dialog by keying on the 
I QUItI button. You will be returned to the screen that called the dialog. 

Solving Polynomials 

GSNumerics can quickly solve polynomials for a specific x value. This is done by using the Solve 
Polynomial dialog, that is selected from the POLYNOMIAL menu by keying on the Solve menu 
item. The Solve Polynomial dialog is shown in figure 4.2. This basic dialog will be used to do all 
polynomial operations except for the Enter Polynomial dialog and the Solve for Polynomial Roots 
dialog. As you cursor through the dialog, the dialog items will change, depending on which polynomial 
function you have seleced. You may toggle to the other polynomial operations screens, by clicking on the 
MQDEl button found on the screens. Clicking on the I MOPE 1 button will bring up the next polynomial 



operations screen. Clicking on the Iqoit| button, will return you to the Scientific Calculator main 
screen. 



POLYNOMIALS 88 



® PrtScrn 

aO = 2.000 
q2 = 8.196 
a4 = IJ 



At x = 

y = 



6.500 



Solve Polynomial 

al = -6.464 
a 3 = -4.732 



Sub x-reg 



Mi 



" e 9 



Div x-reg 



Lst Stack 



x-reg a 0.000 



INPUT 


RESET 


PTOR 


LAST 


MODE 


QUIT 


COMPUTE 



ENTER 



Figure 4.2 Solve Polynomial dialog 



The dialog box contains fourteen buttons, an edit line and one radio button. The 

e shown in the dialog box. The current polynomial in figure 4.2 is: 



current 



= x 4 - 4.7: 



+ 8. 



6.464x + 2 



Formula 4.10 



The value of the current x-reg, from the main calculator screen is also shown ( x-reg = 0.000 ). This 
is used in conjunction with the six vertical buttons to pass the result of a polynomial solution to the stack, 
for use in other calculations. The edit line is used to input the value of x, where the solution of the 
polynomial is required, and the solution is shown under the edit line ( y = 791.794 ). Notice that the 
format of the numbers will always be the format selected on the GSNumerics calculator screen, in this 
example it is fixed format with three digits after the decimal. If you wish to change the format of the 
numbers on a dialog screen, simply return to the Scientific Calculator screen, set the desired format, 
and return to the screen of interest. The radio button, in the upper left corner of the screen, labelled 
PrtScreen is used to print the dialog screen to the printer. It can be selected at any time and will print the 
dialog box, to the printer, in black and white mode. 
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Four of the horizontal row of buttons, across the bottom of the Solve Polynomial dialog, will be active. 
The other eight will be dimmed and inactive when the Solve Polynomial dialog is selected. The active 
buttons are explained in i 



IehterI 
I Quit I 

MODE | 



Thisb 
anew 
This 



is used to call the Input Polynomial diak 
ynomial, or edit the present ] 
enters an x 1 

at that value of x and displays the solution 





user wishes to enter 



dialog). By keying on this button* 



=. This button will 



Quits the Solve Polynomial dialog and returns the 
Scientific Calculator screen. 




continue to key on 



To demonstrate the solution of polynomials, we will solve the pol 



= x 5 + 3x 3 - 4x 



Formula 4.11 



If you do not have 



secuon. 



Solve the polynomial for x = 2: 
2 IehterI 



The correct answer is y = 48.0000. 



the polynomial for x = -.55: 
[enter I 



The correct answer is y = 1.6505. 



X — 1» 



enter I 



The correct answer is y = 0.0000. 



you can see, it is very easy to 
the Solve Polynomial dialog. 



s, even complicated polynomials, for any value of x 
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You may use the vertical buttons to 




solution onto 

x-reg by the solution or divide 
recall the last stack to correct the error, 
input an x value and solve the 



es you to use the 
calculations. In fact, you can push the 

the polynomial solution. If you make an error, you may 
stack buttons will be dimmed and inactive until you actually 
The I Lst Stack"! button will be inactive until 



are: 



Add x-req"| 



into the x-reg. 



Sub x-reg"l 



Mul x-reg] 



I D1y x-reql 
I Psti x-reql 



Lst Stack 1 Recalls the Last Stack to the stack registers. 



ynomial to the current x-reg value, and places the result 
of the polynomial from the current x-reg value, and places the 

mial solution j 
polynomial solution j 



i correct errors. 



t into the x-reg. 

■ the current x-reg value by the pol; 




Keying on the [mode] button will bring up the Integrate Polynomial dialog. You may move to 
Polynomial Operation dialog, without returning to the menu, by multiple keying on this button. 

Computing the Slope of a Polynomial 

■ problems involve finding the slope of a 

recognize this as 




y'(x) = (n)a n x*»-l + (n-l)a n .,x n - 2 + . . . . + 



Formula 4.12 



This may look difficult to you non -calculus users, but it is really very simple. For instance, consider 
taking the derivative of y(x) = x 4 - 2x 3 + 2x -1. You merely follow the rule expressed in formula 
4.12 as follows: 



(4)(l)x(*-D - (3)(2)xO-l> + <l)(2)x(l-l> 
4x 3 - 6x 2 +2x° = 4x 3 - 6x 2 + 2 



a 4.12 
Formula 4.13 
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The slope of the function y(x) = x 4 - 2x 3 + 2x -1 at x = 2 is 
Therefore, the slope of the function at x =2 is: 



the derivative solved for x = 2. 



= 4(2)3 . 6 (2)2 + 2 = 10 




Formula 4.14 



to approximate the slope of functions. GSNumerics 
i method outlined above, and solves the derivative at 
Therefore, for polynomial computations, the slope is exact, within computational 



its 




from other Pol 
dialog appears. 



select the Slope menu item from the POLYNOMIAL menu. The 
43 will appear on the screen. You may also select this screen 
the Imode] button, until the Polynomial Slope 



(•) PrtScrn 

aO = 2.000 
a2 = 8.196 
a4 = 1.( 



At X = 



3.000 



Slope = 22.947 



INPUT 



RESET 



Polynomial Slope 

al = -6.464 
a3= -4.732 



Add x-reg 



Sub x-reg 



Mul x-reg 



Div x-reg 



Psn x^rsg 



Lst Stack 



x-reg = 0.000 



PTOR 



LAST 



MODE 



QUIT 



COMPUTE 



ENTER 



1 4.3 Polynomial Slope dialog 
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This screen is very similar to the Solve Polynomial dialog and the buttons perform the same functions. 
The active buttons are exactly like those explained under the previous section. To compute the slope of the 
active polynomial, you merely input the x value where you want to compute the slope and the value of the 
slope at that point will be computed and displayed after the label Slope =. To demonstrate the 
computation of the slope of a polynomial, we will solve the following polynomial that was entered in the 
Entering Polynomial section : 



= x 5 + 3x 3 - 4x 



Formula 4.15 



If you do not have the polynomial entered, please enter it as shown in the Entering Polynomials 
section. 



Compute the slope y(x) = x 5 + 3x 3 - 4x of at x = 1: 

1 1ehter| The slope at x = 1 is y = 10.0000. 



the slope y(x) = x 5 + 3x 3 - 4x of at x = -0.75: 
-0.75 jEHTERl The slope at x = -0.75 is y = 2.6445. 



Compute the slope y(x) = x 5 + 3x 3 - 4x of at x = Pi: 

Pi 1 ENTER | The slope at x = Pi is y ■ 571.8719. 



Compute the slope y(x) = x 5 + 3x 3 - 4x of at x = Log(12.3): 

Log(l 2.3) 1ehter| The slope at x = Log(12.3) is y = 13.7465. 



You may perform the stack operations outlined in the Solve Polynomial section. The only difference is 
that you will be adding, subtracting, multiplying, dividing or pushing the slope of the polynomial to the 
stack instead of the solution. This will enable you to compute the slope of a polynomial and pass the result 
to the stack to use in other computations. Keying on the I MODE j button will bring up the Solve 
Polynomial dialog. 



To compute the slope of any polynomial, you merely input the polynomial using the Input Polynomial 
dialog, bring up the Polynomial Slope dialog ( either from the POLYNOMIAL menu or with the [MODE J 
button ) and enter the value of x at the point where you want the slope computed. 
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Computing the Area under a Polynomial Curve 

The third basic operation on polynomials is computing the area under the polynomial curve. This is 
expressed mathematically as: 

b 

area = Jf(x)dx 
a 

This is read as "the integral of f, with respect to x, from a to b". In non-calculus terms this tells us to 
compute the area under the function f(x) from x = a to x = b. To compute the area under a polynomial 
curve, you would first compute the "antiderivative" (a function whose derivative is equal to f(x) ), and 
then solve the "antiderivative" at x = a and at x = b. You would then subtract the solution at x = a from the 
solution at x - b. The result would be the area under the polynomial curve from x = a to x = b. The 

"antiderivative" or "integral" is called integration. 

We computed the derivative of y{x) = x 4 - 2x 3 + 2x -1 in the previous section. The derivative was 
determined to be 4x 3 - 6x 2 + 2. Therefore, x 4 - 2x 3 + 2x -1 is an "antiderivative" of the function 
4x3 . 6x 2 + 2. Therefore, the area under the curve 4x 3 -6x2+2 from x = 1 to x =2 of is computed 
as follows: 

2 

J(4x 3 - 6x2 + 2) dx = ((2) 4 - 2(2) 3 + 2(2)) - ((I) 4 -2(1) 3 + 2(1)) = 3 Formula 4.16 



As you can see, computing the area under the curve of a polynomial can be tedious and lends itself to 
errors. The above computation computes the area exactly. Some computer algorithms compute the area 
under curves using iteration techniques. GSNumerics actually integrates the polynomial and solves for 
the area as show in Formula 4.16. Therefore, the answers are exact, within the computational limits of the 
computer. 

GSNumerics will quickly, easily and accurately compute the area under a polynomial curve using the 
Polynomial Area dialog. You may select this dialog by selecting the "Area" menu hem under the 
POLYNOMIAL menu, or by keying on the I MODE | button from any Polynomial Operation dialog, until 



the Polynomial Area dialog appears. The Polynomial Area dialog is shown in Figure 4.4. 
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al = -6.464 
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Add x-reg 
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Mul x-reg 
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Figure 4.4 Polynomial Area dialog 

The Polynomial Area dialog is similar to the Solve Polynomial and Polynomial Slope dialog 
boxes, except for the addition of another edit line. If a polynomial has not been entered, the I ENTER | and 
|COMPUTe| buttons will be drawn undimmed and active. To compute the area, you first type the x = a 
value in the "From a" edit line and key on 1ehter| , You then type the x = b value into the "To b" edit 
line and key on the I ENTER) button. Finally, you click on the [COMPUTE | button and the area is computed 
and shown after the label "Area =". To demonstrate we will use Formula 4.15. If you do not have the 
formula entered, please enter it using the Input Polynomial dialog. 



Compute the area under the 

5 | ENTER | 

6 i ehter| 



rial curve y(x) = x 5 + 3x 3 - 4x from x = 5 to x = 6. 
Enter the first integration limit. 

Enter the second integration limit, then compute the area. 
The area under the curve from x = 5 to x = 6 is 5653.0833. 
This is show to the right of the label "Area =", beneath the 
"From a" label. 
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Compute the area under the 


1.5 







ENTER | 


COMPUTEl 



curve y(x) = x 5 + 3x 3 - 4 

Enter the first integration limit. 



x — 1,5. 



The area under the curve from x = 5 to x = 6 is 1. 1953. 



Compute the area unde r the 

-0.0124 | ENTER) 

-0.0225 j ENTER] ICOMPUTEI 



curve y(x) = x 5 + 3x 3 . 4x from x = _. 124 to x = -0.0225. 

Enter the second integration limit, then compute the area. 
The area under the curve from x = -0.0124 to x = -0.0225 
-0.0007. 




make these computations with 
stack buttons, as outlined in the 



the resultant area to 



you can 
ck, using the 



ous 



Polynomial Integration 

The process of integrating or finding the "antiderivative" of a polynomial was 
dous section. You will find it necessary to integrate polynomials in man; 




briefly in 

enj 



lomials is really 
polynomials of lower order wi 
high order and have n 
GS Numerics will integrate 




very easy and straight fo 
;er coefficients. Th 

It is very easy to make an error in 
to order nine quickly and 
using the Enter 




is especially true for 
when the polynomials are of 
the integration procedure. 
You will only need to 




to operating on polynomials 

would be a polynomial of order 



ten, you can t integrate an 



You can activate the Integrate Polynomial dialog box by se 
POLYNOMIAL menu. You can also use the I MODE | button on 
to the Integrate Polynomial dialog. 




item from the 
screen to move 



is shown in figure 4.5. 
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ilynomial dia 



The operation of the Integrate Polynomial dialog is very simple. When you bring up the dialog, four 
buttons are active. They are the |lHPUT| , I MODEL |C0MPUTE| and IQUItI buttons. If you do not have a 
polynomial entered, the IcomputeI button will be inactive. You may enter a new polynomial at any time 
by keying on the |ihput[ button. To integrate the current polynomial just key on the ICQMPUTEj button. 




you mistakenly integrate a polynomial, or to \ 
polynomial. The[ 

if you wish to compute 
return to the original polynomial for further computations. 




This allows you to undo an error if 
return to the original 
the Last Stack, to recover from 
of a polynomial, but want to 



To demonstrate the Integrate Polynomial dialog, input the following polynomials by keying on the 
button to bring up the Input 
outlined earlier in the chaptei 
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COMPUTEl 



ICOMPUTEl 



= 0.333x 3 + L5x 2 - 2x + 0. 
x 5 - 4x 3 - 2x 2 + 3 
y{x) = 0.166x* - x 4 - 0.666x 3 + 3x + 0. 



ICOMPUTEl The integral 



2x + 3 



= O.lx 10 - 1.65x 4 - 1.00x2 + 3x + 0. 



iter 



Enter 



is 



= O.lllx* - 0.263X 8 . 0.414x7 + 2 x + 0. 



— 



The integral is y(x) - 0. 
0.494x 2 - 0.265x 



+ 3.12x 2 + .987* - 0,265 



0.308x 5 - 0.688x 4 + 1.040x 3 + 





term will always evaluate to zero when integrating a polynomial. Commonly this is replaced 
lown constant 'c' in the indefinite integral. You should include the 'c' when writing the integral 
have integrated many large polynomials, with non-integer coefficients, you will 
umerics 



Polynomial Differentiation 

Differentiation of a polynomial is the problem of finding the polynomial whose "antiderivative" or integral 

Slope computations. The Differentiate Polynomial dialog is show in Figure 4.6. You may bring up 
this dialog by selecting the Differentiate item from the POLYNOMIAL menu, or by using the 1 MODE I 
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Add x-reg 



Sub x-reg 



Mul x-reg 
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When you bring up the dialog, four buttons are active. They are the I INPUT | . |mope| , |comfute| and 
IooitI buttons. If you do not have a polynomial entered, the |C0MP0Te1 button will be inactive. You 
may enter a new polynomial at any time by keying on the IwputI button. To differentiate the current 
polynomial just click on the |C0MPUTE| button. After you have computed the polynomial derivative, the 



I LAST] button will be activated, allowing you to replace the computed derivative with the 
polynomial. This allows you to undo an error if you mistakenly differentiate a polynomial, or want to get 
the derivative of a polynomial and then return to the original polynomial. 



To demonstrate 
button to bring 
outlined earlier in the chapter 





dialog, and following the procedure 



Enter and differentiate the polynomial 
ICOMPUTEl The derivative is 



= x 3 - 4x 2 - 2x + 3 
| = 3x 2 - 8x - 2. 
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Enter and differentiate the polynomial f(x) = 2x 5 - 2.5x 3 - 2.8x 

COMPUTE | The derivative is y(x) = 10x 4 - 7.5x 2 - 2.8. 



Enter and differentiate the polynomial f(x) = x 8 - ,715x 7 - .365x* - .765x 4 + 2.564x 2 + 3 

COMPUTE | The derivative is y(x) = 8x 7 - S.OOSx* - 2.190x s - 3.060x 3 + 5.128x 

Multiplying Polynomial hv Binomials 

As was shown in Formula 4.5 all polynomials can be expressed as the product of binomial terms. To be 
specific, a polynomial of order n, can always be expressed as the product of n binomial terms, the roots 
of which are the r n values of the individual binomials. Therefore, if we wish to construct a polynomial 
with roots at know locations, we multiply the n individual binomial terms, containing the roots as the r„ 
values, and we will end up with an n th order polynomial with roots at the r n locations. We may also 
multiply any polynomial , by a binomial term and create a new polynomial of order n+1, containing the 
root in the binomial term. The binomial terms are called the factors of the polynomial. 

If the binomi al term is complex, we will end up with a n+2 order polynomial, containing the complex root 
and it's complex conjugate as roots. You can't add only one complex root, since they will always occur in 
complex conjugate pairs. As an example, suppose you want to find a polynomial that contains roots at 2, 
3, and -4. The procedure to follow in building this polynomial is as follows: 

y(x) = (x - 2) (x - 3) (x + 4) = X 3 - X 2 - 14x + 24 Formula 4.17 

If you solve the above polynomial at x = 2, x = 3, or x = -4, you will see that they are indeed roots of the 
polynomial. Suppose you wanted to add a complex root at 1 - i. Since complex roots always occur in 
pairs in polynomials with real coefficients, we would have to do two binomial multiplications: 

y(x)= (x - 1-i) (x - 1+i) (x 3 - x 2 - 14* + 24) = x 5 - 3x 4 - 10x 3 + 50x 2 - 76x + 48 

We now have an order five polynomial with three real roots and a complex conjugate pair of roots. 
Construction of polynomials and adding roots to existing polynomials is done using the Binomial 
Multiplication dialog shown in Figure 4.7. 
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Multiplication 



The Binomial Multiplication dialog can be invoked by selecting the Binomial Multiplication item 
from the POLYNOMIAL menu, or by using the I MODE | button from another polynomial dialog. When 
you bring up the dialog, seven buttons are active. They are the I INPUT | , |mqde| . 



QUIT | 



RESET | , PTQR | and j ENTER j buttons. After you have computed a binomial multiplication, the |LAST| 



button will be activated, allowing you to replace the computed polynomial with the original polynomial. 
This allows you to undo an error if you mistakenly multiply a polynomial, or want to multiply a 
polynomial and return to the original polynomial. The I PTQR | button allows you to convert complex roots 
input in polar format to rectangular format, prior to doing a multiplication. The Binomial 
Multiplication routine will not compute properly unless the complex roots are input in rectangular 
format . The I RESET | button allows you to reset the polynomial coefficients to zero, without going 
through the I ENTER | sequence. 



To multiple monomials you first input the root on the two edit lines in the 
labelled "Imag" is equal to zero, the program will do a real root multiplication. If the "Imag" 
contains a non-zero value, the multiplication will be a complex multiplication. 




POLYNOMIALS 101 



When doing a complex multiplication you need only to input one of the complex 
program will supply the other root and do the multiplication for both roots. In this case, the order of the 
resulting polynomial will be increased by two. Since GSNumerics is limited to polynomials no bigger 
than order ten, you can't multiply an order nine polynomial by a complex root, since this would result in 
an order eleven polynomial. You also can't mulitply a tenth order polynomial, since j 
in an eleventh order polynomial. 



If you initiate a multiplication with all polynomial coefficients equal to zero, the program assumes you are 
building a new polynomial and will set the constant term to 1.0 prior to doing the multiplication. This 
enables you to reset the polynomial coefficients to zero and build an order one polynomial, without having 
to enter an a coefficient equal to 1.0 with the Input Polynomial dialog. 



To demonstrate the Binomial Multiplication, we will some build polynomials with the following examples: 



Build a polynomial with real roots at -1, -2, and -3 



-1 
-2 

-3 



RESET | 


ENTER | 


COMPUTE | 


enter] 


compute) 


ENTER | 


COMPUTE | 



Creates binomial y(x) = x + 1 

Creates polynomial y(x) = x 2 + 3x + 2 

Creates polynomial y(x) = x 3 + 6x 2 + llx + 6. This is 

a third order polynomial containing roots at the desired 

locations -1, -2 and -3. 



Build a polynomial with real roots at 1 and 2 and a pair of complex roots a 3 - i and 3 + i 



1 

2 
3 
-1 



RESET | 


ENTER | 


computeI 


enter! 


compute! 


enter! 


enter! 


compute! 



Creates binomial y(x) = x - 1 
Creates polynomial y(x) = x 2 - 3x + 2 
Input the real part in the Real Root edit line 
Input the imaginary part in the Imag edit line. This creates a 
fourth order polynomial containing the desired roots. 
= x 4 - 9x 3 + 30x 2 - 42x + 20. 



Given the polynomial x 3 - 3.4x 2 + 2.5 x - .5, add real roots at 0.5 and 0.75 to the polynomial. 
You must first enter the given polynomial using the Input Polynomial dialog. 
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.5 
.75 



I ENTER | [COMPUTE | 



Add root at 0.5. y(x) = x 4 - 3.9x 3 + 4.2x 2 - 1.75x + 
0.25 

Now add the second root a 0.75. 

y(x)= x5 - 4,65x<* + 7.125x3 - 4.90x 2 + 1.562x - 
0.188 



Notice how the program supplied the constant 1 .0 to the polynomial when you used the | RESET | button to 
set all coefficients to zero. 



As you can see it is easy to add roots to an existing polynomial or to construct polynomials with roots at 
know locations using the Binomial Multiplication dialog. These are very important concepts. 
Electrical engineers use polynomials and their root locations to build electronic filters of different types. 
These are used in building your stereo receivers and television sets. Also, automatic feedback control 
systems, used to control aircraft, space vehicles and other machinery items depend heavily on polynomial 
roots for their design. Having the tools to quickly build polynomials with roots at know locations, will 
allow you to study polynomials graphically, and leam more about their characteristics. 

Division of Polynomials bv Binomials 

The division of a polynomial by a binomial can be used to determine if a specific value of x is a root of a 
polynomial or to reduce a polynomial to one of lower order. If the binomial divisor is not a factor of the 
polynomial, the binomial division will return a remainder. If the divisor is a factor of the polynomial, the 
remainder will be equal to zero. Binomial Division and Multiplication, give the user complete control of 
constructing and decomposing polynomials into their individual parts. 



You can call the Binomial Division dialog by selecting Binomial Division item from the 
POLYNOMIAL menu, or by using the iMODEl button from another Polynomial Dialog. The Binomial 
Division dialog is shown in Figure 4.8. 



ihput| 


mode|. 


COMPUTE | . 





ptor| and |EHTER| buttons. After you have 



a binomial division, the I last] button will be 



activated, allowing you to replace the computed polynomial with the original polynomial. This allows you 
to undo an error if you mistakenly divide a polynomial, or want to divide a polynomial without disturbing 
the original polynomial. The I PTOR | button allows you to convert complex roots input in polar format to 
rectangular format, prior to doing a division. The Binomial Division routine will not compute properly 
unless the complex roots are input in rectangular format . 
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I Binomial 



To divide monomials you first input the root on the two edit lines in the dialog. If the second edit line 
labelled "Imag" is equal to zero, the program will do a real root division. If the "Imag" edit line contains 
a non-zero value, the division will be a complex division. When doing a complex division you need only 
to input one of the complex conjugate roots. The program will supply the other root and do the division 
for both roots. In this case, the order of the resulting polynomial will be decreased by two. 

The polynomial y(x) = x s - 10x 4 + 43.75x3 - 102.5x 2 + 124x - 60 contains a pair of complex 
roots at 2 - i2 and 2 + i2. Reduce the polynomial to a third order polynomial and determine if 1.5 is a real 
root of the polynomial. 




using the Enter Polynomial dialog. Do that now, then: 
in the Real Root edit line 
part in the Imag edit line. This creates a third 
order polynomial. The remainder is zero, confirming 2 + i2 and 2 
i2 are roots. 

x3 - 6x2 +11.75x - 7.5. 
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1.5 [EHTER[ [COMPUTE | This returns the polynomial y(x) = x 2 - 4.5x + 5, The 

remainder is zero. Therefore, 1.5 is a real root of the polynomial. 



Divide y(x) = x 3 - 2.5x 2 + 3.1x - .75 by the binomial x + 1. Note that division by x + 1 is the 
same as looking for a root of - 1. Is it a root? If not, what is the remainder? 

You must first enter the polynomial using the Enter Polynomial dialog. Do that now, then: 

-1 lEHTERl jcOMPUTEj Returns y(x) = x 2 - 3.5x + 6.6 with a real remainder of -7.35. 

Therefore, - 1 is not a root of the polynomial. 

A bit of caution is in order here. Computers do not compute numbers exactly. In fact, some numbers 
can't be represented exactly in the digital form used by a computer. Even though a factor may indeed be a 
root of a polynomial, the program may return some small value as a remainder. This is due to internal 
rounding and truncation errors. This will occur most often with higher order polynomials, and especially 
when dividing by complex factors. If you obtain a remainder that is very small, say less than le-12, you 
can be sure that the factor is very close to a root if not actually a root. For most practical purposes, you 
can consider it to be a root of the polynomial. It is not always possible to determine the exact values for 
the roots of a polynomial. GS Numerics gives you three ways to look for polynomial roots. Binomial 
division is the first tool. In the next section we will discuss the GSNumerics Polynomial Rootfinder. 
This is a better tool to determine the roots of a polynomial. In a later section, we will show you how to 
look for polynomial roots graphically. Mathematics is not always exact. Consider the fact that pi is a never 
ending, non-repeating number, that does not have an exact value. 

The Polynomial Rootfinder 

The Polynomial Rootfinder will find all real and complex roots and compute the error in the solutions, by 
substituting the computed roots back into the current polynomial and displaying the result. To use the 
Polynomial Rootfinder, select the Roots menu item from the POLYNOMIAL menu. This menu item 
will only be active when a polynomial has been entered by using the Input Polynomial dialog or by 
constructing a polynomial with the Binomial Multiplication dialog. 

The Polynomial Rootfinder will find all of the real and complex roots of a polynomial up to order ten. The 
Polynomial Rootfinder dialog is shown in Figure 4.9. 
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FIGURE 4.9 Solve For Polynomial Roots dialog 

The Polynomial Rootfinder operates on the current polynomial, that is the polynomial entered with the 
Input Polynomial dialog or a polynomial created with the Binomial Multiplication dialog. To use 
the Polynomial Rootfinder, you must first enter a polynomial, using one of these two options. If you have 
not entered a polynomial, the Roots menu item, on the Polynomial menu will be disabled and you will 
not be able to select the Roots dialog. 



The dialog contains two sets of three radio buttons labelled "ITER" and "ERROR". The Rootfinder uses 
an iteration algorithm to compute the roots, and these radio buttons set the number of iterations the 
Rootfinder will go through before quitting and the level of accuracy desired in the result. For instance, if 
you select the "ITER" radio button "10" and the "ERROR" button "e-18", the Rootfinder will iterate 

i polynomial with an error not exceeding le-18 or ten iterations have 
3. It is recommended that you use the default values of ten iterations and error value of le- 
18. You may speed up the process somewhat by selecting an error level of le-6, but the solutions will not 
be as accurate. You may try twenty or thirty iterations. This will only improve the error in a sma 
of cases, and may significantly increase the computation time. 
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The following buttons are used to select operations on the Roots dialog: 



This button initiates the polynomial roots solution. GSNumeries < 
that is set when the current polynomial roots have been solved with the Polynomial 
Rootfinder. If the roots have been solved, this button will be disabled, except when 
you first enter the dialog from the menu. Changing either the "ITER" or 
"ERROR" will reset the solved flag to "notsolved" and enables this button. 




I errors have been selected, the 1 
display back to the polynomial roots. The root errors are always < 
format, since the magnitude of the error is the best indication of how accurate the 
roots were computed. This button is disabled, unless the polynomial roots have 
been solved. 

Only five roots or errors are displayed on the screen at one time, 
current polynomial is greater than five, this burton will be i 
select the second page, where roots (or errors) six through ten are i 
Keying on this button will toggle between page one and page two. It is disabled, if 
the polynomial roots have not been solved. It will not be present on the screen, if 
the order of the polynomial is less than six. 

Changes the root display to polar format. Dimmed and disabled when the roots are 
displayed in polar format. 

Changes the root display to rectangular format Dimmed and disabled when the 
roots are displayed in rectangular format. 




The stack operation buttons perform the same function as previously described, except the user can select 

Operations". When this option is selected , a stack operation will only involve the real part of the 
polynomial root , and the operation will not be a complex operation. If this option is not selected , the 
operation will be complex and will involve both the real and imaginary parts of the polynomial root. 

The specific root to be added, subtracted, multiplied or divided is determined by the radio buttons to the 
immediate left of the label "rl Real=", "r2 Real='\ etc. If the radio button to the left of "r5 Real=" is 
selected, the real and complex part of root number five will be used in any complex stack operation, or 
only the real part of root number five will be used in stack operations, if the "Real Stack Operations" 
option is selected. 
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We will work a few problems, finding all of the real and 
Polynomial Root Finder. 

Find the all real and complex roots of the polynomial y(x) - x 3 - 3.6x 2 - 6.25x + 9.9. 
determine the error in each root solution. You must first enter the polynomial using the Input 
Polynomial dialog, then select the Polynomial Roots dialog. 



i SOLVEl This initiates the root solution 
completed it's 

rl Real = 
r2 Real - 
r3 Real = 

The roots are 1.1, -2.0 



■ will have 



will be shown as follows: 
1.100 Imag = 0.000 

-2.000 Imag = 0.000 

4.500 Imag = 0.000 

.5. All three roots are real. 



|ri/Err| 



errors : 



The errors ; 



displayed in polar format. 

el Mag = 0.000 
e2 Mag = 0.000 
e3 Mag = 0.000 

return to the roots display by 



Ang = 0.000 
Ang = 0.000 
Ang = 0.000 
on the |ri/Err| button. 



Find all roots of the polynomial y(x) - x 6 - 5.60x 5 + ll.llx 4 
+ 0.036. Enter the polynomial using the Input Polynomial dialog. 



11.356x3 + 4 t 5i x 2 . o.708x 



SOLVEl 



initiates the root solution. 




I P*GE | 



= 0.1000 

r2 Real = 0.2000 

r3 Real = 0.3000 

r4 Real = 1.000 

r5 Real = 1.000 
l must page to see root six. 

r6 Real = 3.000 



Imag = 



Imag = 



will have 



0.000 
0.000 
0.000 
-1.000 
1.000 



Imag = 0.000 



The real roots are at 0.100, 0.200, 0.300 and 3.000. There is a complex conjugate 
pair of roots at 1 + i and 1 - i. 
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Special Polynomial Operators 




Calculator Input Register, 
appropriate Polynomial dialog: 



the 




Resets all polynomial coefficients to zero, 
with an Alert dialog box asking if you are sure you want to zero i 
Sets an individual polynomial coefficient n to a value c. For example PC [3,4.5, 
sets the current polynomial coefficient a 3 to the value 4.5. 

: current polynomial. For example, the string 
new polynomial y(x) = x 2 - 3.2x +4.5 as the current 
polynomial. Zero coefficients 






ial x 4 + 3. The 

= I to x 2 = u, wit 



following string is an equivalent entry PI [1,0,0,0,3. 
Initiates a polynomial graph of the current ] 
graph clip limits (optional) of cl and c2. For example, 
graph the current polynomial from x = -2 to x = 2. The string PC [0,4,.!,-. I 
j current polynomial from x = to x = 4, with graph clip limits set to 
An equivalent entry would be PG[,4,.l,-.l. The program will 
zero. 




The 
the polynomial 



some routine 



on poi 



screens. 



GSNumerics provides file 



a Session, 
menu item. 




you to store polynomials and their solved roots to i 
at anytime, for further use. In addition, if the user 
and roots (if solved) will be recalled with the Session 



To save a polynomial file, select the Save Polynomial 
Standard File dialog comes up, enter the name ui 

To recall a polynomial, select the Load Polynomial File 



og appears, 




the current polynomial, 
menu. When the 





on Open. The selected polynomial file will be loaded into the program. Caution: 
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recalling a polynomial file will replace the current polynomial with the polynomial in the file. The current 
polynomial will be lost 
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FUNCTIONS 



The Function Operations dialogs are used to do computations on non-polynomial functions. 
Although, you may enter polynomials and do polynomial computations with the Function Operations 
dialog, the computations will not be as accurate and will take longer, than if done with the Polynomial 
Operations dialogs. 

GS Numerics can analyze any valid function y(x), that is input according to the rules outlined in the 
Direct Function Entry Section of Chapter 2 (SCIENTIFIC CALCULATOR). Examples of valid 
functions are: 

1. sin(x)/cos(x) 

2. Iog(a) A 3.2*int(acos(.978)) 

3. d+e/v*sin(pi/3) 

When analyzing functions, you should be aware of the fact that the function parser replaces the value in the 
memory location with the input independent variable x, and the memory location value will be 
lost. For example, if you solve a particular function for x = 1.23, the memory location will be 
assigned the value of x = 1.23 by the function parser. Function operations rely heavily on the [X| to 
memory locations. Many functions will be entered in terms of constants a through z, with the constants 
referred to in the functions. Caution: don't assign a constant to the memory location I XJ. since it will be 
changed by the parser. If you do this, the solution will not be as you expected, in fact, it will be in error. 
Other memory location values are left untouched during function operations. 

Five operations are available with the Function Operations dialogs: 

1. Input a new function. This becomes the current function. 

2. Solve the current function for a specific x value. 

3. Compute the slope of the current function at a specific value of x. 

4. Find a real root of the current function, between two specific x values. 

5. Compute the area under the function curve, between two specific x values, using either 
the Trapezoidal, Simpson or Romberg method of integration. 

You may select a specific Function Operations dialog, by selecting the item from the FUNCTION 
menu. 
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Entering Functions 

To enter a new function select the item from the FUNCTION menu. This will bring up the Function 
Entry dialog shown in FIGURE 5.1. 



Enter Function A 
Function Input Register 



sin(12*x)*Cx"2-l)-0.5 



©Function A 
O Function B 



QUIT 



SWAP A-B 1 1 ENTER 



FIGURE 5.1 Function Entry dialog 



The Function Entry dialog contains one edit line and one I ENTER | button. When the dialog first 
appears, the current function is displayed in the edit line. If no function has been entered, the edit line will 
be blank. To enter a new function you merely type in the function and click on the I ENTER | button. When 
you click on the I ENTER | button, the program checks the function for validity. If it is a valid function, 
adhering to the rules of Direct Function Entry, the Function Entry dialog will close returning you to 
the calling screen. You may use the Cut (<3-x), Copy (6-c) and Paste (6-v) operations to edit a 
function. You may highlight and select areas of the function by dragging the mouse. 

If the entered function is not valid, you will be returned to the Function Entry dialog after clicking on 
the l EHTER l button, and the function will drawn in reverse highlight. This will alert you to the fact that the 
entered function was not a valid function. The system will sound a "beep" to alert you that an invalid 
function has been entered. Remember that functions must be entered exactly as they are shown on the 
Scientific Calculator screen and only those functions with an asterisk (*) following them, are valid in 
Direct Function Entry. They are not case sensitive, SIN(X) will get the same result as sin(x). 



You may use the cut, copy and paste operations to make changes to function that has already been entered. 
Of you don't know how to use the cut, copy and paste, you will find this explained in the manual that 
came with your Apple IIGS, 
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Solving a Function for x 

The basic function operation is solving a function for a given x. You may solve a function for any x by 
first selecting the Solve Function item from the FUNCTION menu. This will bring up the Solve 
Function dialog shown in FIGURE 5.2. 



© PrtScrn 
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FIGURE 5.2 Solve Function dialog 

This dialog contains one edit line and eleven buttons. It also shows the current contents of the [a] to [~L] 
memory locations. This is to assist you in using the memory constants a-1 in function operations. The 
contents of the Scientific Calculator x-reg are show to the right of the label "x-reg=" and there is a 
"y=" label where the solution will be shown. 



The current function will be shown in the window title bar. Clicking on the I INPUT TCH] button will 
bring up the Function Entry dialog, allowing you to edit the current function or input a new current 
function. The I MODE [ button is used to advance to the next Function Operations dialog, without 



having to return to the main menu. The I QUIT | button is used to quit the Function Operations dialog 
and return to the Scientific Calculator screen. 
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The j Add x-reql . 1 Sub x-reql | Mul x-reql | Div x-rey] , 1 Psh x-regl and I Lst Stack~| 

buttons are used to do stack operations with the results obtained when solving the current function. This 
enables you to use the Function Operations dialogs to obtain solutions to problems and use them in 
larger problems using the Scientific Calculator. The label "xreg=" shows the current value of the x- 
reg. This will be updated, to the correct value as you do stack math operations, using the stack buttons. 
You can undo errors with the | Lst Stack~| button. To solve the current function you input the value of x, 
where you wish to solve the function, and press the [return] button or click on the I ENTER] button. The 
solution is then displayed to the right of the label "y=". 



The following edit line entries are valid: 



1. Entering a number, followed by the I ENTER | button or [return] key, will enter the number as 
the x and solve the equation. 

2. Entering a function, using direct function entry, will set the value of x to the function value, and 
solve the current function at that x. 

3. Entering a memory assignment with direct function entry (i.e. a = 2.35 or c = sin(b)/cos(d) ) 
assign the result of the function to the referenced memory location, and will not solve the 
function. This allows you to change the value of the constants assigned to the current function. 



We will now enter a function and solve it at various x values. 



log(x)*x A 2 



33.2 

c=2.4 

c 

3*pi 



fact(x)/x 



5 

23 



ENTER | 



I ENTER | 



This will bring up the Function Entry dialog. 
Enter function and return to the Solve Function dialog. 
The current function is now y(x) - log(x)*x 2 . It is displayed in 
the window title bar. 

Solves for x = 33.200 and displays the answer y - 1676.659. 
Sets memory location c to a value of 2.4. 
Solves for x = 2.400 and displays the answer y = 2.190. 
Solves the function x = 3*pi = 9.425 then solves the current 
function for x - 9.425 and displays the answer y = 86.541. 
input FCH | This will bring up the Function Entry dialog. 

Enter function and return to the Solve Function dialog. The 
current function is now y{x) - fact(x)/x. It is displayed in the 
window title bar. 

Solves for x = 5.000 and displays the answer y - 24.000. 
Solves for x = 23.000 and displays the answer y = 1.124e+21. 



ENTER | 



ENTER | 



ENTER | 
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int(ln(98654)/10) 



Solves the function x « int(In(98654)/10) then solves the 
current function for x and displays the answer y - 1.000. 



It is very easy to solve function for various values of x using the Solve Function dialog. 



Solving for the Siooe of a Function 

To solve for the slope of the current function you will use the Function Slope dialog, shown in 
FIGURE 5.3. You may select this dialog by selecting the Slope item under the FUNCTION menu, or 
by clicking on the button from another Function Operations dialog until the Compute Function 
Slope dialog appears. 



® PrtScrn 
x= 



45.000 



y = 0.707 



xreg= 123.543 
a= 23.456 
c= 1 1.987 
e= 0.000 
g= 0.000 
i= 0.000 
k= 0.000 



Compute Function Slope 



b= 13.654 
d= 0.000 
f= 0.000 
h= 0.000 
j= 0.000 
1= 0.000 



INPUT FCN 



QUIT 



MODE 



Add x-reg 



Sub x-reg 



Mul x-reg 



Div x-reg 



Psh x-reg 



Lst Stack 



COMPUTE 



ENTER 



FIGURE 5.3 Compute Function Slope dialog 



This dialog operates exactly like the Solve Function dialog, except it computes the slope at the input x 
value, rather than solving the function for x. The slope is shown to the right of the label "y"'. This is 
read as "y prime of x='\ 
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When solving for the slope of functions involving trigonometric functions you must input the angle in the 
same units as the calculator Angle Mode setting on the Scientific Calculator. In other words, if the 
function contains trigonometric functions and you have the calulator set to Degrees Mode, you must 
input the angles in degrees. 

CAUION; 

Computation of the slope of general functions using digital computers is difficult. You must be careful if 
the function slope is steep (i.e. it's absolute value evaluates to a large number), since the answer returned 
by this computation may not be accurate in such cases. I f the slope returned by this computation is larg e, 
you should check it bv other means, prior to using the computed slope in other calculations . 

We will now input some functions, and solve for the slope at different points. 



2*cbrt(x) 

33.2 
ln(x) 



3 

6.5 



ehterI 



IHPUT FChI This will bring up the Function Entry dialog. You will enter the 
function as explained in the first part of this chapter. 
Enter function and return to the Solve Function dialog. The 
current function is now y(x) = 2*x M/3 . It is displayed in the 
window title bar. 

Solves for x = 33.200 and displays the answer y = 0,065. 



ehterI 

INPUT FCfT| 

ehterI 



ehterI 



Enter function and return to the Solve Function dialog. The 
current function is now y(x) = ln(x). It is displayed on the 
window title bar. 

Solves for x - 3.000 and displays the answer y - 0.3333. 
Solves for x = 6.500 and displays the answer y = 0.1538. 



2*sin(x)*cos(x) 

35 
pi 



IHPUT FCHl 

ehterI 



ehterI 
ehterI 



Enter function and return to the Solve Function dialog. The 
current function is now y(x) = 2*sin(x)*cos(x). It is displayed 
in the window title bar. 

Compute the slope at x = 35.000 degrees. The slope is y' = 
0.6840. 

The slope is y' = 2.000. 
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tan(x) 

56.3 
45.0 
89.95 



IHPUT FCnI 

enter! 



ENTER I 



ENTER] 



Enter function and return to the Solve Function dialog. The 
current function is now y(x) = tan(x). It is displayed on the 
window title bar. 

Compute the slope at x - 56.300 degrees. The slope is 
f = 3.2483. 

Compute the slope at x = 45.0 degrees. The slope is 
y' = 2.000. 

The computed slope is y' = 1323834.015. Better check this one. 
Look at the large slope. The actual slope of tan(x) at x = 89.95° is 
y* = 1313122.873!!! 



Computing the Real Roots of a Function 

To compute the real roots of a function, select the Roots item under the FUNCTION menu. This will 
bring up the Compute Function Roots dialog shown in FIGURE 5.4. 



(•) PrtScrn 
x1 = 



x2= 



340.000 



380.000 



Root= 360.000 
Err= 0.000 

xreg= 123.543 
a= 23.456 
c= 1 1.987 
e= 0.000 
g= 0.000 
i= 0.000 
k= 0.000 



Compute Function Roots 

Qe-6 O e_10 O e - 14 ®e-T8 
Q6 ®9 Q\2 Q15 



yl = -0.342 
y2= 0.342 

b= 13.654 
d= 0.000 
f= 0.000 
h= 0.000 
j= 0.000 
1= 0.000 



Add x-reg 



Sub x-reg 



nul x-reg 



Div x-reg 



Psh x-reg 



Lst Stack 



INPL 



J L 



rni 



ENTER 



FIGURE 5.4 - 



ion Roots dialog 
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The Compute Function Roots dialog has the eleven buttons contained on the previous dialogs, plus 
eight radio buttons. The radio buttons are are divided into two groups. The first group of four buttons is 
labelled "e-6", "e-10", "e-14", and "e-18'\ The second group of four radio buttons are labelled "6", 
"9", "12", and "15". Computation of function roots is an iteration algorithm and these buttons set the 

will go through in computing the solution and the amount of error 
ution. The iteration process will end when either the number of iterations selected have 

to a point the error is less than the error set with the radio button, 
se the user has selected the "e-6" error limit and the "9" iteration button. When the 
computed root substituted for x is less than le-6, the iteration will 
■ or iterations reaches the limit of 9 before the current function is solved to a value 
the iteration will end. Most roots are best found using the initial settings of "e-18" 
or 15 iterations, may give a slighdy better answer, but will extend the 
root. You can speed up the process by selecting 6 iterations, if the answer is 




terminate, 
not exceeding 




jting roots, the user must supply two initial guesses that straddle a root. These guesses are 
entered in the two edit lines labelled "xl=" and "yl=". The two labels "yl=" and "y2=" will show the 
solution of the current function when solved for the initial guesses Xj and x 2 . The function value will be 



continue. 




with the (return] key or by clicking on the |ehi 
a root, you will be 




of the current function is less than zero and the other solution of the 
than zero. If the guesses do not straddle a root, the root finder will alert the user with 
must straddle a function root yl * y2 < 0.0" and beep the computer 




COMPUTEl key will start the root finder 

=", and the 

error will be shown to the nght of the label "Err". Remember, the error is 
function solved with x equal to the computed root. If the root computation is exact, the error will be zero. 




>w. The Graph Function dialog can be used in conjunction 

Selection is made with the cursor on each side of a root. The range upper and lower 
to the Compute Function Roots dialog automatically. When you leave the graph 
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graph dialog and return to the Compute Function Roots dialog, these values will be in the "xl=" and 
"x2=" edit lines. You may ten click Icompute} to compute the root. This allows you to visually located 
the approximate position of roots with the graph dialog and then compute them exactly with the roots 
dialog. We will now compute the roots of several functions. 



Find a root of the function y(x) = 2*sin(12*x)+(l-x 2 ) between 1.1° and 1.4°. Make sure the trig 
mode is set to degrees (DM) before doing this calculation. 



2*sin(12*x)+(l-x A 2) 

U 
1.4 



mm 



enter! 



Enter function and return to the Compute Function Roots 
dialog. 

Enter xl = 1.100°. yl = 0.247. 

Enter x2 = 1.400°. y2 = -0.382. We know a root is straddled 
since yl > 0.000 and y2 < 0.000. 

Root = 1.228°. Err = 0.000. The function has a real root 
located at x = 1.228°. 



Does the function y(x) = 2*sin(12*x)+(l-x 2 ) have a root between 0.700 and 1.200? Enter the 
function with using the Function Entry dialog. 



-1 
-3 



Enter xl = 0.700. yl = -0.8022. 

Enter x2 = 1.200. y2 = 0.0574. We know a root is not 

straddled since yl > 0.000 and y2 > 0.000. 



Does the function y(x) - 2*sin(12*x)+(l-x 2 ) have a root between 0° and -10°? 



-0 
-10 



ENTER | 
ENTER | 



Enter xl = 0.000°. yl = 1.000. 

Enter x2 = -10.000°. y2 = -100.732. There is a root since 
yl * y2 < 0.000. 

Root = -0.813°. Err = 0.000. 



Does the function y(x) = 2*log(x) * e x have a root between 0.1 and 5.0? 



-0 
-10 



ENTER | 
ENTER | 



Enter xl = 0.100. yl = -2.2103. 
Enter x2 = 5.000. y2 = 207.4727. 
Root = 1. 000. Err = 0.000. 
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Computing the Area under a Function Curve 

The fourth type of function calculation is computing the area under a function curve, between two points 
Xj and x 2 . This type of problem is encountered quite frequently in engineering and science. Computing 
areas under curves is called integrating the function f(x) from a to b, and is shown in math terms as: 

b 

area = ff(x)dx 
a 



This is read as "the integral of f, with respect to x, from a to b". Computation of the integral is done using 
the Compute Function Area dialog. You may select this dialog by selecting the Area item under the 
FUNCTION menu or by clicking on the I MOPE I button, when you are in another Function 
Operations dialog. The area computation is always done on the current function, that is entered using 
the Function Entry dialog, as demonstrated earlier in this chapter. 



The Compute Function Area dialog is shown in Figure 5.5. This dialog is very similar to the 
Compute Function Roots dialog, covered in the previous section. 



© PrtScrn 
From: 
To: 



0.000 



90.000 



Area = 57.296 
del= 0.000 

xreg= 123.543 
a= 23.456 
c= 1 1.987 
e= 0.000 
g= 0.000 
i= 0.000 
k= 0.000 



Compute Function Area 

Oe-6 Qe-10 Oe-14 ©e-18 

06 09 Q\2 OlS 

©Romberg OSiropsonQTrapezoid 



b= 13.654 
d= 0.000 
f= 0.000 
h= 0.000 
)= 0.000 
1= 0.000 



Add x-reg 



Sub x-reg 



Mul x-reg 



Div x-reg 



Psh x-reg 



Lst Stai 



INPUT FCN 



QUIT 



MODE 



COMPUTE 



ENTER 



FIGURE 5.5 Compute Function Area dialog 
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There are three addition radio buttons on this dialog. They are labelled "Romberg", "Simpson" and 
"Trapezoid", These are three "orders" of integration, with Trapezoid being the lowest order and 
Romberg being the "highest" order. Normally, the higher order integration method will yield the best 
results. The "lower" order types are somewhat faster, and may yield good results on smooth functions, 
while the "higher" order integration is slower and will yield better results on functions whose graphs are 
not really smooth. The three types of integration are included in GSNumerics to allow the user to 
investigate the results when using different types of integration. When first studying integration, it is not 
unusual to do Trapezoid and Simpson integrations "by hand", to demonstrate the idea. You will normally 
use the Romberg integration, when solving for areas, since the answer will normally be more accurate. 

As explained in the previous section, integration is an iteration process. We suggest you use the default 
settings of "e-18" and "9", since this is a good trade-off for speed and accuracy. Selecting "12" or "15" 
iterations will lead to excess computation times and is not necessary in most cases. You may speed up the 
process by selecting "6" iterations and the error limit "e-6", but the answers will not be as good. These 
decisions are up to the user, depending on what type problem is being solved and how accurate the 
answers need to be. 

The area under the curve is displayed to the right of the label "Area=". Integration is a technique of 
dividing the area into small pieces and summing these pieces. The "del =", means "delta area" and tells 
you how big the last small area added to the total area was. Each iteration will add a smaller delta to the 
total. Thus, "del =" is an indication of how close the computation is to the actual area. If the area is 
exact, the "del =" term will be zero. 



To compute an area you enter the lower limit of integration "a" in the first edit line labeled "From" and the 
upper limit of integration "b" in the second edit line labeled "To", then click on the |compute| button. 
After a short time for computation, the area will be displayed by the label "Area =" with the delta shown 
by the "del =" label. To demonstrate the use of the Compute Function Area dialog, we will compute 
some function areas. 



Compute the area under the curve 2*sin(12*x)+(l-x 2 ) from a = 0.00 to b = 1.5. If the function is not 
entered, enter it using the Function Entry dialog. Make sure the calculator trigmode is set to degrees. 



0.0 
1.5 



ENTER | 



Enter the lower limit of integration a - 0.000. 
Enter the upper limit of integration b = 1,500. 
The result is Area =3.0924. 
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Compute the area from a = 1 .5 to b = 0.0 for the same function. 



1.5 
0.0 



EHTERl 
ENTER I 



Enter the lower limit of integration a = 1.5. 

Enter the upper limit of integration b - 0.0. 

The result is Area = -3.0924. The area is negative, since the limits 

were reversed. We would expect this to be the result of reversing 

the integration limits. 



Compute the area of the of y(x) = log(x)+e x sin(3x) from x = 1 to x = 6. 



INPUT FCHl 



log(x)+ee A x*sin(3*x) 



1.1 
1.4 



ENTER | 



Enter function and return to the Compute Function 
Roots dialog. 

Enter lower limit of integration a - 1.000. 
Enter upper limit of integration b = 6.000. 
This one takes several seconds to do the computation. The area 
under the curve from 1.000 to 6.000 is Area = 106.788. 

Special Function Operators 

The following operators, when input into the Scientific Calculator Input Register, will perform the 
following polynomial operations, without bringing up the appropriate Function dialog: 



FI[(fcn) Inputs a new current function. For example F[sin(2*x)/ln(x), will 

replace the current function with the function sin(2*x)/ln(x). 
FG[l,u,cl,c2 Initiates a function graph of the current function from x x = I to x 2 = u, 

with graph clip limits (optional) of cl and c2. For example, the string 
FG[-2,2 will graph the current function from x = -2 to x = 2. The string 
FG[0,4,.l,-.l will graph the current function from x = to x = 4, with 
graph clip limits set to 0. 1 and -0. 1 . An equivalent entry would be 
FG[,4,.l,-.l. The program will supply the implied zero. 



The special operators provide a fast method for performing routine polynomial tasks. By using the special 
operators, you may enter a new function or graph the existing function, without being required to bring up 
the appropriate dialog. 
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Function File Operations 

GSNumerics provides file operations to allow you to save the current function to a data file on disk, 
when a Session Save is done. The saved function will be recalled as the current function when you do a 
Session Recall. The Session Save and Session Recall operations are initiated by selecting them 
under the FILES menu. 



FUNCTIONS 123 



FUNCTIONS 124 



MATRICES 



A rectangular array of numbers enclosed by a pair of brackets is called a matrix. The order of a matrix is 
given by the number of rows and columns the matrix contains. The general form of a matrix is shown in 
Figure 6.1, for a matrix with m rows and n columns. This would be an order m by n matrix. 

a n a i2 * ■ • a in 
a 21 a 22 • • ■ a 2n 



a mi a in2 • • ■ a mn J 

Figure 6.1 Matrix definition 

A square matrix is a matrix that has the same number of rows and columns. A symmetric matrix is a 
square matrix whose off diagonal, symmetric elements are equal (i.e. a J2 = a 21 , a I3 = a 31 , a 2 4 - 
a 42 ). Two off diagonal elements are symmetric, if their subscripts are the same when reversed, and they 
contain the same numerical value. The diagonal of a square matrix is the elements a u , a 22 , 
a 3 3,...,a mil . The square matrix, whose off diagonal elements are all equal to zero, and whose diagonal 
elements are equal to one is called the Identity matrix, normally designated by I. Several examples of 
matrices are shown in Figure 6.2 
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- 1 


3 
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3 
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5 


2 
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2 


7 


1 
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3 


7 


1 
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- 4.5 


8 


3 - 




- 5 


1 


3 - 




- 


c 


1 - 



Figure 6.2 Types of Matrices 



In Figure 6.2 matrix A is a 3 x 2 matrix, matrix B is a 3 x 3 square matrix, matrix C is a 3 x 3 
symmetrical matrix and matrix I is a 3 x 3 identity matrix. A matrix may have complex elements, in 
which case it is called a complex matrix. Figure 6.3 shows a 3 x 3 complex matrix. 

" 1.0 + 13.4 3.0-12.1 5.2 + 16.1 " 

6.2 - i6.0 -7.0 + 16.2 1.0 - iO.O 

- 4.5 + il.7 8.O-H2.0 3.0 + i2.0 - 
Figure 6,3 Complex Matrix 
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GSNumerics provides the operations for either real or complex matrices shown in Figure 6.4. Matrix 
operations that involve two matrices such as Addition, Subtraction and Multiplication, operate on two user 
input matrices A and B, with the result of all matrix operations, being placed in the result matrix R. The 
user may swap the elements of the input matrices A and B, or copy the elements of the result matrix R to 
either matrix A or B. 



input IVldlrlX 


IIipilL a leal Ul UUIIipiCX IIlaUlA 


iviainx Auauiun 


A jf t-ri Y Hi +i r\rt r*f twin matr-if^c ( A -I- Tt\ TIir nnmhfr rftwc in A 
IVldlTlX dQQlUUTl OI IWu TXldLUiLC^ \l\ t D}* lilC llUllJUCl UI 1UW> 111 

mn«t ennal the nnmhpr (\f rnwi in Tt and the columns of A trilist cQual 

the columns in B. 


Matrix Subtraction 


Matrix subtraction of two matrices (A - B), The number of rows in A 
must equal the number of rows in B and the columns of A must equal 
the columns in B. 


Matrix Multiplication 


Matrix multiplication of two matrices (A * B). The number of columns 
in A must equal the number of rows in B. The resultant matrix R will 
have the same number of rows as A and the same number of columns as 
B. 


Compute Transpose 


The transpose of an m x n matrix will be an n x m matrix. 


Scalar Multiplication 


Multiplies each element of a matrix by a real or complex scalar constant. 


Compute Determinate 




Matrix Inversion 


Inverts a square matrix and computes the matrix determinate. 


Matrix Memory 


Save user input matrices or result matrices in either of two matrix 
memory locations for later recall and use. 


Stack Operations 


Permits the user to pass the determinate of matrices to the stack, using 
the math operators: add, subtract, multiply, divide and push. 


Matrix Files 


Allows the user to save matrices and results of matrix operations to disk 
files, and to recall these files for later use. 


View Matrix 


Allows the user to view the contents of matrices, with complex matrix 
elements displayed in either rectangular or polar format. 



Figure 6.4 



To initiate matrix operations select the Operations item from the MATRIX menu. The Matrix 
Operations dialog is shown in Figure 6.5. 
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Matrix A 



Real a[ 3, 9] 



I mag a[ 3, 9] 



60.234 



Row 



Matrix Size = 10 x 10 
^ Symmetric Entry 

Determinate 
Real = -16.928 
lmag= 78.915 

® Matrix A 
O Matrix B 
O Matrix R 



VIEW 



PTOR 



RESET 




O Scalar Mult 
O Mat A + Mat B 
O "at A - Mat B 
O Mat A * Mat B 

O Transpose Matrix 
© Invert Matrix 
O Determinate 

O Swap A - 8 
O Copy R to A 
O Copy R to B 

O View Polar 
® View Rect 

O Memory 
O 



QUIT 



EXEC 



ENTER 



Figure 6,5 Matrix* 



Matrix operations are done using three matrices. Matrix A and Matrix B are user matrices and are used to 
input the user matrices. Matrix R is the result matrix and will contain the result of matrix operations. 
Matrix R can't be edited or changed by the user. Matrices A and B are the operands of matrix operations 
involving one or two matrices. The label at the top center of the screen tells the user which matrix is 
currently being represented on the screen. The current matrix in Figure 6.5 is Matrix A. The current 
matrix is selected by keying on one of the radio buttons in the left, lower corner of the dialog. These radio 
buttons are labelled: "Matrix A", "Matrix B'\ and "Matrix R ". If the result matrix R is empty, the 
"Matrix R" button will be disabled. 



Matrices A and B can be in either of two modes, the entry mode or the view mode. Matrix R will 
always be in the view mode, when it is shown on the screen. If A or B is in the entry mode, either 
one or two edit lines will be on the screen, depending on whether the matrix has been defined as a real or a 
complex matrix. If they are in the view mode, the edit lines will not be on the screen. If a matrix is 
complex and is in the view mode, the two radio buttons labelled "View Polar" and "View Rect" will 
be enabled. 
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The Matrix Operations dialog contains two scroll bars for scrolling through the current matrix. The top 
bar scrolls the matrix columns and the bottom bar scrolls the matrix rows. The matrix size is always 
shown, on the left side of the screen, under the row scroll bar. 



Beneath the matrix size label is a check box control labelled "Symmetric Entry". This is used to enter 
symmetric matrices. If this control is selected the user needs to only enter the off diagonal terms of a 
matrix one time, and the program automatically enters the corresponding symmetric entry. For example, 
with the control selected (indicated by a check in the control), entry of a number in element a 12 , will 
automatically enter the same number in element a 2 i, entry of a number in element a 13 , will automatically 
enter the same number in element a 31 , etc. This can save considerable time and cut down the chance for 
error when entering symmetric matrices. The "Symmetric Entry" check box must not be selected when 
non-svmmerric matrices are entered . This control is disabled if the current matrix is not a square matrix, 
since only a square matrix can be symmetric. 

The determinate of the current matrix is shown under the symmetric entry control If the current matrix is 
a complex matrix the determinate will have two parts, a real part and an imaginary part Real matrices will 
only display a real part. If the determinate has not been computed, this determinate will display "Not 
Computed" for the determinate values. The determinate display is labelled "Determinate" and the 
individual parts are labelled "Real =" and "Imag 



Real Matrix Data Entry 

To enter data into the elements the user will first select either the A matrix or B matrix. This is done by 
keying on either the "Matrix A" or "Matrix B" radio buttons in the lower, left of the screen. The user 
then clicks on the 1 RESET | button to bring up the Reset Matrix dialog, shown in Figure 6,6. 



ROWS 9 
COLS 9 



Reset Matrix A 



( MAX SIZE 10 x 10) 



WARNING:The reset button will set all elements to zero. 

© Real Matrix 
O Complex Matrix 



CLR R 



RESET 



CANCEL 



Figure 6.6 Reset Matrix dialog 
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The Reset Matrix dialog contains two edit lines to input the row and column size of the new matrix. 
Two radio buttons labelled "Real Matrix" and "Complex Matrix" let the user select the type of matrix 
to be entered. After setting the proper row and column sizes and selecting the type of matrix, using the 
radio buttons, clicking on the I RESETj button will zero all matrix elements, set the row and columns, set 
the matrix type and return the user to the Matrix Operations dialog. The operation may be cancelled by 
clicking on the |CAHCEL| button. The |CLR R| button allows the user to clear the elements of the result 
matrix R to zero, if desired. The label at the top of the screen tells the user which matrix is being reset. 
You are now ready to enter element values. 



Three types of entry are possible when entering values into the matrix edit lines: 



1. Entering a number, followed by the I ENTER | button or [re-turn] key, will enter the number as 
the matrix element and advance the matrix element indicator. 

2. Entering a valid function, using direct function entry, will set the matrix element to the value of 
the function and advance the matrix element indicator. 

3. Entering a memory assignment with direct function entry (i.e. a - 2.35 or c = sin(b)/cos(d) ) 
will not advance the matrix element indicator or enter the number as the matrix element value. 
This allows the user to build a single matrix element that is a combination of several functions. 
The matrix element can be set to the result by referencing the memory location, using direct 
function entry. 



To demonstrate how to enter a new matrix, we will enter the following matrix into the A matrix. Select the 
A matrix with the "Matrix A" radio button. 



1 3 5 

2 7 1 
L 4.5 8 3 J 



3 
3 



TAB 



RESET | 



This brings up the Reset Matrix dialog box. 

Enter the number of Rows. Then use the "TAB" key to move to 

the Cols edit line, or click the mouse in the Cols edit line. 

Enter the number of columns. Click on the "Real Matrix" Radio 

button to set type of matrix to real. 

Return to Matrix Operations dialog. 
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The matrix is not symmetric, so we can't use the "Symmetric Entry" mode. 



1 

3 
5 
2 
1 
1 

4.5 

8 

3 



ENTER | 



I ENTER | 



Enter element a n . 
Enter element a !2 . 
Enter element a 13 . 
Enter element a 21 . 
Enter element a 22 . 
Enter element 823. 
Enter element a 31 . 
Enter element 832- 
Enter element a 33 . 



This completes the entry of the matrix elements. Notice that the following radio buttons, located on the 
right side of the Matrix Operations dialog are now enabled: "Scalar Mult", "Transpose Matrix", 
"Invert Matrix", "Determinate", "Swap A - B", and "Memory". These are all valid operations for 
a single, square matrix. If the matrix was not a square matrix, the "Invert Matrix" and "Determinate" 
radio buttons would be disabled. GSNumerics will only activate those buttons that are valid operations 
for the matrix or matrices entered. 



Now enter the following matrix into matrix B. Select matrix B by clicking on the radio button "Matrix 
B". Notice that this is a symmetric matrix ( a 12 = a 2) , a 13 = a 31 , and a 23 = a 32 ). 



- 2 


1 


6 " 


1 


8 


4 


- 6 


4 


5 - 



RESET I This brings up the Reset Matrix dialog box. 

3 I TAB I Enter the number of Rows. Then use the "TAB" key to move to 

the Cols edit line, or click the mouse in the Cols edit line. 
3 ' n :r :nr number of columns. Click on the "Real Matrix"' Radio 

button to set type of matrix to real. 
[RESET! Return to Matrix Operations dialog. 



Since you had selected matrix B, the Reset Matrix dialog title was "RESET MATRIX B", and the 
operations only changed matrix B. 
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We know the matrix is symmetric, so select symmetric entry by clicking on the "Symmetric Entry" 
radio button. 



2 


ENTER | 


Enter element a n . 


1 


ENTER | 


Enter element aj 2 . 


6 


ENTER | 


Enter element a 13 . 


8 


ENTER | 


Enter element a 22 . The program put a 2 i in for you. 


4 


|EEO| 


Enter element a 23 . 


.5 


ENTER | 


Enter element a 33 . The program put ^ and ^ in for you, since 






you selected symmetric entry. This saved you three entry steps. 



You will see that three additional radio buttons have been activated on the right had side of the Matrix 
Operations dialog. The additional activated buttons are: "Mat A + Mat B", "Mat A ■ Mat B" and 
"Mat A * Mat B". These are valid operations for two matrices of the same size. Notice how 
GS Numerics will only allow valid operations to be performed on matrices. If a particular operation is 
invalid, the corresponding radio button will be disabled, and you will not be able to select it 

Matrix Memory Operations 

We may save either the A, B or R matrices in two memory matrices MM1 and MM2. They can be 
recalled for use at a later time. We will now save the two matrices A and B, using the Matrix Memory 
Operations dialog and recall them later in this chapter. The Matrix Memory Operations dialog is 
shown in Figure 6.7. 



MATRIX MEMORY OPERATIONS 



© Save Matrix A to MM 1 
O Save Matrix A to MM2 

O Save Matrix B to MM1 
O Save Matrix B to MM2 

O Save Matrix R to MM 1 
O Save Matrix R to MM2 



O Recall MM 1 to Mat A 
O Recall MM2 to Mat A 

O Recall MM 1 to Mat B 
O Recall MM2 to Mat B 



EXEC 



QUIT 



Figure 6.7 Matrix Memory Operations dialog 
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You can bring up the Matrix Memory Operations dialog by clicking on the radio button labelled 
"Memory", located at the right of the screen, near the bottom. When the screen comes up you will see 
that only the "Save Matrix A to MM1", "Save Matrix A to MM2", "Save Matrix B to MM1", 
and "Save Matrix B to MM2" radio buttons are enabled. The buttons will only be enabled if the 
matrix or matrix memory location contains data. 



Save matrix A into MM1 by clicking on the "Save Matrix A to MM1" radio button and then clicking 
on the I EXEC | button. Save matrix B into MM2 by clicking on the "Save Matrix B to MM2" button 
and then clicking on the I EXEC | button. This will enable the "Recall MM1 to A", "Recall MM2 to 
A", "Recall MM1 to B" and "Recall MM2 to B" radio buttons, since these memory matrices now 
contain data. Return to the Matrix Operations dialog by clicking on Iquit| . 



Complex Matrix Data Entry 

Entering complex matrices is as easy as entering real matrices. The only difference is that you must enter 
two numbers for each element, the real part and the imaginary part. Complex matrix elements must be 
entered in rectangular form. If vou enter elements in polar form, matrix ope rations w ill not compute 
correctly . If the matrix elements you are going to enter are in polar form, use the PTOR | button to convert 
them to rectangular form, after entering the elements. The conversion will assume the trig mode set on 
the Scientific Calculator Screen . If the polar format is expressed in degrees, make sure you have 
selected the degrees mode on the Scientific Calculator Screen. 



Now enter the following complex matrix into matrix A. Select matrix A by clicking on the radio button 
"Matrix A". Notice that this is a symmetric matrix ( a 12 = a 2 i, a I3 = a 31 , and a 23 = a 32 ). 



1 Z3Q0 -2 - i3 
-2 - i3 5 - i5 



2 + il 
4 Z37.5 



- 2 + il 4Z37.50 3 - 13 - 



reset| 



3 
3 



I reset! 



This brings up the Reset Matrix dialog box. 

Enter the number of Rows. Then use the "TAB" key to move to 

the Cols edit line, or click the mouse in the Cols edit line. 

Enter the number of columns. Click on the "Complex Matrix" 

Radio button to set type of matrix to complex. 

Return to Matrix Operations dialog. 
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We know the matrix is symmetric, so select symmetric entry by clicking on the "Symmetric Entry" 
check button. Also, make sure the trig mode is in degrees mode, since the matrix contains complex 
elements expressed in polar degrees form, that must be converted to rectangular form. 



! 

30 

-2 

-3 

2 

1 

5 

-5 

4 

37.5 

3 

-3 



PTORl 



ENTER I 



mm 



mm 



Enter element a n polar magnitude, then enter the polar angle. 
Converts the polar form to rectangular form and enters element. 
Enter element real. 
Enter element a l2 imaginary. 
Enter element a l2 real. 
Enter element a 13 imaginary. 
Enter element a 22 real. 
Enter element a 22 imaginary. 

Enter element polar magnitude, then enter the polar angle. 
Converts the polar form to rectangular form and enters element. 
Enter element 833 real. 
Enter element 833 imaginary. 



The symmetric entry feature saved you six data entry steps. 
Matrix View Mode 

The matrix view mode is used to view matrices only. You can't edit matrices or call matrix functions 
when in the view mode. To view a function in view mode, you simply click on the | VIEV| button. 
You may return to the entry mode by again clicking on the I VIEV| button. If the radio button labelled 
"Matrix R" is enabled, indicating the result matrix R contains matrix data, clicking on the "Matrix R" 
button will put you in the view mode. If you click on the I VIEV| button while viewing the R matrix, you 
will be returned to the matrix you were in when you called the view mode. When in this mode you 
cursor through the matrix using the scroll bars. The view mode allows you to see complex matrices in 
polar format. If the view mode matrix is complex the two radio buttons "View Polar" and "View 
Rect" are enabled. 

To see the view mode in action, set the current matrix to A and click on | viEv) , Now click on "View 
Polar" Using the scroll bars, you will be able to review the matrix elements, of the complex matrix we 
input in the previous section, in polar format. Return to the entry mode by clicking on the I VIEV| 
button. 



MATRICES 133 



Matrix Addition 

To demonstrate matrix math operations, we will use the A and B matrices you input and saved in the 
previous section and saved in MM1 and MM2. Please recall these functions now, by clicking the 
"Memory" radio button. When the Matrix Memory Operations dialog comes up, click on "Recall 



MM1 to A" followed by a click on the I EXEC | and then click on "Recall MM2 to B" follow ed by a 
click on the I EXEC| button. Return to the Matrix Operations dialog by clicking on the [P UIT | button. 
This puts the original A matrix data back into the A matrix and the original B matrix data back into the B 
matrix. 



To add the A and B matrix click on "Mat A + Mat B" then click on the I EXECl button. After a short 
pause for calculation the "Matrix R" radio button will be highlighted, signifying that a solution is stored 
in the R matrix. Click on the "Matrix R" radio button and the view mode will be automatically 
invoked. You may now confirm the following, by inspecting the R matrix elements, using the scroll bars 
to cursor through the elements. 





- 1 


3 


5 - 




- 2 


1 


6 " 




- 3 


4 


11 - 


A + B = 


2 


7 


1 


+ 


1 


8 


4 


= R = 


3 


15 


5 




- 4.5 


8 


3 - 




- 6 


4 


5 - 




- 10.5 


12 


8 - 



Return to the entry mode by clicking on the I VIEV) button. 



Matrix Subtraction 

To subtract matrix B from matrix A you simple click on the "Mat A - Mat B" button and then click on 
the I EXECl button. Do this and confirm the following by looking at the of elements matrix R in the view 
mode. 





" 1 


3 


5 " 




" 2 


1 


6 " 




~ -1 


2 


-1 " 


A-B = 


2 


7 


1 




1 


8 


4 


= R = 


1 


-1 


-3 




- 4.5 


8 


3 - 




- 6 


4 


5 - 




- -1.5 


4 


-2 - 



Notice that matrix math operations do not change either the A matrix or the B matrix. If you want to save 
the result matrix R, you can use the Matrix Memory Operations dialog to save it in MM1 or MM2. 
You may also place the R matrix in either matrix A or matrix B by using the "Copy R to A" or "Copy 
R to B" options. The "Swap A and B" option will exchange the A and B matrices. After choosing 
one of these options, vou must click on I EXEC| to execute the option. 
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Matrix Multiplication 

To multiply matrix B by matrix A click on the "Mat A * Mat B" button and then click on the I EXEC | 
button. Do this and confirm the following by looking at the elements of matrix R in the view mode. 





- 1 


3 


5 ~ 




* 2 


1 


6 - 




" 35 


45 


43 - 


A * B = 


2 


7 


1 


* 


1 


8 


4 


= R = 


17 


62 


45 




- 4.5 


8 


3 - 




- 6 


4 


5 - 




- 35 


80.5 


74 - 



Matrix Transpose 

To compute the transpose of a matrix select the desired matrix by clicking on the "Matrix A" or "Matrix 
B" button, click on the "Transpose Matrix" radio button and click on |EXEC[ , Compute the transpose 
of matrix A. First click on the "Matrix A" radio button to make A the active matrix. Compute the 
transpose of A and confirm the following by viewing the R matrix. 

T 





" 1 


3 5 " 




- 1 2 


4.5 " 


A T = 


2 


7 1 


= R = 


3 7 


8 




- 4.5 


8 3 - 




- 5 1 


3 - 



Matrix Inversion and Determinants 

To invert a matrix click the "Invert Matrix" radio button and click the I EXEC | button. The current matrix 
will be inverted and the result placed in the R matrix. Invert the A matrix and confirm the following by 
viewing the R matrix. 

- 1 



A-l = 



1 
2 

L 4.5 



3 
7 
8 



5 1 
3 -I 



- R - 



-0.1884 
0.0217 
L 0.2246 



-0.4493 
0.2826 
-0.0797 



0.4638 1 
-0.1304 
-0.0145 J 



Notice the matrix determinant is now shown as Real, = -69.0000. You could also compute the 
determinant directly by clicking on the "Determinant" radio button and the clicking on EXEC| , This wilt 



compute the determinant more quickly, especially on large matrices. You get the determinant automatically 
when you compute the matrix inverse. 

Now confirm the following A * A -1 = I. A matrix multiplied by its inverse is equal to the identity 
matrix. First copy the R matrix to B using the "Copy R to B" button followed by the lEXECl button. 
This puts the inverse calculated in step one above into the B matrix. 
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Do the multiplication by clicking on the "Mat A * Mat B" radio button followed by I EXEC I . Review the 
resulting R matrix in the view mode. 



A * A i = 



1 3 5 1 

2 7 1 

4.5 8 3 



-0.1884 -0.4493 0.4638 ~] 
0.0217 0.2826 -0.1304 
0.2246 -0.0797 -0 



= R = 



1 
1 
1 



Matrix Scalar Multiplication 

You may multiply a matrix by a real or complex scalar, by using the Scalar Multiplication dialog. You 
may bring up the Scalar Multiplication dialog by first clicking on the "Scalar Mult" radio button, 
then clicking on the I EXEC | button. The Scalar Multiplication dialog is shown in Figure 6.7. 



SCALAR MULTIPLICATION MATRIX A 



Real 



imag 



123.693 



60.234 



PTDR 



EXEC 



CANCEL 



ENTER 



Figure 6.7 Matrix Scalar Multiplication dialog 

To multiply a matrix by a scalar, enter the rectangular components of the scalar into the edit lines and then 
click the button. If the Imaginary part of the scalar is zero, the program will do a real scalar multiplication. 
If the Imaginary part of the scalar is non-zero, the program will do a complex scalar multiplication. The 
result is placed into the R matrix. Multiplying a real matrix by a complex scalar will result in a complex 
matrix result. Scalars must be input in rectangular format. Use the I PTOR 1 button to convert scalars input 
in polar format. Any matrix operation, combining a real and a complex matrix, will result in the R matrix 
being complex. All matrices are stored as complex matrices. When you designate a matrix as real, the 
program simply puts 0.0 in each of the complex elements, and ignores them in real operations. 



To demonstrate scalar multiplication, do the following scalar multiplication: 
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2 Z350 * A = 



r 1.6383 + il. 1472 4.9149 +13.4415 8.1915+i5.7358 
3.2766 + 12.2943 11.4681 + 18.0301 1.6383 + 11.1472 
L 7.3724 + 15.1622 13.1064 + 19.1772 4.9149 +13.4415 



To do this multiplication select the Scalar Multiplication dialog from the A matrix entry screen by 
clicking "Const Mult". Then do the following: 



2 
35 



PTOR | 



EXECl 



Enter the scalar magnitude. 

Enter the scalar angle and convert to rectangular. This enters the 
rectangular Nform of the scalar. 

This initiates the scalar multiplication and returns you to the 
entry screen. 



The resultant matrix R can be examined using the view mode to confirm the above multiplication. 



Matrix Stack Operations 

You may do stack operations with the determinants of matrices. If the active matrix determinant has been 
computed, the "Stack" radio button will be activated. Clicking on the "Stack " button will bring up the 
Matrix Stack Operation dialog shown in Figure 6.8. 



MATRIX A STACK OPERATIONS 



CAdd x 


-y Reg 


CSub x- 


-y Reg 


CMul x-y Reg 


CDiv x- 


-y Reg 


Push x- 


-y Reg 


Last x- 


-y Reg 



Determinant Matrix A 
Real = 265.87 
lmag = 42.57 

x-reg = 76 38 
y-reg = 1 4.83 



QUIT 



Figure 6.8 Matrix Stack Operations dialog 
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if the current matrix is a complex matrix, the x-reg and y*reg values will be shown, along with the Real 
and the Imaginary parts of the Determinant, The stack operations will be complex operations and will 
perform complex pushes to the stack. If the current matrix is a real matrix, the x-reg and Real part of the 
determinant will be shown and all stack operations will be real. 

Matrix File Operations 

You may save and recall individual matrices or all matrices (A, B, R, MM1, MM2) to disk files. The 
process of saving all matrix files at one time is called a Matrix Session Save. All matrices are also 
saved and recalled when you use the Session Save/Recall menu items in the FILE menu. When a 
matrix is saved, the determinant is saved, if it has been computed. To save matrix files, use the Save 
Matrix Files dialog shown in Figure 6.9. You may call this dialog by selecting the Save Matrix File 
menu item in the MATRIX menu. This menu item will be disabled if none of the matrix storage locations 
contains a matrix. 



SAVE MATRIX FILES 



© Save Matrix Session 

O Save Individual Matrix File 



O Save Matrix A 
O Save Matrix B 
O Save Matrix R 



O Save Matrix MM 1 
O Save Matrix MM2 



EXEC 



QUIT 



Figure 6.9 Save Matrix Files dialog 



To save a Matrix Session you click on the "Save Matrix Session" radio button and click on the [EXEC| 
button. The Standard File Save dialog box will then appear, allowing you to name the file and 
complete the save. 



To save an individual matrix file click on the "Save Individual Matrix File" button. The individual 
matrix buttons will then be enabled, if they contain a matrix. You then select the matrix you wish to save 
by clicking on the appropriate radio button (i.e. "Save Matrix MM1" would save the MM1 matrix) and 
then clicking on the I EXECj button. The Standard File Save dialog box will then appear, allowing you 
to name the file and complete the save. 
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To recall matrix select the "Load Matrix Files" menu item from the MATRIX menu. The Load 
Matrix Files dialog will then appear. This dialog is shown in Figure 6. 10, As you can see, this dialog 
operates exactly like the Save Matrix Files dialog dialog, except you are recalling stored matrices to the 
program, when using the Load Matrix Files dialog. 



LOAD MATRIX FILES 

(?) Load Matrix Session 

O Load Individual Matrix File 



O Load to Matrix A 
O Load to Matrix B 



O Load to Matrix MM 1 
O Load to Matrix MM2 



EXEC 



QUIT 



Figure 6.10 Load Matrix Files dialog 



To load a Matrix Session click on the "Load Matrix Session" radio button and then click the I EXEC | 
button. The Standard File Recall dialog will then appear, allowing you to select the particular Matrix 
Session file to be recalled and to complete the load operation. 



To load an individual matrix file click on the "Load Individual Matrix File" and click on the radio 
button indicating where you wish the recalled file to be placed (i.e. clicking on "Load to Matrix B" will 
cause the file to be loaded into matrix B"). A final click on the I EXEC | button will cause the Standard 
File Recall dialog to appear, allowing you to select the particular matrix file to be recalled. 
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LINEAR SYSTEMS 



As we progress in math we find that many practical problems reduce themselves to finding the 
simultaneous solution to a system of two or more linear equations. Generally these systems have more 
than one unknown or independent variable. The general form of a system of linear equations is shown in 
Figure 7.1: 

a n x i + a 12 x 2 + ■ • ■ + a ln x B = b„ 

a 21 x l + a 22 x 2 + • * • + a 2n x ii ~ b„ 



a n i x i + a n2 x 2 + - . ■ + a nD x n = b n 

Figure 7.1 System of Linear Equations 

where the a terms are the coefficients, the b terms are the constants and the x terms are the unknowns. 
This system would be called a system of n equations in n unknowns. The problem is to find the values 
of Xj, x 2 , . , ., x n that solve each of the equations simultaneously. Systems of linear equations are best 
solved by putting them in the matrix form and using matrix operations to find the solutions. The equations 
of Figure 7.1 are shown in matrix form in Figure 7.2: 



' a„ 


a 12 


. . a ln 




x l 






a 2 i 


a 2 2 


• • a 2n 




x 2 




b 2 


<- a mi 


a im 


* * * • 




_ x 3 _ 




_ b 3 _ 



Figure 7.2 Matrix Form oiLinear System 

where the matrix containing the ay terms is called the coefficient matrix, the matrix containing the Xj terms 
is called the solution matrix and the matrix containing the bj terms is called the constant matrix. 

Systems of linear equations may be either real or complex. Real systems will have real ay, Xj and b( 
terms. Complex systems of equations will have complex ay, X| and bj terms. GSNumerics can solve 
systems of linear equations, either real or complex, of up to ten equations in ten unknowns. The program 
will also compute the errors in the solutions by substituting the xi terms back into the equations and 
finding the difference between the constant term and the computed solution, for each equation in the 
system. 
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Consider the following system of four equations in four unknowns: 

3xj - 6\ 2 + x 3 + 2x n - 13 
5x 1 + 3x 2 - x 3 + 4x n = 2 
2xj + 4x 2 - 3x 3 + 2x„ = 
3xj + 3x 2 - 7x 3 + 6x n = -2 

In matrix form this system is expressed as: 



" 3 


~6 


1 


2 






~ x l ~ 




" 13 - 


5 


3 


-1 


4 










2 


2 


4 


-3 


2 






*3 







- 3 


3 


-7 


6 






- X 4 - 




- -2 - 



The following complex system: 



(1 + i3)x x - (2 + i2)x 2 + (2 - i2)x 3 - 4 - i2 
(4 + il)x x - (1 - i3)x 2 + (2 + i6)x 3 = 1 - i7 
(1 + i5)x, - (9 + i4)x 2 + (3 - il)x 3 = 5 + i2 

is written in matrix form form as follows: 
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The Xj terms will be complex in the complex matrix. Complex matrices are identical to real matrices 
except that it takes two values to represent each number in a complex matrix. Solution of a set of complex 
equations involves a larger number of operations, since all operations must be done using complex 
arithmetic. 

All complex number data must be entered in rectangular format. The solutions will be incorrect if you fail 
to convert numbers entered in polar form to rectangular form, prior to doin? calculations . 
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Entering Real Linear Systems Data 

To enter a system of linear equations you must first tell the program the size of the system to be solved. 
You do this by selecting the Reset item from the LINEAR SYSTEMS menu. This will bring up the 
Set System Size dialog. This dialog is very simple and contains one edit line labeled System Size 
and an I OK b utton. Enter the size of the system and click on the |0K| button and you will be returned to 
the Scientific Calculator Screen. To enter a system with real number elements, select the Enter 
Real System item on the LINEAR SYSTEMS menu. This will bring up the data entry screen used to 
enter the matrix data. The Real Matrix Data Entry is shown in Figure 7.3. 



© 



PrtScrn 



al 3, 9] 



Real Matrix Data Entry 




Figure 7.3 Real System Data Entry dialog 



This dialog screen contains one edit line, labelled a[3,9]. This edit line is used to input the coefficients 
and constants. The scroll bars labelled Col and Row are used to cursor through the matrix when 
reviewing or editing individual elements. The size of the system is shown with the the label N = 10. A 
check mark control, labelled Symmetric Entry, is used to assist in the entry process when the 
coefficient matrix is symmetrical. Using Symmetric Entry will enable you to enter symmetric matrices 
more quickly and with less chance of making an error in the entry process. After a number is entered, you 



may press the [return) key or click on the |ehter| button to enter the number. The I QUIT] button is used 
to return to the calculator screen. 



mm matrix element for each row has been entered the edit line label will change to 
ij. This will indicate you are to input the constant coefficient for that row. It will revert back to indicate 
a coefficient entry for the next row (i.e. a[i+l,l] ), after the constant has been entered. 
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Three types of entry are possible when entering values into the matrix edit lines: 



1. Entering a number, followed by the I ENTER | button or { return) key, will enter the number as 



the matrix element and advance the matrix element indicator. 

2. Entering a valid function, using direct function entry, will set the matrix element to the value of 
the function and advance the matrix element indicator. 

3. Entering a memory assignment with direct function entry (i.e. a = 2.35 or c = sin(b)/cos(d) ) 
will not advance the matrix element indicator or enter the number as the matrix element value. 
This allows the user to build a single matrix element that is a combination of several functions. 
The matrix element can be set to the result by referencing the memory location, using direct 
function entry. 

We will enter the following real system of three equations in three unknowns. 

3xj - 6x 2 + x 3 = 13 
5x l + 3x 2 - x 3 = 2 
2x, + 4x 2 - 3x 3 = 



Prior to starting the input process select the Reset item from the LINEAR SYSTEM menu and set the 
system size to 3. Then select the Real Matrix Data Entry dialog from the LINEAR SYSTEMS 
MENU by selecting the Enter Real System menu item. 
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Enter the coefficient a[l,l]. 
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Enter the coefficient a[l,2]. 
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Enter the coefficient a[l,3]. 
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ENTER 1 


Enter the constant b[l]. Notice the tine edit label changed, indicating you 






are to enter the constant term. 
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ENTER] 


Enter the coefficient a [2,1]. The next row coefficient entry. 
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ENTER | 


Enter the coefficient a [2, 2]. 
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ENTER | 


Enter the coefficient a [2 ,3]. 
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| ENTER | 


Enter the constant b[2]. The row two constant entry. 
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■B3E31 


Enter the coefficient a[3,l]. 


4 




Enter the coefficient a [3,2], 


-3 




Enter the coefficient a[3,3]. 





I ENTER) 


Enter the constant b[3]. The third row constant entry. 


LINEAR 
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Solving Systems of Real Equations 

We will now solve the 3 x 3 real system input in the previous section. You first leave the Real Matrix 
Data Entry dialog by clicking on [QUItL and select the Solve item from the LINEAR SYSTEM 
menu. The Solve System of Real Equations dialog, shown in Figure 7.4, will appear. 



® PrtScrn 

0x1 = 0.100 

Qx2 = 0.200 

Qx3 = 0.300 

0x4 = 1.000 

Qx5 = 1-000 



Add x-reg 



Sub x-reg 



Mill x-reg 



Div x-reg 



Push x-reg 



Last x-reg 



Solve System of Real Equations 

©x6 ~ 0.250 



0*7 
O X8 
O x9 

Oxio 



0.478 
0.387 
1.998 
1.668 



O Determinant 
Real = 7.100 

x-reg = -16.928 



SOLVE 



ri/err 



QUIT 



Figure 7.4 Real System Solution Dialog 



The dialog box shown in Figure 7.4 represents the situation where the system size is 10 x 10. For the 
3x3 system we just entered, the x 4 through x 10 labels and will not be drawn on the dialog, since there 
will only be three solutions to a 3 x 3 matrix. The 10 x 10 example is drawn for illustration purposes 
only. The I S0LVE| b utton is used to initiate the solution of the system. After the solutions have been 
computed you may see the error in the solutions, by clicking on the ri/Err| button. The labels Xj - x„ 
will be changed to e ( - e n , when you are viewing the errors. You may change back to a display of the 
solutions, by again clicking on the rf/Err| button. To quit the dialog click on the QUIt| button. 
The | Add x-rggj . I Sub x-reg] , | Mul x-r*q j , | Piv x-reql | Psh x-reg | and | Lst Stack""] 
buttons are used to perform stack operations with the solutions and determinant of the coefficient matrix. 
These buttons are used in conjunction with the radio buttons to the left of the Xj - x„ labels. 
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When you bring up the Solve System of Real Equations dialog for the 3 x 3 matrix you previously 
entered, the labels % x 2 , and x 3 are drawn on the screen. You can now solve this system by clicking on 
the I SOLVE | button. After a short pause for calculation, the solutions will be shown as follows: 



x 1= 1.177 
x 2 = -1.861 
x 3 = -1.696 



The value of the determinant of the coefficient matrix is shown as -79.000. Key on the |ri/Err| button 
and the errors in the solutions will be displayed. The errors represent the solutions of the equations, 
solved with the computed values substituted for each x,, subtracted from the actual input constants. You 
may display the solutions by clicking on the |ri/Err| button. 



Entering C omplex Linear System Data 

The Complex Matrix Data Entry dialog, shown in Figure 7.5 is used to enter complex systems. 



<•) PrtScrn 
Real a[ 3, 9] 



I mag a[ 3, 9] 



Complex Matrix Data Entry 



123.693 



60.234 




Figure 7.5 Complex System Data Entry dialog 



To enter a system of complex equations, you first reset the system size as previously explained. After the 
matrix size has been set, select the Enter Complex System item from the LINEAR SYSTEM menu. 
This will bring up the dialog shown in Figure 7.5. 
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The only difference between the Complex Matrix Data Entry dialog and the Real Matrix Data 
Entry dialog is the second edit line Imag and the I PTOR | button. These are not present on the Real 
Matrix Data Entry dialog. After resetting the size of the Linear System matrix with the Set 
System Size dialog, you may enter either a real or a complex system. After starting entry of a real 
system, you must reset the matrix prior to entering complex data. Likewise, if you have started entry of a 
complex system, you must reset the matrix with the Set System Size dialog, before entering a real 
system. The Set System Size dialog will reset all matrix elements to zero. If the Linear System matrix 
contains elements, a warning dialog will appear when you call the Set System Size dialog, advising you 
that you are about to lose the current Linear Systems data. 



After you have entered the last column of a row the Real a and Imag a labels will change to Real b and 
Imag b, indicating you are ready to enter the constant value for that particular row. After you have 
entered the constant value, the matrix indicator will be automatically incremented to column one of the next 
row, and the labels will change back to Real a and Imag a, indicating that you are ready to start entering 
the coefficient elements for the new row. 



Complex numbers must be entered in rect angular formal- If you are entering data in polar format, you 
may convert to rectangular form with the I PTOR | button. If you are entering the complex angle in 
degrees, you must be sure that the Scientific Calculator trig mode is set to the degrees mode. 
Likewise, if grads or radians are being converted, the trig mode must be set accordingly. If you enter 
complex numbers in polar form and fail to convert them to rectangular form with the I PTOR | button, the 
solutions to the system will not be correct. In this instance, the program will interpret the magnitude as the 
real part of the coefficient and the angle as the imaginary part of the coefficient. Make sure you do not 
initiate a solution without converting polar form numbers to rectangular form- 



We will now enter and solve the following system of complex linear equations: 

(1 + i3)x! - (2 + i2)x 2 + (2 - i2)x 3 = 4 - i2 
(4 + il) Xl - (1 - i3)x 2 + (2 + i6)x 3 = 1-17 
(1 + i5) Xl - (9 + i4)x 2 + (3 - il)x 3 = 5 + i2 



Prior to starting make sure the calculator trig mode is set to the degrees mode and reset the linear systems 
matrix to a 3 x 3 matrix using the Reset menu item. The matrix is not symmetrical, so make sure the 
Symmetric Entry check box is off. 
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1 I EHTERl Enter the real part of coefficient a[l,l]- 

3 | enter | Enter the imaginary part of coefficient a [1,1]. 
-2 I ENTER | Enter the real part of coefficient a[l,2]. 

-2 I ENTER I Enter the imaginary part of coefficient a [1,2]. 

2 | ENTER | Enter the real part of coefficient a[l,3]. 

-2 I ENTER | Enter the imaginary part of coefficient a [1,3]. 

4 I ENTER I Enter the real part of constant b[i], 

-2 | ENTER | Enter the imaginary part of coefficient b[l], 

4 | ENTER | Enter the real part of coefficient a[2,l]. 

-1 | ENTER | Enter the real part of coefficient a[2,2]. 

3 I ENTER I Enter the imaginary part of coefficient a[2^]. 

2 | ENTER | Enter the real part of coefficient a [2,3]. 

6 | EHTERl Enter the imaginary part of coefficient a [2,3]. 

1 I ENTER 1 Enter the real part of constant b [2]. 

-7 1 ENTER I Enter the imaginary part of coefficient b[2]. 

1 I ENTER | Enter the real part of coefficient a[3,l]. 

5 I ENTER | Enter the imaginary part of coefficient a [3,1]. 
-9 I ENTER I Enter the real pan of coefficient a[3,2]. 

-4 | ENTER | Enter the imaginary part of coefficient a [3,2]. 

3 | ENTER | Enter the real part of coefficient a [3,3], 

-1 1 ENTER I Enter the imaginary part of coefficient a [3 31- 

5 | ENTER | Enter the real part of constant b[3]. 

2 I ENTER | Enter the imaginary part of coefficient b[3]. 



For this 3 x 3 complex matrix, we must make 24 number entries. Two for each of the 9 coefficients and 
two for each of the constants. If the matrix was symmetrical, we could have reduced this to 18 number 
entries. This will be demonstrated in the next example. When you input a matrix, always inspect the 
elements to determine if it is symmetrical. Symmetric entry can save you a lot of time, and will greatly 
lessen your chances of making an error when you input the element values. 

This completes the entry of our 3 x 3 system of complex equations. Leave the Complex Matrix Data 
Entry dialog by clicking on the |QUIT| button. Don't save it to a disk file. We will now solve the 3 x 3 
complex system of equations. 
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Solving Systems of Complex Equations 

Select the Solve item from the LINEAR SYSTEM menu. 

Equations dialog, shown in Figure 7.6, will appear: 



The Solve System of Complex 



® PrtScrn 

0x1 Real = 
Ox2 Real = 
O x3 Real = 
O x4 Real = 
O x5 Real = 



Solve System of Complex Equations 

0.100 Imag = 0.100 

0.200 Imag 

0.300 Imag 

1.000 Imag 



1.000 



0.200 
0.500 
1.000 
Imag = -1.000 



CAdd x-y Reg 



CSub x-y Reg 



CMul x-y Reg 
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O Determinant 
Real = 7.100 
Imag = 137.000 

x-reg = -l 6.928 
y-reg = 78.915 



Push x-y Reg 



Last x-y Reg 



RECT 



POLR 



PAGE 



SOLVE 



ri/ err 



QUIT 



Figure 7.6 Complex System Solution Dialog 

For demonstration purposes, Figure 7.6 is the Solve System of Complex Equations dialog for a 10 
x 10 system. 



The dialog is similar to the real system solution screen. The only differences are the addition of three 
buttons, and the result values now display both a real and imaginary part. The stack operation buttons 
indicate complex operations, operating on both the x-reg and y-reg. Both x-reg and y-reg values are 
displayed on the dialog. 

If the system size is greater than 5 x 5, the solutions x 6 - x I0 are shown by clicking on the I PAOE| 
button. Only five solutions are shown at one time. The solutions may be displayed in either polar or 
rectangular format, by selecting either the I RECT | or I POLR| button. 
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if you display the solutions in polar form, by selecting the I POLR| button, the values are not changed. 
Stack operations will still be done in rectangular format. The I POLRl button only determines how the 
solutions are displayed to the user. 



When you call the Solve System of Complex Equations dialog for the 3 x 3 system you input 
earlier, only the x x , x 2 , and x 3 solution labels will be displayed. We will now solve the 3x3 system. 
After bringing up the dialog, click the } SOLVE | button. After a few seconds, the solutions will be 
displayed on the screen as follows: 

x 1= -0.492 - i2.0 18 
x 2 = 0.193 - i0.745 
x 3 = -0.019 + 10,176 



The determinant of the coefficient matrix is displayed as -1 84.000 + i88. Click on the I POLRl button 
to display the solutions in polar format. The solutions in polar format are: 

X! = 2.077 Z- 103.691° (polar form) 
x 2 = 0.769 Z -75.463° (polar form) 
x 3 = 0.177 Z 96.120° (polarform) 

and the determinant is displayed in polar form as 203.961 Z 154.440°. 

The solution errors will always be displayed in polar format, as the magnitude of the error is the best 
indicator of the accuracy of the solution. 

A Practical Example 

We will now input and solve a 3 x 3 complex matrix that represents a practical problem found at the 
university level. Although this is a typical electrical engineering problem, it would be encountered by 
other engineering students and physics majors, in introductory electricity courses. 

Electrical engineers deal with the variable i as the current variable in circuits having time variant 
(alternating current) voltage sources. To keep from confusing the problem by mixing the imaginary 
number variable i, with the alternating current variable i, it is common, in solving problems dealing with 
electricity, to use j as the variable to indicate the imaginary square root of -1. We will use this convention, 
in solving this problem. In other words, 3 + j4 is exactly equal to 3 + i4. 
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We will solve the circuit in Figure 7.4, in this example. 



j4 j6 j5 




Figure 7.4 Three Mesh Complex Circuit 



For those not familiar with electrical circuits, this is a three mesh circuit, driven by a complex voltage 
source of 10 The circuit elements consist of inductors, capacitors and resistors. The resistors are 

the real terms in the coefficient matrix and the inductors and capacitors are the imaginary terms. The 
problem is to solve for the currents l v I 2 , and I 3 , and to solve for the complex voltage V ab , shown on 
the diagram. Finding the voltage V ab will demonstrate the use of the stack operations. Prior to starting 
this problem, put the calculator trig mode in the degrees mode. 

Reset the linear systems matrix to 3 by using the Reset menu item, then select the Enter Complex 
System item from the LINEAR SYSTEMS menu. Linear circuits, such as this one always generate 
symmetric coefficient matrices. Click on the Symmetric Entry radio button, to put the entry dialog into 
the Symmetric Entry mode. 

By using direct function entry, we can enter the matrix by inspection. Again for those not familiar with 
circuit analysis, the diagonal elements a^, a 22 , arid a 33 are the sum of the complex impedances in mesh 
1, mesh 2, and mesh 3 passed through by 11,12, and I 3 . The off diagonal elements are the sum of the 
complex impedances in mesh 1 passed through by I 2 (a 13 ), and I 3 (a 13 ), the sum of the complex 
impedances in mesh 2 passed through by Ii (a 21 ), and I 3 (a 23 ), and the sum of the complex 
impedances in mesh 3 passed through by I x (a 13 ) and I 2 (a 32 ). For this type circuit a 12 = a 21 , a 13 
= a 31 and = a 32 , therefore the matrix is symmetric. A complex impedance is the sum of the real 
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values of the resistance plus the sum of the imaginary values of the capacitive and inductive reactance. 
There will only be one non-zero value in the constant matrix. That value will be b n and will be the value 

of the voltage source V - 10 Z35°. Input the linear system matrix as follows; 



5+10 
4-12 
-(5+10) 
-(-12) 



10 
35 

5+8+10 
-12+6-3 
-8 

-(-3) 



-3-7+5 



ENTER | 
ENTER \ 



I ENTER | 
I ENTER | 
I ENTER j 
PTORl 
ENTER | 
ENTER | 
EHTERl 



ENTER) 

enter! 



ENTER \ 
EHTERl 
ENTER | 



The I : resistive elements in mesh 1 (a u ). 
The I x reactive elements in mesh 1 (a n ). 
The I 2 resistive elements for mesh 1 (a 12 ). 
The I 2 reactive elements for mesh 1 (a 12 ). 
The I 3 resistive elements for mesh 1 (a 13 ). 
The I 3 reactive elements for mesh 1 (a 13 ). 
The magnitude of the voltage V b[l]. 

Enter angle of the voltage V b[l] and convert to rectangular form. 

The I 2 resistive elements in mesh 2 (a 22 ). 

The I 2 reactive elements in mesh 2 (a 22 ). 

The I 3 resistive elements for mesh 2 (a^). 

The I 3 reactive elements for mesh 2 (a^). 

Enter the real part of constant b[2]. 

Enter the imaginary part of coefficient b[2]. 

The I 3 resistive elements in mesh 3 (a 33 ). 

The I 3 reactive elements in mesh 3 (a 33 ). 

Enter the real part of constant b[3]. 

Enter the imaginary part of coefficient b[3]. 



Review the matrix with the scroll bar, and you will see the matrix values are: 



(15 - j8)x, + (-15 + jl2)x 2 + (0 - j0)x 3 = 8.192 + J5.736 
(-15 + jl2)x t + (23 - j9)x 2 + (-8 + j3)x 3 = - jO 
(0 + j0) Xl + (-8 + j3)x 2 + (8 - j5)x 3 =0 + jO 



Notice the symmetry of the off-diagonal elements a 12 , a 13 , a 21 , a 23 , a 31 and a 32 . This symmetry 
allows us to use Symmetric Entry and save time in entering the elements. By using Symmetric 
Entry, when a matrix is symmetrical, you will lessen the chances of making a data input error, since you 
will be entering fewer numbers. 
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We can now solve for the currents If, I 2 , and I 3 , by leaving the dialog by keying on the 1 QUIT| button. 
We then select the Solve menu item from The LINEAR SYSTEMS menu, to compute the solutions of 
the currents. 

After bringing up the dialog, click the I SOLVEl button. The solutions are: 



1, - 0.805 -j0.832 amps 

1 2 = 0.689 -j 1.093 amps 

1 3 = 0.808 - j0.846 amps 



The determinant of the coefficient matrix is displayed as 1300.000 + j528.000. In polar form: 



Ij= 1.157 Z-45.959 (polar form) 
I 2 = 1.292 Z -57.770° (polar form) 
I 3 = 1.170 Z -46.321° (polar form) 



The second part of the problem is to determine the value of the voltage V ab . The voltage across the 
resistor and capacitor is computed using Ohms law. The voltage is equal to the current through the resistor 
and capacitor multiplied by the value of the complex impedance. By inspection, we know the current 
though the elements is Xx - I 2 , so the voltage would be Ij - 1 2 multiplied by the impedance 10 - jl2, 
(V ab = (I, - 1 2 ) (10 - jl2)). We will use the two stack operation buttons CSub x-y reg and Push 
x-y reg to compute the value of I x - 1 2 . Push the value of Ij to the stack by clicking on the radio button 

to the left of the label xl Real = and then click on the button Push x-y reg. This pushes the value of 
xl (Ij) to the x-reg and y-reg. Then click on the radio button to the left of x2 Real = and click on the 
CSub x-y reg button . This does a complex subtraction of the value of x 2 (I 2 ) from the complex 
numbers in the x-reg and y-reg (I^). The value of Ii - 1 2 is now shown by the labels x-reg and y- 
reg as 0.116 +j0.260. Now leave the dialog and return to the Scientific Calculator screen by clicking 
on the I QUIT] button. The solution is completed by entering the value of the impedance 10 - j 12 into the 
calculator and doing a complex multiplication. This is done as follows: 



r[ 1 0,- 1 2 ENTER ! Push the impedance value to the x-reg and y-reg. 

I CMTJL j The voltage is shown in the x-reg and y-reg and is 

V ab = 4.284 +jl.215 = 4.453 Z 15.831° (polar form). This 
demonstrates using the stack operations to solve problems. 
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We should point out that direct function entry can be very useful in entering problems of this type. 
Suppose the complex impedance elements are given in terms of inductance (Henries) and capacitance 
(Farads). Knowing the frequency of the circuit, you would compute the complex impedances using the 
following formulas: 

Z, = 2 * pi * f * L and Z c = 2 „ pi 'l f » c 

Given L = 0.002 Henries, c = 1 ,5e-6 Farads and the frequency is 1.67e6 Hertz you may enter these 
directly by setting the constant 2 * pi * f equal to some memory location, say w by the following: 

w=tpi*l ,67e6 1 ENTER 1 Store the omega term (2 * pi * f )in memory location w. 

A memory operation will not advance the matrix element 



Then the complex term of a circuit containing the two elements given above can be enter directly 
direct function entry as follows: 



0.002* w- 1/( L5e~6*w) |EHTER| This will compute the complex term, put it into the matrix 

element and advance the matrix to the next element. 

Linear System File Operations 

You may save and recall linear systems to disk files by using the Save System File and Load System 
File items from the LINEAR SYSTEMS menu. They will also be saved and recalled with the 
Session Save and Session Recall items under the FILES menu. If the linear system has been 
solved, the solutions and errors will be saved with the file, and you will now have to recompute it when 
you call it back. When you select either of the above file operations, the Standard File dialogs will 
come up. You must name the file you wish to save, and select the file you want to recall with the mouse. 
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LINEAR REGRESSION 



Linear regression is used to find a curve y = f(x) that best fits a series of n (x,y) data points. There are 
many practical uses for regression, and it is often used to: 

L Determine if a mathematical relationship exists between the independent variable x and 
the dependent variable y. 

2. Prediction of y given a value of x. 

3. To determine the reasons for a relationship between x and y. 

In computing regression curves, we may try to fit any of the following types of curves to the (x,y) data, 
and determine which type of curve provides the best fit to the data. The type curves that the program will 
fit are: 



1. y = bx + a Linear Curve Fit 

2. y= bln(x) + a Log Curve Fit (x > 0) 

3. y = ae bx Exponential Curve Fit (y > 0) 

4. y = ax b Power Curve Fit (x > and y > 0) 



The general form of each type of regression curve is shown in Figure 8.1 : 



L 



LINEAR 



EXPONENTIAL POWER 

Figure 8.1 Types of Regression Curves 



LOG 



As can be seen from Figure 8.1, the four type curves allow fitting of regression to (x,y) data that has 
different characteristics than that of a straight line. Many relationships, between variables, do not 
correspond to a straight line. The ability to fit the Log curves, Exponential curves and Power curves to x- 
y data, in addition to the straight line, greatly increases your power to model data. The program will, if 
selected by the user, compute all four types of curves on x-y data, and return the type of curve whose 
correlation coefficient is highest. The curve with the highest correlation coefficient, fits the curve with the 
least error, as measured by the "Least Square" technique of regression. 
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GSNumerics will solve for the constants a and b, for each type of curve, using the "Least Square" 
technique. It also computes the correlation coefficient r for each type of curve. The correlation coefficient 
is a measure of the validity of using the particular regression curve to model the data. Data that is perfectly 
predicted by the "Least Square" technique will have a correlation coefficient of either +1 or -1. The sign of 
the correlation coefficient is determined By the slope of the constant b, in the formula. Completely 
unrelated data will return a correlation coefficient of 0. Values of r will normally fall between -1 and 1, 
depending on how well the data is related. The absolute value of the correlation coefficient is the indicator 
of how well the regression curve fits the actual x-y data. In other words, a regression with a correlation 
coefficient of -0.95 is a better fit than a regression with a correlation coefficient of 0.8. 

GSNumerics allows you to do the following operations on x-y data: 

1. Input x-y data pairs. 

2. Perform any of the four types of linear regression on the x-y data. 

3. Perform all four types of linear regression and let the program select 
the curve with the highest correlation coefficient. 

4. Solve the computed curve for y or solve the computed curve for x. 

5. Pass the selected regression to the Function Operations dialog, to allow for 
computation of the slope, at a given x value or to compute the area under the curve of 
the regression formula. 

6. Graph the actual x-y data and superimpose a regression curve, computed at the data 
points, over the x-y data graph, using the Graph x-y Data dialog. 

7. Graph a computed regression curve over any range, using the Graph Linear Reg 
dialog. 

8. Sort x-y data pairs in ascending order of the x value. 

9. Save and recall x-y data and regression solutions to disk files. 

The first step in computing regression curves is to input the x-y data into the program. The x-y data is a 
set of ordered pairs (x,y), with x being the independent variable and y being the dependent variable. 

It is not necessary to enter the x-y data in ascending or deceasing order of the x value. GSNumerics 
allows you to sort the data, after it has been entered, so don't worry about the order when entering the 
data. The order of the x-y pairs will not change the computation of the regression curves. 

To input x-y data select the Enter x-y Data item from the Regression MENU. The x-y Data Entry 
dialog is shown in Figure 8.2. 



Linear Regression 156 



® PrtScrn 

x Value 
y Value 



x-y Data Entry 



123.693 



Record * 3 
File Size 18 



RESET 


DEL 


ADD 


QUIT 



ENTER 




Figure 8.2 x-y Data Entry dialog 

The data entry dialog contains two edit lines, used to input the x values and the y values. A scroll bar 
allows you to scroll through the data, to review the values or to edit values. The size of the x-y file is 
shown to the right of the label File Size. The File Size is the number of x-y data pairs that have been 
input. This number is incremented by one, each time the y value of an x-y pair is entered- The value to 
the right of the label Record #, indicates the record number whose x-y values are shown in the two edic 
lines. 



The x-y Data Entry dialog contains five buttons. The I reset] button will reset all x-y data values to 
zero, set the File Size to zero and set the input to Record # 1. This is used when you wish to input 



new data. The I ENTER | button is used to enter an x or y data value. If the entry is a y value, the Record 
label will be incremented, and if the entry was a new record the File Size will be incremented by one. 



You may delete an x-y record input in error by using the I PEL | button. This button removes the record 
from the data base, and decrements the File Size by one. 



You may also add a new record anywhere in the data file by keying on the 1 adp"| button. This button 
shifts all records above the selected record to the right one record, increases the file size by one and zeros 
the current x-y edit lines for new input. You may accomplish the same thing by adding the new record to 
the end of the file and sorting the x-y data file, when you have finished the data entry. 



The I QU |T , I button is used to quit the x-y Data Entry dialog and return to the main calculator screen. We 
will now demonstrate how to input x-y data points to be used in the regression computations. 
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Entering x-v Data 

You may enter up to 300 x-y data points into the program, 
done hi three ways: 



Data entry into the x and y edit lines can be 



1. Entering a number, followed by the | ENTER] button or [return] key, will enter the number as 
the x or y data value. 

2. Entering a function, using direct function entry, will set the value to the function value. 

3. Entering a memory assignment with direct function entry (i.e. a = 2.35 or c = sin(b)/cos(d) ) 

build a single x or y data point, that is a combination of several functions. The data value can 
be set to the result by referencing the memory location, using direct function entry. 



You will seldom use the second or third method of data entry for x-y data regression, since most 
regressions are computed on data observations obtained experimentally. 

To demonstrate the use of the Regression calculations, we will enter the following x-y data and then solve 
the data for the "best fit" regression curve: 

A coach clocked various boys in the 100 yard dash and has gathered the following data. He wants to find 
a function that will predict how fast a boy can run the 100 yard dash, given his age. The data is the 
average times for boys in the given age group. 



Age (yrs) 


9 


10 


11 


12 


13 


14 


15 


16 


17 


18 


Time(sec) 


15.6 


14.2 


13.72 


13.6 


13.3 


12.9 


12.4 


12.2 


11.98 


11.67 



After bringing up the x-y Data Entry dialog, enter the data as follows: 





RESET | 


9 


ENTER] 


15.6 


ENTER | 


10 




14.2 


enter] 


11 




13.72 





Reset the x-y data to zero to input new x-y data. This reset all x-y data 
points to zero and clears the way for new data entry. 
Input first age group. 

Enter average time for age group nine years. 
Input second age group. 
Enter average time for age group ten years. 
Input third age group. 

Enter average time for age group eleven years. 
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12 


enter] 


13,6 


IE3H3 


13 


enter | 


133 


ENTER 1 


14 


ENTER | 


12,9 




15 


ENTER | 


1 2 * 4 




16 


| ENTER | 


12.2 


■EH13 


17 


Mnsm 


11,98 


| ENTER | 


18 


enter) 


11.67 





Input fourth age group. 

Enter average time for age group twelve years. 

Input fifth age group. 

Enter average time for age group thirteen years. 
Input sixth age group. 

Enter average time for age group fourteen years. 

Input seventh age group. 

Enter average time for age group fifteen years. 



Enter average time for age group sixteen years. 
Input ninth age group. 

Enter average time for age group seventeen years. 
Input tenth age group. 

Enter average time for age group eighteen years. 



This completes the x-y data entry. Notice how the Record number and File Size were increased by one 
each time you entered the y value. When entering a new record the Record number will always be one 
greater than the File Size, since the new record is not yet entered. The File Size will now indicate 10, 
showing that you have entered ten x-y data records into the file. You may use the scroll bar to inspect 
your entries, to make sure that they are correct. You may delete a record with the I DEL | button, if you 
entered too many records by mistake . Leave the x-y Data Entry dialog by clicking on the I QUIT) 
button. 



This will bring up a dialog asking you if you want to save the x-y data to a file. Click on the I NO | button 
to return to the main calculator screen. If you wanted to save the x-y data entered, you could click on the 
I YES I button. This would bring up the Standard Save File dialog and allow you to save the data to a 
disk file. This is a very good idea, if you have entered a large amount of data. In the event, you turned 
off the computer in error or have a power failure, you will not lose the data you input. We only entered 
ten data points in this example, and it is not critical. 

x-v Data Regression Solutions 

When you have completed the x-y data entry for a linear regression problem, you are ready to compute the 
actual regression equations. You must leave the x-y Data Entry and select the Regression dialog to 
complete the regression solutions. To compute the regression equations select the Solve menu item from 
the REGRESSION MENU. This will bring up the Regression dialog, shown in Figure 8.3. 
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Regression 



for x= 



y= 



a= Not Computed 
b- Not Computed 
r= Not Computed 

TYPE: Not Computed 
M Function Save 

* Data Points= 34 
x-reg= 2.345 

OLin OPower 

OLog OExp ©Best Fit 



QUIT 



Est x/y 



Add x-reg 



Sub x-reg 



Mul x-reg 



Div x-reg 



Psh x-reg 



Lst Stack 



COMPUTE 



ENTER 



Figure 8.3 Regression Solution dialog 



The Regression dialog contains an edit line that is used to input x value and y values, to get the solution 
of a regression curve at a specific x or y value. Five radio buttons are used to select the type of regression 
you want to compute or to select a desired computed regression. If, after entering new x-y data, you wish 
to compute all types of curves and let the program tell you which is the "best fit", select the "Best Fit" 
radio button, before computing the regression curve. You may also compute a specific type of regression 
by selecting either the "Lin" , "Log", "Power", or "Exp" radio button, before computing the regression. 



The label "a=" will display the a constant for the regression displayed. Likewise, the "b=" and "r=" 
labels will display the b constant and the regression coefficient r. The "TYPE:" label will display the 
form of the selected regression (i.e. y = bx + a for a linear type). These labels will display "Not 
Computed", if the selected type of regression curve has not been computed- The current value of the x- 
reg is shown to the right of the label "x-reg=" and the number of data points is shown by the label "# 
Data Points=". 



The Regression dialog has ten buttons. The | Add x-reql j Sub x-reg"l | Mul x-reqT 



Pit x-reg] . Psh x-reg | and Lst Stack | buttons are used to do stack operations with the results 



obtained when solving a regression formula for a specific x or y value. This will be explained later. 
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After entering new x-y data and bring up the Regression dialog, you will initiate computation of the 
regressions by clicking on the [COMPUTE | button. After you have done the regression computation, you 



may enter a number in the edit line and click on I ENTER | to compute the value of the selected regression 
formula at a specific value of x. This will be shown by the label "y=". If you click on the I Est xAjl 
button, the label "for x=" will change to "for y=" and the label "y=" will change to "x=". A value 
entered into the edit line will now solve the regression for x, given a specific value of y. You may change 
back and forth from solving for y or solving for x with the I Est x/ij 1 burton. You can return to the main 



calculator screen by clicking on the [QUIT| button. 



The last control on the Regression dialog is a square check control labelled "Function Save". If you 
click on this button with the dialog in the solve for y mode, indicated by the label "for x=", you will save 
the a constant in mein [A~l the b constant in memory [b] and the regression formula in the function 
memory. If the dialog is in the solve for x mode, indicated by the label "for y=", you will save the a 
constant in mem I A |, the b constant in mem l"B~I and the inverse function (solving the regression formula 
for y) in the function memory. You may then compute the slope or area under the curve by selecting the 
appropriate item under the FUNCTION menu. 

We will now compute the regressions for the data entered previously. After bringing up the Regression 
dialog, select the radio button "Best Fit" and click on the |C0MPUTe| button. This causes the program 



to compute each of the four type of regression and display the "best fit" type. After a few seconds the 
computation will be completed and the following will be shown on the screen: 



a=34.547 b=-0.376 r=-0.984 

TYPE: y- a * x expfb] Power radio button highlighted 



This tells you the best fit to the x-y data is the Power function y = 34.547 xl -0 * 37 ^, with a correlation 
coefficient r = -0.984. The negative correlation coefficients is expected, since the time to run the 100 
yard dash goes down as the age of the boys increases. The absolute value of r is very close to 1.0, 
indicating the power curve is a very good model. 

By clicking on the other radio buttons, you can see the correlation coefficients and constants for the other 
types of curves: 



Linear y = -0.379 x + 18.271 r = -0.964 

Logarithmic y = -5.022 1n[26.109] r = -0.978 

Exponential y = 19.253 e I-°-°2» "1 r = -0.974 
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Predicting x and v Values 

Now suppose a new boy comes to town who is interested in running the 100 yard dash. He is 14 and 
one-half years old. Can you make a prediction of his time in the 100 yard dash? Make sure the dialog 
shows the "for x=" and "y=" labels, then input the following: 



14.5 



The solution y = 12.650 is a good predictor of his time, if he is an 
average runner. 



Suppose you knew a boy could run the 100 yard dash in 11.1 seconds. Make a prediction as to how old 
he is: 



Est x/g | 



11.1 



Change to "for y=" mode. Solve for x. 
x - 20.534 years old. 



Before you do a lot of regressions on stock prices and then invest all of your "hard earned" money in the 
stock market, be aware that predictions from regressions can be very misleading. For instance, if you 
great grandfather is 98 years old, predict his time in the 100 yard dash, using our regression formula? 



98 



Est x/g | 
EHTERl 



Change to "for x=" mode. Solve for x. 

x - 6.171 seconds! ! ! I bet my "hard earned" money he can't do it! 



Another example of how regression predictions can get you into trouble, would be to compute the time it 
would take a six months old child to "run" the 100 yard dash. 



0.5 



x = 44.824 seconds!!! Pretty good time for a baby who can't 
walk! 



you may have a very high correlation coefficient, be very careful of predictions outside the 
range of the low and high x values you used in computation of the regression curves. Using the results of 
Regression analysis, without being aware of the "pitfalls", can lead to serious errors in analyzing data. 
Regression is an extremely powerful tool for analyzing data, but, you must know what you are doing and 
and how to interpret the results. Regression is a part of mathematics known as Statistics. Statistics covers 
a very large range of subjects used to analyze numbers and used to predict the errors in using the results of 
number analysis. To use Regression analysis to its fullest, you must use some of the more advanced 
concepts of Statistics, to assist you in knowing how much confidence you can put into regression 
predictions. 
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Slope and Areas of Regression Curves 

When you have computed the regression curves for a set of x-y data, you may be interested in computing 
the slope of the curve or computing the area under the curve between two points. This can be very useful 
in analyzing x-y data. 

GS Numerics allows you to pass the regression to the Function Operations dialog to make these 
computations. This is done by clicking on the "Function Save" button. If the Regression dialog is in 
the solve for y mode (i.e. for x=), the regression curves will be placed in the function storage used by the 
Function Operations dialog, the constant a will be placed in mem and the constant be will be 
placed in mem fWl Conversely, if the dialog is in the solve for x mode (i.e. for y=) the current 
regression formula will be placed in the function storage written to solve for x, given a specific y value. 

The formulas will be passed as follows, depending on which type regression is selected when the 
"Function Save" button is activated: 



Solve for v mode 

1. b * x + a Linear Curve Fit 

2. b * ln(x) + a Log Curve Fit (x > 0) 

3. a * eexp(b * x) Exponential Curve Fit (y > 0) 

4. a * x A b Power Curve Fit (x > and y >0) 



Solve for x mode 

1. (x - a)/b Linear Curve Fit (b not equal 0) 

2. eexp({x-a)/b) Log Curve Fit (b not equal 0) 

3. ln(x / a)/b Exponential Curve Fit (b not equal to 0) 

4. eexp(ln(x / a)/b) Power Curve Fit (a or b not equal to 0) 



Notice that the solve for x mode formula will be passed as a function of x, since the Function 
Operations dialogs always assumes x as the independent variable. Remember, the [a] mem and 
mem will contain the a and b constants, so don't change them before calculations are made. 

Stack Operations 

You may pass the result of solving a regression formula for x or y to the Scientific Calculator stack by 
using the stack operation buttons. These buttons perform the following operations on the stack 
Scientific Calculator stack registers: 
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Add x-reql 



Sub x-reg] 



Mul x-reql 



Diy x-reql 



Lst Stack | 




Adds the x or y solution to the current x-reg value, and places the 
result into the x-reg. 

Subtracts the x or y solution from the current x-reg value, and 
the result into the x-reg. 

: current x-reg value by the x or y solution and places the 
result into the x-reg. 

Divides the current x-reg value by the x or y solution and places the result 
into the x-reg. 

Pushes the x or y solution to the stack. 

Recalls the Last Stack to the stack registers. Used to correct errors. 



Snecial Regression 



The following operators, when input into the Scientific Calculator Input Register, will perform the 
following polynomial operations, without bringing up the appropriate Regression dialog; 



DATAG[c 
LING[c 

LOGG[c 

EXPGfc 

POWG[c 



LINGR[a,b 
LOGGR[a,b 
EXPGR[a,b 
POWGR[a,b 



Graphs the current x-y data. The c is optional and if included will cause the x-y 
data points to be connected. 

Graphs the current x-y data with the Linear Regression curve superimposed over 
the x-y points. The c is optional and if included will cause the x-y data points to be 



Graphs the current x-y data with the Log Regression curve superimposed over the 
x-y points. The c is optional and if included will cause the x-y data points to be 
connected. 

Graphs the current x-y data with the Exponential Regression curve superimposed 
over the x-y points. The c is optional and if included will cause the x-y data points 
to be connected. 

Graphs the current x-y data with the Power Regression curve superimposed over 
the x-y points. The c is optional and if included will cause the x-y data points to be 
connected. 

Graphs the Linear Regression prediction curve from x 1 = a to x 2 = b. 
Graphs the Log Regression prediction curve from x 1 = a to x 2 = b. 
Graphs the Exponential Regression prediction curve from x, = a to x2 = I). 
Graphs the Power Regression prediction curve from x x = a to x 2 = b. 



The special operators provide a fast method for performing routine graphing tasks. 
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Regression File Operations 

GSNumerics provides file operations to allow you to store x-y data and the regressions to a data File on 
disk. You may recall the individual files, at anytime, for further use. In addition, if the user saves a 
Session, the x-y data and the regressions will be recalled with the Session Recall menu item. 

To save an x-y data file, select the Save x-y File from the Regression menu. When the Standard 
File dialog comes up, enter the name under which you want to save the current x-y data, and press Save. 
The current x-y data will be saved to the disk file with the name you selected. 

To recall a polynomial, select the Load x-y File from the Regression menu. When the Standard 
File dialog appears, select the desired x-y data file, by double clicking on the name, or by selecting it and 
keying on Open. The selected x-y data file will be loaded into the program. Caution: recalling an x-y 
data file will replace the current x-y data with the x-y data in the file. The current x-y data will be lost. 
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Linear Regression 



GRAPH 



The visual representation of mathematical functions through graphing, is a powerful way to analyze 
functions and to observe the characteristics of different classes of functions. GSNumerics provides for 
graphing polynomials, non-polynomial functions, user input x-y data and regression curves. The graphs 
are quickly drawn and the x and y axis are automatically scaled. The user may "magnify" any part of a 
graph, with simple mouse movements, allowing more detailed inspection of individual parts or graphical 
extraction of real roots of functions. Tne graphic routines will indicate ranges where a particular function 
is undefined. Graphs can be printed to the printer in color or black and white modes. Two functions may 
be drawn on the graph at once (overlaying), to assist in comparing two functions. 

The graphic routines are divided into two types. The First type includes polynomials, non-polynomial 
functions and regression predictions. The second type includes x-y data and regression curves 
corresponding to the range and domain of the input x-y data. The regression curves can be superimposed 
over the actual x-y data. 

Graphic routines are initiated by selecting the appropriate item under the GRAPH menu. This menu 
contains the following items: 



h Function 

2. Polynomial 

3. Regression 

4. x-y Data 



5. Function B 

6. Stack 

7. Area 

8. Root 

9. Slope 

6. Last Graph 

7. Quit Graph 



Used to graph the current function. 
Used to graph the current polynomial. 

Graphs a computed regression curve over any user defined domain of x 

values. Used for predictions from regression formulas. 

Graphs user input x-y data and Linear, Log, Exponential and Power 

regression curves, over the range and domain of the x-y data. Regression 

curves can be superimposed over the x-y data, to more clearly show the 

relationship between the regression and the actual data. 

Selects second function (or polynomial), if two graphs are overlaid in the 

graphics mode. 

Brings up Stack dialog, enabling user to do stack operations with solutions 
generated in graphics mode. 

Computes the area between two selected points on the graph. 
Computes the root between two selected points on the graph. 
Computes the slope of a selected point on the graph. 
Redraws the last graph drawn prior to a magnification of a graph part. 
Returns the program to the Scientific Calculator screen. 
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Drawing a Function Graph 

We will demonstrate the graphic feature by graphing the function f{x) = sin(2*x)*cos(4*x). Prior to 
graphing this function please set the calculator trig mode to the radians mode (RM). Please enter this 
function, using the Enter Function dialog found under the FUNCTION menu. If you are not familiar 
with entering functions, this is explained fully in the FUNCTION chapter. After leaving the Enter 
Function dialog, select the Function item on the GRAPH menu. After selecting this item, the Graph 
Function Dialog, shown in Figure 9.1 will appear. 



Graph Function 



x low 
x high 



3.142 



-3.142 



Input graph domain 



□ Function B 

□ Polynomial A 



MODE 



QUIT 



GRAPH 



ENTER 



Figure 9.1 Graph Function dialog 

This dialog is used to input domain of x values that you wish to graph. We will graph the function from 
-pi to pi. Enter the range as follows: 



-pi 
Pi 



ENTER | 
EHTERj 



GRAPH 



Enter the low x value -pi. 

Enter the high x value pi. You have now entered the range of x values to be 
graphed and are ready to graph the function. 

Clicking on this button will initiate the graph process. The computer will 
show a note "Computing Graphic Parameters, Please Wait" and a 
flashing red rectangle. During this time, the computer is computing the 
lets you know that it is constructing the graph, and all is proceeding well. 



The time it takes to draw a graph depends on the function. Polynomials, using special polynomial 
algorithms will graph quickly. Large non-polynomial functions will take some time, as they must be 
parsed at each of the 300 data points on the graph. 
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* FILES FUNCTION GRAPH LINEAR SYSTEM MATRIX POLYNOMIAL REGRESSION 


- 
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- 

/ \ 




— T — ' — 1 — r — \ — / — 1 — 1 — \ — f 


xmin = -3.141592654e+0 xmax =3. 1 41 592654e + xscl = 3 1 41 592654e + 
ymin = -9.999931 0032e- 1 ymax= 9.99993 1 0032e- 1 yscl = 2_054652746e- 1 
f<x)=Sin<2*x)*Cos(4*x) 



Figure 9.2 Function Graph of f(x) = sin(2x) Cos(4x) 



The graph is divided into areas, the Graph Area and the Display Area. The Graph Area is the upper 
part of the screen, containing the x and y axis and the actual graph. The Display Area is the smaller 
window at the bottom, containing details about the graph. 

The Display Area contains the following labels: 

xmin This shows the smallest x value for the graph. This corresponds to the left side 

of the x axis. 

xmax This shows the largest x value for the graph and corresponds to the right side 

of the x axis. 

ymin This is the value of the minimum y value plotted on the graph. In this case it is 

-1 and corresponds to the bottom rips of the graph, where the slope is zero. 

ymax This is the value of the maximum y value plotted on the graph, in this case -1. It 

corresponds to the top tips of the graph where the slope is zero. 

xscl Indicates the value of the range between each vertical bar on the x axis. The x 

axis will always be divided into twenty parts. In this case the x range is from -pi 
to pi, a range of 2pi and the scale is one- tenth pi per division. 
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yscl This is the value of the range between each of the horizontal lines on the y axis. 

Every y axis will be divided into ten vertical divisions. Since the y range of this 
graph is 2.0, from -1 to 1, the y scale is two tenths per division. 

f(x)= The function being graphed will always be shown here. 

The xmax, xmin, ymax, ymin, xscl and yscl will assist you in seeing the value of the graphed 
function, at different x and y points. 

Determining the Value of Specific Points on a Graph 

If you wish a more precise determination of the value at a specific point on the graph, put the cursor on a 
point on the graph whose value you wish to determine and click the mouse button. Notice the. Display 
Area changes to show the following information about the point you selected on the graph. 

x 1 This is the x value of the graph where the mouse was clicked 

y 1 This is the y value of the graph where the mouse was clicked. 

For example, if you clicked the mouse at the first point where the graph crosses the x axis to the right of 
the x = and y =0 point, you will see the x value at this point is shown to be 1.167691876 and the y value 
of the graph at this point is -3.002821728e-2. This is an approximation of the root of the function at this 
point, since the graph is crossing the x axis. Cancel the action by clicking in the Display Area. When 
you click in the display area, the original Display Area information will appear. 

The graph is made up of 300 points. Each point represents an increment of the domain of 2pi divided by 
300 or 0.02094 radians. This is the smallest change in x you will be able to graph on the initial graph. In 
other words, the definition of this graph is limited to discrete increments of 0.02094 radians for x. In the 
next section, we will show you how to magnify any part of the graph. When you do this, the discrete 
increments will get smaller and you will be able to determine the value of points on the graph more 
precisely. In fact, you can continue to magnify a point until the discrete increments of x will be as small as 
le-18, allowing you to very precisely determine the y value. 

In review, to determine the value of a point on the graph, click the mouse on the point and the value of 
both x and y will be shown in the display area. Clicking the mouse in the Display Area cancels this 
action. Look at several points on the graph by clicking the mouse. Don't forget to cancel each action, 
prior to looking at the next point, by clicking in the Display Area. If you forget to cancel the action, you 
will initiate the graph magnification procedure, explained in the next section. You can cancel this by two 
clicks of the mouse, in the Display Area. 
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Determining the Area between Two Points on a Graph 

To compute the area under the graph between two points, you first click on the first point and then click 
the mouse on the second point. Remember, you can cancel a selection by clicking in the Display Area. 
After the second point is selected, the Display Area, will show the following: 



After making the second selection, the graph will be redrawn with the color blue, over the range selected 
and a blue line will be drawn from the x-axis to the yl and y2 points. This clearly shows the area you 
wish to compute. To compute the area select the Area Item from the GRAPH MENU. If you are 
graphing a non-polynomial function the program will do a Romberg Area Calculation, using the 
present error and iteration settings. This is explained in Chapter 5. If you are graphing a polynomial 
function the area will be calculated using the polynomial algorithm. 

After a short time the following will be displayed in the Display Area: 

Area The area from point xl to point x2. 

Del The last delta increment. This is an indication of the accuracy of the computation. 



In review, to determine the area under the curve between two points on the on the graph, click the mouse 
first on xl and then on x2. Clicking the mouse in the Display Area cancels either action. Select the 
Area Item from the GRAPH MENU. After a short time, the area will be displayed. Then click the 
mouse button to continue. 

The result of the area calculated can be used in stack operations by selecting the Stack Item under the 
GRAPH MENU. This will be explained later in this chapter. 



xl 

yl 



x2 

y2 

dx 
dy 



The x value of the first point selected. 

The y value of the first point selected. 

The x value of the second point selected. 

The y value of the second point selected. 

The x range of the selection from xl to x2 (x2 - xl). 

The change in y for the selection from xl to x2 (y2 - yl). 



Press mouse button to continue! 
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Finding a Function Ro ot between Points on a Graph (analytically^ 

To find the root of a function between two points, you first click on the first point and then click the mouse 
on the second point. Remember, you can cancel a selection by clicking in the Display Area. 
After the second point is selected, the Display Area, will show the following: 



x 1 The x value of the first point selected. 

y 1 The y value of the first point selected. 

x 2 The x value of the second point selected. 

y 2 The y value of the second point selected. 

dx The x range of the selection from xl to x2 (x2 - xl). 

dy The change in y for the selection from xl to x2 (y2 - yl). 



After making the second selection, the graph will be redrawn with the color blue, over the range selected 
and a blue line will be drawn from the x-axis to the yl and y2 points. These two points must straddle the 
root you wish to compute. To compute the area select the Root Item from the GRAPH MENU. 

After a short time the following will be displayed in the Display Area: 

Root The x value of the root between the two selected points. 

Err The result of the function solved with x equal to the computed root. If the root 

computation was exact, this will be 0.0. 

Press mouse button to continue! 

If the selected points did not straddle a root, you will get the following message: 

Selected points must straddle a function root!! 

In review, to compute a root between two points on the on the graph, click the mouse First on xl and then 
on x2. Clicking the mouse in the Display Area cancels either action. Select the Root Item from the 
GRAPH MENU. After a short time, the area will be displayed. Then click the mouse button to 

continue. 

The result of the root calculation can be used in stack operations by selecting the Stack Item under the 
GRAPH MENU. This will be explained later in this chapter. 
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Finding the Slope of a Function at a Point on a Graph 

To find the slope of a function at a point, you first click on the point. Remember, you can cancel a 
selection by -licking in the Display Area. After the point is selected, the Display Area, will show the 
following: 

x 1 This is the x value of the graph where the mouse was clicked, 

y 1 This is the y value of the graph where the mouse was clicked. 

After making the selection, a blue line will be drawn from the x-axis to the y. To compute the slope select 
the Slope Item from the GRAPH MENU. 

After a short time the following will be displayed in the Display Area: 

Slope The x value of the root between the two selected points. Read the section on 

computing the slope of a non-polynomial function in Chapter 4. If the absolute 
value of the slope is large, be careful, as the answer may not be correct If the 
function is a polynomial, the slope will be correct for all values, within the 
computational limits of the computer. 

In review, to compute the slope at a point on the on the graph, click the mouse on the point. Clicking the 
mouse in the Display Area cancels either action. Select the Slope Item from the GRAPH MENU. 
After a short time, the slope will be displayed. Then click the mouse button to continue, 

The result of the slope calculation can be used in stack operations by selecting the Stack Item under the 
GRAPH MENU. This will be explained later in this chapter. 

Graph Stack Operations 

You may use the results of graphic computations in stack operations by selecting the Stack Item from the 
GRAPH MENU. This will not be activated until you have made a selection on a part of the graph as 
explained previously. The Graphics Stack Operations Dialog (Figure 9.3) will come up. You then select 
the value you wish to use in stack operations, by keying the mouse on the proper radio button. You may 
pass the last x or last y selected, the computed area, the computed root or the computed slope. Operations 
include addition to the x-reg, subtraction from the x-reg, multiplying the x-reg by the selected value, 
dividing the x-reg by the selected value, pushing the selected value onto the stack, or recalling the Last 
Stack if an error is made. 
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QUIT 



Figure 9.3 Graphics Stack Dialog 

Magnifying Parts of a Graph 

You can magnify or "explode" any part of a graph very easily. Select the low x point by clicking the 
mouse button on the graph at the low x point. This is exactly the same thing that you did in the previous 
section. Now, instead of cancelling the procedure, select another point, the high x point for the graph with 
the mouse, and click the mouse button. The Display Area will now show the following: 



x 1 The x value of the first point selected. 

y 1 The y value of the first point selected. 

x 2 The x value of the second point selected. 

y 2 The y value of the second point selected. 

d x The x range of the selection from xl to x2 (x2 - xl). 

d y The change in y for the selection from xl to x2 (y2 - yl). 



When you make the second selection, the graph color will change to light blue on a color monitor or a 
different shade of gray on a black and white monitor, over the range where the new graph will be drawn. 
A light blue, vertical line will also be drawn from the xl point to the graph and the x2 point to the graph, 
showing exactly the x range involved. You may cancel the selection by clicking twice in the Display 
Area of the graph. This will return you to the original display, and redraw the original graph. You may 
cancel any graph selection by keying the mouse in the Display Area of the graph. 



Graphics Stack Operations 
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Sub 
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X = 
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Area = 


45.678 


o 


Root = 


2.000 


o 


Slope = 


1.550 



x-reg = 76.38 
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After selecting a range, a single click, in the Graph Area, will cause the program to redraw the graph, 
using the xl and x2 values as the new values for the x range. To see how this works, select two points 
on the graph, by clicking the mouse on each point. Then click the mouse in the Graph Area and watch 
the program magnify the graph. You can continue to magnify an area by selecting new points and clicking 
in the Graph Area again. You may redraw the original graph, at any time, by selecting the "First 
Graph" item on the GRAPH menu. 

Finding Function Roots Graphically 

To find a real root of a function, you merely select a point on each side of the root and magnify the graph. 
You can continue to magnify the area where the function crosses the x axis, and determine the root very 
precisely. The dx value will tell you how close you are to a root. For instance if the dx value is very 
small, say the value is le- 15, you know you have isolated the root location very closely. It is possible to 
make an error and select xl and x2 values that do not straddle a root. If you do this, select the Last 
Graph item from the GRAPH menu, and it will redraw the previous graph, allowing you to undo the 
error. 

We will demonstrate finding a root of the current function graphically. Before we do this, select the First 
Graph item from the GRAPH menu, to redraw the original graph from -pi to pi. We will find the first 
root to the left of the point where the x and y axis intersect 

We start by picking two points, one on each side of the root, as close to possible to the root. Make sure 
that yl and y2 have different signs, or you will not be straddling the root. After making the selection, the 
Display Area will show the following: 

xl = -4.307869525e-l x2 = -3.887589571e-l 
yl = 1.151680O49e-l y2 = -1.105573208e-2 
dx = 4.202799537e-2 dy = 1.262237370e-l 

Your values may be slightly different, depending on where you selected the two points. Now key the 
mouse in the Graph Area to redraw the graph. The new graph will be similar to the graph in Figure 9.4. 
Notice how we are starting to isolate the root. We now know the point is somewhere between the xl 
value of -4.307869525e-l and the x2 value of -3. 8875892571 e-1. The dx value tells us we are 
within 4.202799537e-2 of the actual root. 
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xmin=-4.307869525e-1 xmax = -3.887589571e- I xacl=2.l 01 399768e-3 
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f(x)=Sin(2*x)*Cos(4*x> 

Figure 9.4 Graph Magnified around a real root 

Now select two points, close to and on each side of the root on the magnified graph. After making the 
selection, the Display Area will show the following: 



xl = -3.931167747e-l x2 = -3.926946891e-l 
yl = 1.181266968e-3 y2 = -1.242393117e-5 
dx = 4.216855722e-4 dy = 1.193690889e-3 

Again, your numbers may not -be exactly the same as these, depending on what points you have selected 
on the graph. Now we know we are within the dx value of 4.216855722e-4 of the actual root and that 
the root is between the xl and x2 values. You can magnify the graph again by clicking in the Graph 
Area with the mouse. Each time you expand the graph, you will isolate the root more precisely. We will 
leave it as an exercise to continue to magnify the graph and determine the root more accurately using the 
graphic technique. 
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When you graphed these functions, without clip limits being set, the large values of f(x) where the 
functions are approaching infinity, dominate the automatic scaling of the graph function. The small values 
are completely dominated by the large values, when the scaling is done. Clip limits can be used to search 
for roots over large ranges of x. Just set small clip limits, say -0.0001 and 0.0001, before graphing the 
function. This will prevent large values of the function from dominating the automatic scaling of the 
graph, and allow you to see the areas of the function, where is is crossing the x axis. 

Graphing Polynomials and Regression Predictions 

Polynomials are graphed exactly like functions, except the graph generated is the graph of the current 
polynomial, and the graph is initiated by selecting the Polynomial item on the GRAPH menu. This will 
bring up the Graph Polynomial dialog (Figure 9.5), that is exactly like the Graph Function dialog. 
The procedure is the same. If you have not entered a polynomial using either Polynomial Entry or 
Binomial Multiplication, the Graph Polynomial menu item will be disabled. 



Graph Polynomial 
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Figure 9.6 Graph Regression dialog 



Selecting the Regression item on the GRAPH menu will bring up the Graph Regression shown in 
Figure 9.6. You must have entered x-y data and computed at least one type regression curve to select the 
Graph Regression item. If you have not computed, at least one regression curve, this menu item will 
be disabled.This dialog has four radio buttons labelled "Lin", "Log", "Exp", and "Pow". When doing a 
regression graph, you must tell the program which type of regression curve you wish to graph. If you 
have not computed a particular type of regression curve, the button for that type curve will be dimmed and 
disabled. The dialog comes up with the Linear regression curve selected. 
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Figure 9.6 Graph Regression dialog 

Except for the radio buttons used to select the type of curve to graph, graphing regression curves is exactly 
like graphing functions or polynomials. Remember, the menu items used to initiate graphs of 
polynomials, functions and regressions, will be disabled until a current function or current polynomial is 
entered, or a regression is done on x-y data. 



Graphing x-v Data 

The Graph x-y Data dialog, show in Figure 9.5, is used to graph x-y data. This dialog is selected from 
the GRAPH MENU, by selecting the x-y Data menu item. You will not be able to select this item 
unless you have input x-y data, using the x-y Data Entry dialog. If no x-y data has been entered the 
x-y Data menu item will be disabled. 
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Figure 9.5 Graph x-y Data dialog 
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The dialog contains five radio buttons and a check box. The user has the option of: 

1 . Graphing the x-y data points only. 

2. Graphing the x-y data with the Linear Regression curve superimposed over the data. 

3. Graphing the x-y data with the Exponential Regression curve superimposed over the data. 

4. Graphing the x-y data with the Logarithmic Regression curve superimposed over the data. 

5. Graphing the x-y data with the Power Regression curve superimposed over the data. 

6. Plotting the x-y data with the data points connected with lines, or plotting the individual 
points without connecting lines. 

To graph the x-y data, select the combination of curves you wish to plot by clicking on the appropriate 
radio button with the mouse. If you want the data curves connected, click in the square check box. The 
check box will then display an "x". You can turn this off by a second click in the check box. Finally, 
click on the I GRAPH | button to draw the graph. 

If the graph is drawn back and forth across the screen, instead of being drawn from left to right, the data 
points are not sorted in ascending order of x. This can be corrected by selecting the Sort x-y Data item 
from the REGRESSION menu. This will sort the x-y data, ascending on x, keeping the y values with 
the proper x values, and the graph will then draw properly. 

You can't magnify the x-y data graphs. They only show the actual x-y data and the regression curves 
plotted at the x value of the actual data. To look at larger x ranges of the computed regression curves, use 
the Regression item on the GRAPH menu. 

Graph Overlays (Graphing two functions simultaneously^ 

You may overlay two graphs in the graphic mode. The following overlays are possible: 

1. Function B overlaying Function A. 

2. Polynomial A overlaying Function A. 

3. Derivative of Polynomial A overlaying Polynomial A. 

4. Integral of Polynomial A overlaying Polynomial A. 

5. Polynomial B overlaying Polynomial A. 

This feature allows you to compare two functions or to compute the common solutions between two 
functions graphically. For instance, this feature allows you to see the relationship between the roots of a 
function derivative and the functions local maximum and minimum points. 
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To demonstrate this feature, enter the function sin(2x)*cos(4*x) as Function A, using the Enter 
Function Item on the FUNCTION MENU. Then enter the polynomial .3183098862x as 
Polynomial A. using the Enter Polynomial Item on the POLYNOMIAL MENU. Make sure the 
calculator is in the Radians Mode. After entering the function and polynomial, select the Function 
Item from the GRAPH MENU. The dialog show in Figure 9.7 will appear: 



Graph Function 
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MODE QUIT 
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ENTER 



Figure 9,7 Graph Function dialog 

Enter -pi for x low and pi for x high. Select the polynomial overlay by keying on the square check box 
to the left of the label Polynomial A. If you haven't entered a Function B or have not entered Polynomial 
A, the respective check box will not be shown on the dialog box. 

If you were overlaying polynomials by selecting the Polynomial Item from the GRAPH MENU, the 
label Polynomial B will not be drawn unless a Polynomial B had been entered, using the Enter Polynomial 
Item on the POLYNOMIAL GRAPH. 



We have now told the program to draw the graph of f(x) = sin(2*x)*cos(4*x) from -pi to pi, and to 
draw the polynomial f(x) = .3I83098862x over the trigonometric function. The program will scale the 
graph automatically, using the maximum value of the function or the polynomial, depending on which is 
the greatest and the minimum value of the function or the polynomial, depending on which is the smallest. 
Initiate the graph by clicking on | GRAPH ] . 



Graphing overlays will take longer than graphing single functions, as the program must compute both 
functions at three hundred point over the selected domain. After a short time the graph shown in Figure 
9.8 will be drawn. 
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Figure 9.8 Graph Overlay 



When the graph is drawn the function f(x) - sin(2*x)*cos(4*x) will be drawn in red. This indicates the 
active function. The polynomial f(x) = ♦3183098862x will be drawn in black, indicating it is the 
overlay function. 

You may magnify the graph, find a y value for a given x, find the area between two points on the active 
function, find a root of the active function or find the slope of the active function by using the methods 
explained earlier in this chapter. The menu functions will always find the values for the active function. 
Remember, the active function is drawn in red. 

You may change the active function by selecting the Polynomial A Item under the GRAPH MENU. 
When you do this the polynomial f(x) = .3183098862x will be redrawn in red and the function 
f(x) = sin(2*x)*eos(4*x) will be redrawn in black. The label in the Graph Area will change from 
f(x) = sin(2*x)*cos(4*x) to f(x) = .3183098862x showing the new active function. The 
Polynomial A Item under the GRAPH MENU will also change to Function A, indicating you may 
now select Function A as the active function. You may return to f(x) = sin(2*x)*cos(4*x) as the 
active function by selecting Function A. 
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Find the common solutions of Functions Graphically 

You may use the graph overlays to find the common solution (intersection) of a function and the overlay 
function, by magnifying the graph in the area around their points of intersection. As an example, will find 
the common solution of f(x) - sin(2*x)*cos(4*x) and f(x) = .3 18309886 2x at their intersection 
near the point x = 2. Make f(x) = sin(2*x)*cos(4*x) the active function by selecting Function A 
from the GRAPH MENU. Then select a point on each side of the intersection of the two functions. 
After selecting the points, click in the Graph Area to redraw the graph. This is the same procedure used 
to isolate function roots, explained earlier in this chapter. After the graph is redrawn around the area 
where the functions intersect, you may magnify the graph again, by selecting a point on each side of the 
graph and clicking in the Graph Area to redraw the graph. You may continue this procedure until the 
intersection point has been isolated as close as you desire. After a few magnifications, you will find that 
the common solution to the two functions, near x = 2 is very close to the following: 

x- 2.172155084 
y = 0.6914184376 

You may pass one or both of these solutions to the x-reg by using the Stack Item under the GRAPH 
MENU. After leaving the graph, store the value of x for the common solutions in the a memory location 
and solve f(x) = sin(2*x)*cos(4*x) for a using the Solve Function Dialog and solve the function 
f(x) = ,3183098862x for a using the Solve Polynomial Dialog. You will confirm that both 
functions have the same solution : y = 0.6914184376 at this value of x. 

Setting Graph Colors 

You may set the screen colors of the graphs to suit your own taste. You do this by selecting the Set 
Graph Colors item under the (5 menu. This will bring up the Set Graph Color dialog. 

This dialog contains three horizontal scroll bars, labelled "RED Level=", "GREEN Level=" and 
"BLUE Level=". These color labels show the intensity level, (hexidecimal to hexidecimal 15) for the 
red, green and blue colors. You may select from 4096 color combinations, by mixing the three numbers. 
The dialog also contains two radio buttons labelled Color 1 and Color 2. These represent the two 
colors the user can set. Color 1 controls the color computed graphs and the superimposed, computed 
regression curves. Color 2 controls the color of the x-y data points, graph selection ranges and the 
undefined graph ranges. 
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There are three buttons on the dialog j Color | I Mono | and |0K| , Clicking on the I Color | button will 



reset the graph colors to the standard color screen of light blue and red. Clicking on the I Mono | button 
will reset the graph colors to a monochrome (black and white) mode of grey levels, for use with a 
monochrome monitor. When you have selected the desired colors, clicking on the lQK| button will return 
you to the Scientific Calculator. 

To set a graph color, click on the radio button controlling the color you wish to set. After you do this, the 
color that will be changed will blink for a short time, showing which colors you have selected. You can 
then "mix" your own color for the selection by using the scroll bars to add or subtract different levels of 
red, green and blue. You will see the colors on the small graphs change, as you change the red green and 
blue levels. After you have set the colors, click on the |0K| button. The program will save your colors to 
a disk file named "GSCOL". This file will be read when you restart GSNumerics and your personal 
graph colors will be automatically set for you. 
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